
TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T34222 2 18 16/30 0.030 0.285 37 10 

T34223 3 18 16/30 0.030 0.308 49 10 

T34224 4 18 16/30 0.030 0.328 59 7 

T34232 2 16 26/30 0.030 0.310 46 13 

T34233 3 16 26/30 0.030 0.328 59 13 

T34234 4 16 26/30 0.030 0.353 73 10 

T34242 2 14 41/30 0.030 0.340 60 18 

T34243 3 14 41/30 0.030 0.363 79 18 

T34244 4 14 41/30 0.030 0.393 98 15 

T34252 2 12 65/30 0.030 0.410 90 25 

T34253 3 12 65/30 0.030 0.428 116 25 

T34254 4 12 65/30 0.030 0.468 150 20 

T34262 2 10 104/30 0.045 0.545 155 30 

T34263 3 10 104/30 0.045 0.573 200 30 

T34264 4 10 104/30 0.045 0.628 257 25 

Conductors: 
Insulation: 
Jacket: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Bare Copper 
Oil resistant Thermoplastic Elastomer (TPE) 
Water, sunlight & oil resistant. Black Thermoplastic Elastomer (TPE) 
-50ºC to +105ºC 
Black (other colours available upon request) 
300 Volts 
For temporary power. Indoor & outdoor. 
UL, CSA, MSHA 

Electrical Cable 

Portable Cords             
SJEOOW 

103 


