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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T5842 2 22 7 .010 .023 .216 26 

T5843 3 22 7 .010 .023 .229 34 

T5844 4 22 7 .010 .023 .252 42 

T5846 6 22 7 .010 .023 .287 57 

T5849 9 22 7 .010 .030 .351 83 

T5852 12 22 7 .010 .030 .386 107 

T5853 15 22 7 .010 .030 .421 128 

T5854 19 22 7 .010 .030 .466 158 

T5859 23 22 7 .010 .035 .512 183 

T5855 27 22 7 .010 .035 .560 213 

T5821 1 22 Solid .010 .015 .121 9 

T5822 2 22 Solid .010 .023 .200 24 

T5823 3 22 Solid .010 .023 .213 33 

T5824 4 22 Solid .010 .023 .233 40 

T5826 6 22 Solid .010 .023 .265 53 

T5862 2 20 7 .010 .023 .239 33 

T5863 3 20 7 .010 .023 .254 42 

T5864 4 20 7 .010 .023 .280 53 

T5865 6 20 7 .010 .030 .334 77 

T5866 9 20 7 .010 .030 .391 107 

T5867 12 20 7 .010 .030 .433 140 

T5868 15 20 7 .010 .035 .494 180 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-Plated Copper 
Premium PVC 
Chrome PVC 
Conductors Paired, Pairs Cabled 
CSA 105ºC, UL 60°C 
3 
UL 300 Volts, CSA 600 Volts 
Remote Control,  Signaling, Security Systems, Communications, Intercom and Public Ad-
dress systems, Sound and Audio Applications and Nurse Call Systems. 
UL CM, cUL AWM CMG FT4 

Multi-Paired Cable 

Unshielded Control Cable               
UL CM, CSA AWM CMG 


