
 
Conductors:  Solid bare copper 
Insulation:  Low Smoke Polymer 
Jacket:   Low Smoke Polymer 
Construction:  Conductors twisted with varying lay, pairs cabled. 
Color Code Chart: Chart 5 
Applications:  For use in telephone and 10 Base-T network applications 
Approvals:  NEC CMP or MPP cUL CMP FT6  

  
 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding Nominal 
O.D. 

Weight 
Lbs/1000 

T16302 2 24 Solid .120 9 

T16303 3 24 Solid .140 12 

T16304 4 24 Solid .160 15 

T16306 6 24 Solid .190 22 

T16325 25 24 Solid .330 102 

T16350 50 24 Solid .600 227 

T16300 100 24 Solid .840 446 

 

Category 3 
ScTP 
 
Conductors:  Solid bare copper 
Insulation:  Low Smoke Polymer 
Jacket:   Low Smoke Polymer 
Construction:  Conductors twisted with varying lay, pairs cabled. 
Color Code Chart: Chart 5 
Applications:  For use in telephone and 10 Base-T network applications 
Approvals:  NEC CMP or MPP cUL CMP FT6 

 
 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding Nominal 
O.D. 

Weight 
Lbs/1000 

T13732 2 24 Solid .130 14 

T13733 3 24 Solid .150 18 

T13734 4 24 Solid .170 23 

T13736 6 24 Solid .200 32 
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Category 3 
UTP 


