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Product Section 
 

Page 
 

                       BACnet® [Building Automation and Control network]. Applications include lighting control,                    
                       access control, heating, ventilating, and air-conditioning control fire detection systems and                     
                       their associated equipment. 

 

Coaxial Cables      74 
                       Coaxial cables by RG type, Multi-Media Cables, Precision Video Cables, Sub-Miniature 
                       Cables, Triaxial Cables, RGB Cables, Broadcast Cables, Twinaxial Cables & Home  
                        Automation/Multimedia Cables 

  

Electrical Cables 100 
                       Diesel Locomotive Cable, G & GGC Cable, HPN Cord, Portable Power Cable, Power Cordage 
                       300 & 600 Volts, Stage Lighting Cable, Welding Cable. 

 

Fire Alarm Cables 83 
                       Multi-Conductor Shielded and Unshielded CSA FAS-105 Fire Alarm Service Cable. Multi 
                       Paired Unshielded Fire Alarm Cable.  Amoured Fire Alarm Cable. 

 

High Temperature Wire 8 
                       Braided Silicone Rubber 150C & 200C, Braided PVC 125C, TCGT 250C, TGGT 250C,MGT  
                       450C, Modified ETFE 200C, PTFE 150C & 200C, FEP 105C & 200C, ETFE 150C, Cross-Linked  
                       Polyethylene 90C 125C & 150C. 

 

High Voltage Lead Wire 22 
                       SGI-250 25 KV Silicone Gas Igniter Wire 250C, Corona Resistant Wire 20 KV to 40 KV 150C,        
                       Test Lead Wire PVC & Rubber. 

 

Hook-up Wire 2 
                       PVC Hook-up Wire, 300 Volt & 600 Volt, UL & CSA Approved, TR-64, TEW, REW, XLPE, and                        
                       Bus Bar Wire,  Soft Tinned Copper. 

 

Military Wire 24 

                       MIL-W-76B, MIL-W-16878/1 to 16, MIL-W-22759/7 to 16.  
 

 

Multi-Conductor Cable  35 
                       Audio Control Cable, Power Limited Tray Cable, Speaker Cable, Station Wire, Thermostat  
                       Cable, Professional Audio Cable, Microphone Extension Cable, Card/Door Access Control 

 

Multi-Paired Cable 50 
                       Unshielded Control Cable, Intercom Cable, Shielded Computer Cable, EIA RS232, Low  
                       Capacitance Cable, Analog Audio Snake Cable, Process Control Cable. 

 

Plenum Cable 87 
                       Plenum Control Cable, Multi-Conductor Unshielded and Shielded, Multi-Paired Overall  
                       Shielded, Individually Shielded Pairs, Coaxial Plenum Cable, Network Voice & Data Category  
                       Cables, Card/Door Access Control 

 

Portable Cords 100 

                        SJOOW, SOOW, SVO, SJ, SJEOOW, SEOOW, SJT, SJTW, SPT, ST STW, SVT. 
 

 

Reference Section 122 

                         Colour Code Charts, Part Number Index.  

Voice & Data Cable 65 

                         Station “Z” Wire, Category 3 Cable, Category 5e Cable, Category 6 Cable, Category 6a  
                         Cable, Patch Cord Cable. 

 

Building Automation Cable 61 

  All information in this catalogue is presented solely as a guide to product selection and is believed to be reliable.  All printing errors are subject to correction in 
subsequent releases of this catalogue.  Although Tevelec has taken precautions to ensure the accuracy of the product specifications at the time of publica-
tion, the specifications of all products contained herein are subject to change without notice. CMC05 
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Hook-up & Lead Wire 

UL1007, UL1569, CSA TR-64               
300V 80ºC 90ºC 105ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T1008 24 1 .015 .052 2.50 

T1010 22 1 .015 .057 3.50 

T1015 18 1 .015 .077 7.80 

T1009 24 7 .015 .056 2.60 

T1011 22 7 .015 .062 3.65 

T1014 20 10 .015 .069 5.45 

T1016 18 16 .015 .078 7.90 

T1018 16 26 .015 .092 10.50 

Conductor: 
Insulation: 
Applications: 
Approvals: 
 
 
 
Packaging: 

Stranded or solid Tinned Copper 
PVC 
Internal wiring of electrical or electronic equipment, panels and meters. 
UL1007 - 80C 300 Volts 
UL1569 - 105C 300 Volts 
CSA TR-64 - 90C 300 Volts 
Meets UL VW-1 Vertical Flame Test. 
1000’ Spools (305m) 
5,000’ Spools (1525m) 
Bulk Spools or Drums 

Conductor: 
Insulation: 
Applications: 
Approvals: 
 
 
 
Packaging: 

Stranded Prefused Tinned Copper. 
PVC 
Internal wiring of electrical or electronic equipment, panels and meters. 
UL1007 - 80C 300 Volts 
UL1569 - 105C 300 Volts 
CSA TR-64 - 90C 300 Volts 
Meets UL VW-1 Vertical Flame Test. 
1000’ Spools (305m) 
5,000’ Spools (1525m) 
Bulk Spools or Drums 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T1021 24 7 .015 .057 3.00 

T1022 22 7 .015 .063 4.05 

T1023 20 7 .015 .069 5.80 

T1024 18 7 .015 .077 8.50 

T1025 16 7 .015 .091 9.50 

UL1007, CSA TR-64 Prefused Conductor  
300V 80ºC 90ºC 
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Hook-up and Lead Wire 

UL1015, UL1230, MTW, CSA TEW               
600V 105ºC Tinned Copper 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

UL 
Style 

Weight 
Lbs/1000’ 

T0813 22 7 .030 .094 1015/1230 5.2 

T0814 20 10 .030 .098 1015/1230 7.3 

T0815 18 16 030 .108 1015/1230 9.8 

T0816 16 26 .030 .121 1015/1230 12.5 

T0817 14 41 .030 .131 1015/1230 17.9 

T0818 12 65 .030 .153 1015/1230 28.5 

T0819 10 105 .030 .182 1015/1230 41.5 

T0820 8 133 .045 .259 1028/1231 70 

T0821 6 133 .060 .333 1283/1232 117 

T0822 4 133 .060 .386 1283/1232 176 

T0823 2 133 .060 .445 1283/1232 265 

T0831 2 665 .060 .460 1283/1232 265 

T0824 1 392 .080 .567 1284/1232 344 

T0832 1 836 .080 .567 1284/1232 344 

T0833 1/0 1064 .080 .621 1284/1232 421 

T0834 2/0 1330 .080 .653 1284/1232 536 

T0835 3/0 1665 .080 .712 1284/1232 670 

T0836 4/0 2109 .080 .785 1284/1232 820 

T0850 250 2421 .095 .835 1284/1339 934 

T0851 350 3458 .100 1.045 1284/1339 1968 

T0852 500 5054 .115 1.270 1284/1339 1968 

T0853 750 7581 .115 1.380 1284/1339 2853 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded Tinned Copper 
PVC 
UL1015 - 105ºC, UL1230, UL1231, UL1284/1339 - 105ºC, TEW - 105ºC, MTW - 90ºC 
600 Volts 
Internal wiring of electrical and electronic equipment, internal wiring of panels and meters, 
motor and transformer lead. 
UL Appliance wiring material 
UL MTW 
CSA TEW equipment wire 
CSA Appliance wiring material 
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Hook-up & Lead Wire 

UL1015, CSA TEW               
600V 105ºC Prefused Conductor 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T1107 22 7 .030 .063 6.3 

T1108 20 7 .030 .069 8.5 

T1109 18 7 .030 .077 10.2 

T1110 16 7 .030 .091 13.5 

Conductor: 
Insulation: 
Temperature Rating: 
Voltage Rating: 
Applications: 
 
Approvals: 

Stranded Prefused Tinned Copper 
PVC 
105ºC 
600 Volts 
Internal wiring of electrical and electronic equipment where ease of soldering 
is a factor. 
UL1015 AWM, CSA TEW, AWM 

Conductor: 
Insulation: 
Temperature Rating: 
Voltage Rating: 
Applications: 
 
Approvals: 

Stranded Prebond® Tinned Copper 
PVC 
105ºC 
600 Volts 
Internal wiring of electrical and electronic equipment where ease of soldering 
is a factor. 
UL1015 AWM, CSA TEW, AWM 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T1114 24 7 .030 .063 5.3 

T1115 22 7 .030 .086 6.3 

T1116 20 10 .030 .100 8.5 

T1117 18 16 .030 .107 11.3 

T1118 16 26 .030 .113 13.5 

T1119 14 41 .030 .134 19.0 

T1120 12 65 .030 .165 29.5 

T1121 10 105 .030 .179 43.0 

UL1015, CSA TEW               
600V 105ºC Prebond

®
 Conductor 
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Hook-up & Lead Wire 

UL1015, MTW, CSA TEW              
600V 105ºC Bare Copper 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

UL 
Style 

Weight 
Lbs/1000’ 

T1058 18 16 .030 .108 UL1015/1230 9 

T1062 16 26 .030 .121 UL1015/1230 13 

T1066 14 41 .030 .131 UL1015/1230 19 

T1069 12 65 .030 .153 UL1015/1230 29 

T1073 10 105 .030 .182 UL1015/1230 42 

T1075 8 165 .045 .259 UL1028/1231 70 

T1076 6 266 .060 .333 UL1283/1232 117 

T1077 4 133 .060 .390 UL1283/1232 176 

T1042 4 413 .060 .390 UL1283/1232 176 

T1078 2 259 .060 .455 UL1283/1232 262 

T1043 2 665 .060 .460 UL1283/1232 265 

T1079 1 259 .080 .500 UL1284/1232 345 

T1080 1/0 1064 .080 .590 UL1284/1232 421 

T1081 2/0 250 .080 .640 UL1284/1232 536 

T1082 3/0 259 .080 .700 UL1284/1232 670 

T1083 4/0 259 .080 .790 UL1284/1232 820 
 

T1057 18 1 .030 .103 UL1015/1230 9 

T1059 16 1 .030 .114 UL1015/1230 13 

T1063 14 1 .030 .127 UL1015/1230 17 

T1067 12 1 .030 .144 UL1015/1230 28 
 

T1060 16 7 .030 .121 UL1015/1230 13 

T1064 14 7 .030 .137 UL1015/1230 24 

T1068 12 7 .030 .157 UL1015/1230 34 

T1103 8 7 .045 .257 UL1028/1231 66 

T1061 16 19 .030 .121 UL1015/1230 13 

T1065 14 19 .030 .137 UL1015/1230 24 

T1102 12 19 .030 .157 UL1015/1230 34 

T1072 8 19 .045 .183 UL1028/1231 66 

 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Solid or Stranded Bare Copper 
PVC 
105ºC 
600 Volts 
Internal wiring of electrical or electronic equipment, panels, motor and transformer lead. 
UL AWM (Styles as noted), MTW,CSA AWM, TEW 

UL1284/1339/1346/10269 & UL CT Tray Rated, CSA AWM I A/B & 
TEW  
Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Bare Copper 
PVC 
UL 1284/1339 105C 600V, UL10269 105C 1000V, CSA AWM I A/B & TEW 105C 600V 
600 Volts 
Internal wiring of electrical or electronic equipment, internal wiring of panels and meters, motor and transformers. 
UL1284/1339 105C 600V, UL10269 105C 1000V, CSA AWM I A/B & TEW 105C 600V 

TEVELEC AWG Stranding Nominal Nominal UL Weight 

T1033 250 2421 .094 .835 1284/1339 978 

T1034 350 3458 .100 1.045 1284/1339 1350 

T1035 500 5054 .100 1.270 1284/1339 2929 

T1036 750 7581 .115 1.380 1284/1339 2853 
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Hook-up & Lead Wire 

UL1061, CSA AWM               
300V 80ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T1314 24 7 .010 .044 2.00 

T1315 22 7 .010 .050 3.00 

T1316 20 7 .010 .058 4.40 

T1332 18 16 .010 .068 6.40 

T1333 16 26 .010 .080 9.50 

Conductor: 
Insulation: 
Applications: 
Approvals: 
 
 
Packaging: 

Stranded Tinned Copper 
SR-PVC 
Internal wiring of electrical or electronic equipment, panels and circuits. 
UL1061 - 80C 300 Volts 
CSA  AWM - 80C 300 Volts 
Meets UL VW-1 Vertical Flame Test. 
1000’ Spools (305m) 
5,000’ Spools (1525m) 
Bulk Spools or Drums 

Conductor: 
Insulation: 
Applications: 
Specification: 

Soft Drawn Electrolytic Solid Annealed Tinned Copper. 
None 
Circuit wiring, point to point wiring where no insulation is needed. 
QQ-W-343 Type S 

TEVELEC 
NUMBER 

AWG 
Size 

Circular 
Mil Area 

Nominal 
O.D. 

D.C. 
Resistance 
Ohms/1,000’ 

@ 20ºC 

Weight 
Lbs/1000’ 

No. of 
Feet/Lb 

T4814 30 100 .0100 104 .3025 3300 

T4816 28 158.8 .0126 65.3 .4806 2080 

T4818 26 252.8 .0159 41.0 .7650 1310 

T4820 24 404.0 .0201 25.7 1.223 818 

T4822 22 640 .0253 16.2 1.937 516 

T4824 20 1024 .0320 10.1 3.099 323 

T4826 18 1624 .0403 6.39 4.914 203 

T4828 16 2581 .0508 4.02 7.812 128 

T4830 14 4109 .0641 2.52 12.44 80.4 

T4832 12 6529 .0808 1.59 19.76 50.6 

T4834 10 10384 .1019 .9988 31.43 31.82 

Tinned Copper Bus Bar               
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High Temperature Wire 

Braided Silicone Rubber              
300V 200ºC, SF-1 SEW-1 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Weight 
Lbs/1000’ 

T1852 18 7 .015 .094 300 8.5 

T1853 16 7 .015 .103 300 11 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tin-Plated Copper 
Silicone rubber, glass braid with high temperature saturant. 
150ºC 
300 Volts 
Internal wiring of electrical equipment. 
UL SFF-1 
CSA SEWF-1 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tin-Plated Copper 
Silicone rubber, glass braid with high temperature saturant. 
200ºC 
300 Volts 
Internal wiring of electrical equipment. 
UL SF-1 
CSA SEW-1 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Weight 
Lbs/1000’ 

T1860 22 7 .015 .075 300 4.1 

T1861 20 10 .015 .082 300 6.0 

T1862 18 16 .015 .090 300 8.1 

T1863 16 26 .015 .101 300 11 

Braided Silicone Rubber              
300V 150ºC, UL SFF-1, CSA SEWF-1    
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High Temperature Wire 

Braided Silicone Rubber              
600V 200ºC, UL SF-2, CSA SEW-2 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

UL 
Style 

Weight 
Lbs/1000’ 

T1660 22 1 .030 .100 3172 7 

T1661 20 1 .030 .107 3172 8 

T1662 18 1 .030 .115 SF-2 10 

T1663 16 1 .030 .126 SF-2 14 

T1664 14 1 .030 .139 SF-2 20 

T1665 12 1 .030 .156 3074 29 

T1666 10 1 .045 .208 3075 48 

T1672 18 7 .030 .124 SF-2 11 

T1673 16 7 .030 .133 SF-2 15 

T1674 14 7 .030 .147 SF-2 21 

T1675 12 19 .030 .164 3074 29 

T1676 10 19 .030 .218 3075 49 

T1677 8 19 .045 .286 3231 84 

T1678 6 19 .060 .326 3231 121 

T1681 4 133 .060 .410 3231 178 

T1682 2 259 .060 .480 3231 265 

T1683 1 259 .060 .557 3231 346 

T1684 1/0 259 .080 .595 3231 428 

T1685 2/0 259 .080 .685 3231 525 

T1686 3/0 259 .080 .740 3231 660 

T1687 4/0 259 .080 .806 3231 795 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tin-Plated Copper 
Silicone Rubber, Glass Braid with High Temperature Saturant. 
200ºC 
600 Volts 
Internal wiring of electrical equipment. 
UL SF-2, UL AWM Styles as noted. 
CSA SEW-2 
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High Temperature Wire 

Braided Silicone Rubber 
150ºC 600 Volts, SFF-2 SEWF-2 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

AMPACITY 
Weight 

Lbs/1000’ 

T1694 22 7 .030 .105 - 7 

T1695 20 10 .030 .112 - 8 

T1696 18 16 .030 .120 - 11 

T1697 16 26 .030 .131 30 15 

T1698 14 41 .030 .145 45 21 

T1699 12 65 .030 .165 55 30 

T1700 10 105 .045 .229 75 50 

T1701 8 133 .060 .310 100 85 

T1702 6 133 .060 .361 135 123 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tin-Plated Copper 
Silicone Rubber, Glass Braid with High Temperature Saturant. 
150ºC 
600 Volts 
Internal wiring of electrical equipment. 
UL SFF-2 
CSA SEWF-2 

Braided PVC 
125ºC 600 Volts, GTF 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tin-Plated Copper 
PVC, Glass Braid with High Temperature Saturant. 
125ºC 
600 Volts 
Internal wiring of light fixtures. 
CSA  GTF 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T1786 18 16 .036 .121 10 

T1787 16 26 .036 .133 14 

T1788 14 41 .036 .143 20 

T1789 12 65 .036 .187 30 

T1790 10 105 .036 .195 43 
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High Temperature Wire 

TGGT  
600V 250ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

AMPACITY 2 
Weight 

Lbs/1000’ 

T1793 20 10 .024 .081 15 7 

T1794 18 16 .024 .090 20 9 

T1795 16 26 .025 .108 26 14 

T1796 14 41 .025 .123 39 19 

T1797 12 65 .025 .144 54 27 

T1798 10 105 .025 .181 73 43 

T1799 8 133 .025 .213 93 65 

T1800 6 133 .030 .271 117 102 

T1801 4 133 .030 .327 148 156 

Conductor: 
Insulation: 
 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
 
Approvals: 

Nickel-Plated Copper 
PTFE tape wrapped in concentric layers and a wall of glass fiber wrap, with an overall glass braid 
impregnated with a flame retardant, high temperature finish. 
250ºC 
600 Volts 
For use as internal wiring of commercial and industrial heating and cooking equipment applications, 
electronic equipment and other high temperature appliances.  This product has excellent cutting and 
stripping characteristics, making it ideal for  high volume manufacturing and assembly. 
UL Style 5256 
CSA AWM Class I Group A/B FT-1 

2 Single conductor in free air, 40°C ambient temperature. 
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High Temperature Wire 

MGT  
600V 450ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

AMPACITY 2 
Weight 

Lbs/1000’ 

T1831 22 7 .032 .098 12 8 

T1832 20 10 .032 .104 18 9 

T1833 18 16 .032 .114 23 11 

T1834 16 26 .032 .127 30 15 

T1835 14 41 .032 .140 45 21 

T1836 12 65 .032 .163 56 30 

T1837 10 105 .045 .214 75 51 

T1838 8 133 .045 .261 104 75 

T1839 6 133 .045 .304 138 111 

T1840 4 133 .045 .360 162 166 

T1841 2 133 .055 .449 210 261 

T1842 1 259 .055 .492 236 324 

T1843 1/0 259 .055 .538 268 399 

T1844 2/0 259 .055 .591 300 494 

T1845 3/0 259 .055 .650 338 613 

T1846 4/0 259 .055 .715 397 769 

Conductor: 
Insulation: 
 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Nickel Coated Copper 
Glass Reinforced mica tapes, Braided Glass yarn impregnated with Flame, Heat 
and Moisture Resistant Teflon® Finish. 
538ºC Peak Commercial (450ºC CSA/UL) 
600 Volts 
MGT is designed for use in wiring ovens or other high temperature equipment 
where temperature requirements do not exceed 450 or 538ºC. 
UL Style 5107 
CSA I A/B 

2  Based on one conductor in free air, 40ºC ambient temperature. 
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High Temperature Wire 

Modified ETFE  
300 Volts 200ºC UL10109  CSA AWM 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Conductor 
Plating 

Weight 
Lbs/1000’ 

T10062 24 7 .007 .038 NPC 2 

T10066 22 7 .007 .044 NPC 3 

T10070 20 7 .007 .050 NPC 4 

T10073 18 7 .007 .060 TPC 6 

T10076 16 7 .009 .076 TPC 6.5 

T10079 14 7 .009 .091 TPC 14.5 

T10082 12 19 .011 .112 TPC 23 

T10084 10 19 .011 .136 TPC 35.5 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Solid or Stranded Tin-Plated Copper or Silver-Plated Copper 
Modified ethylene/tetrafluoroethylene 
200ºC 
300 Volts 
Internal wiring of electrical equipment and UL classified appliance wire service up to 200ºC. 
UL10109 AWM, CSA I A/B AWM 
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High Temperature Wire 

Modified ETFE  
600 Volts 200ºC UL10086  CSA AWM 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Conductor 
Plating 

Weight 
Lbs/1000’ 

T10010 24 Solid .010 .040 TPC 1.9 

T10014 22 Solid .010 .045 TPC 2.8 

T10019 20 Solid .010 .052 TPC 4.1 

T10022 18 Solid .010 .060 TPC 6.1 

T10025 16 Solid .010 .071 TPC 9.3 

T10028 14 Solid .010 .084 TPC 14 

T10031 12 Solid .015 .111 TPC 23 

T10012 24 7 .010 .044 SPC 2.2 

T10016 22 7 .010 .050 SPC 3.2 

T10020 20 7 .010 .058 SPC 4.7 

T10023 18 7 .010 .069 TPC 6.4 

T10026 16 7 .010 .078 TPC 9.6 

T10029 14 7 .010 .092 TPC 15 

T10032 12 19 .015 .119 TPC 23 

T10034 10 19 .015 .143 TPC 37 

T10037 8 19 .015 .191 TPC 62 

T10040 6 19 .015 .231 TPC 94 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Solid or Stranded Tin-Plated Copper or Silver-Plated Copper 
Modified ethylene tetrafluoroethylene 
200ºC 
600 Volts 
Internal wiring of electrical equipment and UL classified appliance wire service up to 200ºC. 
UL10086 AWM, CSA I A/B AWM 
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High Temperature Wire 

PTFE  
150 Volts 150ºC UL1213, 105ºC CSA AWM 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Weight 
Lbs/1000’ 

T1402 30 1 .010 .030 150 .89 

T1403 30 7 .010 .032 150 .99 

T1404 28 1 .010 .033 150 1.2 

T1405 28 7 .010 .035 150 1.3 

T1406 26 1 .010 .036 150 1.5 

T1407 26 7 .010 .039 150 1.7 

T1408 26 19 .010 .039 150 1.8 

T1409 24 1 .010 .040 150 2.1 

T1410 24 7 .010 .044 150 2.4 

T1411 24 19 .010 .044 150 2.4 

T1412 22 1 .010 .045 150 3.0 

T1413 22 7 .010 .050 150 3.4 

T1414 22 19 .010 .050 150 3.4 

T1415 20 1 .010 .052 150 4.4 

T1416 20 7 .010 .058 150 4.9 

T1417 20 19 .010 .058 150 5.2 

T1418 18 1 .011 .061 150 6.4 

T1419 18 7 .011 .067 150 7.2 

T1420 18 19 .011 .069 150 7.3 

T1423 16 19 .014 .080 150 9.8 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Solid or stranded silver-plated copper. 
PTFE 
150ºC 
150 Volts 
In electronic appliances or circuitry where not subjected to mechanical abuse. 
UL AWM 1213 105ºC 150 Volts 
CSA AWM I A/B 150ºC 150 Volts 
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High Temperature Wire 

FEP  
200ºC UL1371 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T1433 30 1 .006 .022 .623 

T1434 30 7 .006 .024 .719 

T1435 28 1 .006 .025 .871 

T1436 28 7 .006 .027 .989 

T1437 28 19 .006 .027 1.03 

T1438 26 1 .006 .036 1.21 

T1439 26 7 .006 .039 1.43 

T1440 26 19 .006 .039 1.52 

T1441 24 1 .006 .040 1.70 

T1442 24 7 .006 .044 2.11 

T1443 24 19 .006 .044 2.11 

T1444 22 1 .006 .045 2.5 

T1445 22 7 .006 .050 3.05 

T1446 22 19 .006 .050 3.09 

T1447 20 1 .006 .052 3.8 

T1448 20 7 .006 .058 4.57 

T1449 20 19 .006 .058 4.67 

T1450 18 1 .010 .060 6.4 

T1451 18 7 .010 .068 7.2 

T1452 18 19 .010 .069 7.48 

T1455 16 19 .010 .076 9.75 

T1458 14 19 .015 .099 16.4 

T1460 12 19 .015 .118 24.8 

T1461 10 19 .015 .144 35.1 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Solid or stranded tin-plated copper conductors 
Fluorinated ethylene propylene 
105ºC 
Not rated 
For use in back panel areas of electronic equipment, such as computers and  
business machines where not subjected to mechanical abuse. 
UL AWM 1371 
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High Temperature Wire 

PTFE  
300 Volts 200ºC UL1180, CSA AWM 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Weight 
Lbs/1000’ 

T1399 30 1 .015 .040 300 1.35 

T1376 30 7 .015 .042 300 1.52 

T1994 28 1 .015 .043 300 1.7 

T1378 28 7 .015 .045 300 1.8 

T1379 28 19 .015 .045 300 1.9 

T1995 26 1 .015 .046 300 2.1 

T1380 26 7 .015 .049 300 2.4 

T1381 26 19 .015 .049 300 2.4 

T1996 24 1 .015 .050 300 2.8 

T1382 24 7 .015 .054 300 3.1 

T1383 24 19 .015 .054 300 3.1 

T1997 22 1 .015 .055 300 3.7 

T1384 22 7 .015 .060 300 4.2 

T1385 22 19 .015 .060 300 4.2 

T1998 20 1 .015 .062 300 5.2 

T1386 20 7 .015 .068 300 5.8 

T1387 20 19 .015 .068 300 6.1 

T1999 18 1 .016 .071 300 7.3 

T1388 18 7 .016 .079 300 8.2 

T1389 18 19 .016 .079 300 8.4 

T1390 16 19 .018 .089 300 11 

T1391 14 19 .020 .106 300 16 

T1392 12 19 .020 .125 300 24 

T1393 10 37 .020 .145 300 37 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Silver-Plated Copper 
PTFE 
200ºC 
300 Volts 
Internal wiring of electronic components. 
UL1180 AWM 200ºC 300 Volts 
CSA AWM I A/B 200ºC 300 Volts 
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High Temperature Wire 

FEP  
600 Volts 200ºC UL1330 CSA AWM I A/B 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

CSA 
Rating 

Weight 
Lbs/1000’ 

T1941 30 7 .030 .072 AWM 2.2 

T1943 28 7 .030 .075 AWM 2.6 

T1946 26 7 .030 .079 AWM 3.1 

T1949 24 7 .030 .084 AWM 3.9 

T1952 22 7 .030 .090 AWM 5.1 

T1956 20 19 .030 .098 AWM 7.02 

T1959 18 19 .030 .107 AWM 9.6 

T1962 16 19 .030 .116 AWM 12 

T1966 14 19 .030 .129 AWM 18 

T1970 12 19 .030 .153 AWM 27 

T1973 10 37 .030 .175 AWM 37 

T1976 8 133 .030 .220 - 68 

T1978 6 133 .030 .262 - 102 

T1979 4 133 .030 .325 - 155 

T1980 2 133 .030 .395 - 237 

T1981 1 259 .045 .462 - 313 

T1982 1/0 259 .045 .500 - 366 

T1983 2/0 259 .045 .555 - 478 

T1984 3/0 259 .045 .610 - 592 

T1985 4/0 259 .045 .676 - 736 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tin or Silver Plated Copper * 
Teflon® 

200ºC 
600 Volts 
Internal wiring of electronic components. 
UL1330 AWM 200ºC 600 Volts 
CSA AWM I A/B 180ºC 600 Volts (Where noted) 

*Conductors with individual strands less than 26 AWG must be silver plated copper for 200ºC rating 
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High Temperature Wire 

ETFE  
300 Volts 150ºC UL1671, CSA AWM 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Weight 
Lbs/1000’ 

T0327 24 19 .010 .044 300 2.2 

T0328 22 19 .010 .050 300 3.3 

T0329 20 19 .010 .059 300 4.9 

T0330 18 19 .010 .068 300 7.2 

T0331 16 19 .010 .077 300 9.5 

T0332 14 19 .010 .090 300 15 

T0333 12 19 .010 .109 300 21 

T0334 10 19 .010 .133 300 35 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tin-Plated Copper 
ETFE 
150ºC 
600 Volts 
Internal wiring of electronic components. 
UL1644 AWM 150ºC 600 Volts 
CSA AWM I A/B 150ºC 600 Volts 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tin-Plated Copper 
ETFE 
150ºC 
300 Volts 
Internal wiring of electronic components. 
UL1671 AWM 150ºC 300 Volts 
CSA AWM I A/B 150ºC 300 Volts 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Weight 
Lbs/1000’ 

T0290 24 19 .020 .064 600 4 

T0291 22 19 .020 .070 600 5.2 

T0292 20 19 .020 .079 600 7 

T0293 18 19 .020 .088 600 9 

T0294 16 19 .020 .097 600 12 

T0295 14 19 .020 .110 600 17 

T0296 12 19 .020 .129 600 24 

T0297 10 37 .020 .153 600 38 

ETFE  
600 Volts 150ºC UL1644, CSA AWM 
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High Temperature Wire 

Cross-Linked Polyethylene 
300 Volts 125ºC   

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Weight 
Lbs/1000’ 

T1641 24 1 .016 .052 300 2.3 

T1642 22 1 .016 .057 300 3.1 

T1643 20 1 .016 .064 300 4.5 

T1644 18 1 .016 .072 300 6.5 

T1651 24 7 .016 .056 300 2.5 

T1652 22 7 .016 .062 300 3.6 

T1653 20 7 .016 .070 300 5.1 

T1645 18 16 .016 .080 300 7.0 

T1646 16 26 .016 .092 300 10.4 

T1647 14 41 .016 .107 300 15.5 

T1648 12 65 .016 .127 300 24.3 

T1649 10 105 .016 .154 300 37.1 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tinned Copper 
Extruded XLPE 
125ºC 
300 Volts 
Used for appliances, coil leads, switchboard panels, transformers, motor leads and 
power operated dispensing units. 
UL Style 3266 
CSA CL1252 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Weight 
Lbs/1000’ 

T1602 22 7 .030 .093 600 6 

T1609 20 10 .030 .098 600 8 

T1610 18 16 .030 .111 600 10 

T1611 16 26 .030 .121 600 14 

T1612 14 41 .030 .131 600 20 

T1613 12 65 .030 .153 600 29 

T1614 10 105 .030 .192 600 43 

T1615 8 133 .045 .259 600 72 

T1616 6 133 .060 .333 600 120 

T1617 4 133 .060 .380 600 180 

T1618 2 259 .060 .460 600 270 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tinned Copper 
Extruded XLPE 
125ºC 
600 Volts 
Used for appliances, coil leads, switchboard panels, transformers, motor leads and power 
operated dispensing units. 
UL Style 3173 
CSA CL1251 

600 Volts 125ºC   
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High Temperature Wire 

Cross-Linked Polyolefin 
600 Volts 150ºC   

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Weight 
Lbs/1000’ 

T0361 20 10 .031 .102 600 8 

T0362 18 16 .031 .110 600 10 

T0363 16 26 .031 .120 600 14 

T0364 14 41 .031 .135 600 20 

T0365 12 65 .031 .157 600 29 

T0366 10 105 .031 .185 600 43 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tinned Copper 
Extruded Cross-Linked Polyolefin 
150ºC 
600 Volts 
Used in appliances, transformers, electrical & gas heating, motors, ballast, lighting, 
hairdressing and cooking equipment.  
UL Style 3321 
CSA CL1503 

Cross-Linked Polyethylene 
600 Volts 90ºC   

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tinned Copper 
Extruded Cross-Linked Polyethylene 
90ºC 
600 Volts 
Used for motor leads, internal wiring of appliances and switchboard wiring. 
NEC SIS, 18 & 16 AWG are UL3320 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Weight 
Lbs/1000’ 

T0662 18 16 .031 .110 600 10 

T0663 16 26 .031 .120 600 14 

T0664 14 41 .031 .135 600 20 

T0665 12 65 .031 .157 600 29 

T0666 10 105 .031 .185 600 43 

T0667 8 133 .047 .270 600 75 

T0668 6 133 .062 .340 600 119 

T0669 4 133 .062 .400 600 170 
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High Voltage Lead Wire 

Silicone Gas Igniter Wire 
25,000 Volts 250ºC 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Nickel-plated copper 
Silicone rubber blended with red iron oxide 
250ºC 
25 KV 
Used in oil burner ignition systems, range top burners, ovens, piezoelectric spark igniters and similar 
equipment. 
UL3257 10 KV AC 25 KV DC 250ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T0194 22 7 .110 .256 31 

T0195 20 7 .110 .262 33 

T0196 18 19 .110 .270 37 

T0197 16 26 .110 .278 43 

T0198 14 41 .110 .297 50 

T0199 12 65 .110 .315 61 
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TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

D.C. 
Voltage 

T0137 22 7 .050 .131 20,000 

T0138 20 7 .050 .138 25,000 

T0148 18 16 .062 .174 25,000 

T0129 18 16 .097 .244 40,000 

T0149 16 26 .062 .186 25,000 

T0130 16 26 .097 .256 40,000 

T0150 14 41 .062 .204 25,000 

T0131 14 41 .097 .274 40,000 

T0132 12 65 .097 .290 40,000 

T0133 10 105 .097 .324 40,000 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-plated copper 
Silicone rubber 
150ºC 
See table 
Wiring of furnace ignition systems, motors,  therapeutic devices,  special electronic devices 
where high temperatures are incurred, microwave transformers and transmitters. 
UL Style 3239 
Check with your local sales office for availability of CSA approved product. 

High Voltage Lead Wire 

Corona Resistant Wire  
150ºC UL3239 

Test Lead Wire              
60ºC 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 

Tin-plated copper 
See table 
60ºC 
See table 
For use as test leads on monitoring and testing equipment and as oscillator leads. 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Operating 
Voltage 

Breakdown 
Voltage 
A.C.  RMS 

Insulation 

T0080¹ 20 41 .040 .120 1,500 6,000 Rubber 

T0082² 20 41 .025 .090 2,500 10,000 PVC 

T0092³ 18 65 .045 .140 5,000 20,000 Rubber 

T0085² 18 65 .045 .140 5,000 20,000 PVC 

Consult your local sales office for other voltages and constructions. 

¹ EPDM 75ºC Available in Black or Red 
² 90ºC Black or Red 
³ 60ºC Black or Red  (Also available in EPDM 75ºC, Black, Red, Blue, Green, Gray) 
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Military Wire 

MIL-W-76B Type MW 
1000 Volts 80ºC  

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

Type ‘B’ 

T1144 24 7 .010 .044 600 M16878/1-BEB-X 2.00 

T1146 22 7 .010 .050 600 M16878/1-BFB-X 3.00 

T1148 20 7 .010 .058 600 M16878/1-BGB-X 4.40 

T1151 18 19 .010 .069 600 M16878/1-BHE-X 6.50 

T1152 16 19 .010 .077 600 M16878/1-BJE-X 13.4 

T1153 14 19 .010 .091 600 M16878/1-BKE-X 14.0 

T1170 24 7 .015 .058 1000 M16878/2-BEB-X 2.60 

T1171 22 7 .015 .064 1000 M16878/2-BFB-X 3.65 

T1172 20 7 .015 .072 1000 M16878/2-BGB-X 5.40 

T1173 18 7 .015 .082 1000 M16878/2-BHB-X 7.90 

T1175 16 19 .015 .091 1000 M16878/2-BJE-X 10.0 

T1176 14 19 .015 .105 1000 M16878/2-BKE-X 15.0 

T1177 12 19 .015 .124 1000 M16878/2-BLE-X 24.0 

Type ‘C’ 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tinned Copper 
PVC 
105ºC 
600 Volts 
Point-to-point wiring of electronic equipment. 
Meets the requirements of M16878. 

MIL-W-16878/1 & /2 (Type B & C) 
600/1000 Volts 105ºC 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Tinned Copper 
PVC 
80ºC 
1000 Volts 
Point-to-point wiring of electronic equipment. 
Meets the requirements of MIL-W-76B. 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T1231 24 7 .015 .058 1000 MW-C-24-7-X 2.60 

T1233 22 7 .015 .064 1000 MW-C-22-7-X 3.65 

T1235 20 10 .015 .070 1000 MW-C-20-10-X 5.45 

T1237 18 16 .015 .080 1000 MW-C-18-16-X 7.90 

T1238 16 26 .015 .090 1000 MW-C-16-26-X 10.50 

T1239 14 41 .015 .105 1000 MW-C-14-41-X 14.50 

T1240 12 65 .015 .125 1000 MW-C-12-65-X 25.30 
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Military Wire 

MIL-W-16878/4 Type E  
600 Volts 200ºC  

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01503 30 1 .010 .040 600 M16878/4-BBA-X .97 

T01504 30 7 .010 .042 600 M16878/4-BBB-X 1.00 

T01506 28 1 .010 .043 600 M16878/4-BCA-X 1.28 

T01507 28 7 .010 .045 600 M16878/4-BCB-X 1.29 

T01508 28 19 .010 .045 600 M16878/4-BCE-X 1.30 

T01509 26 1 .010 .046 600 M16878/4-BDA-X 1.72 

T01510 26 7 .010 .049 600 M16878/4-BDB-X 1.73 

T01511 26 19 .010 .049 600 M16878/4-BDE-X 1.77 

T01512 24 1 .010 .050 600 M16878/4-BEA-X 2.39 

T01513 24 7 .010 .054 600 M16878/4-BEB-X 2.40 

T01514 24 19 .010 .054 600 M16878/4-BEE-X 2.45 

T01515 22 1 .010 .055 600 M16878/4-BFA-X 3.36 

T01516 22 7 .010 .060 600 M16878/4-BFB-X 3.38 

T01517 22 19 .010 .060 600 M16878/4-BFE-X 3.45 

T01518 20 1 .010 .062 600 M16878/4-BGA-X 4.89 

T01519 20 7 .010 .068 600 M16878/4-BGB-X 4.91 

T01520 20 19 .010 .068 600 M16878/4-BGE-X 5.08 

T01521 18 1 .010 .071 600 M16878/4-BHA-X 7.22 

T01522 18 7 .010 .079 600 M16878/4-BHB-X 7.27 

T01523 18 19 .010 .079 600 M16878/4-BHE-X 7.45 

T01525 16 19 .010 .089 600 M16878/4-BJE-X 9.83 

T01526 14 19 .010 .095 600 M16878/4-BKE-X 15.00 

T01527 12 19 .010 .114 600 M16878/4-BLE-X 23.00 

T01528 10 37 .010 .134 600 M16878/4-BMG-X 33.5 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Silver Plated Copper 
PTFE 
200ºC 
Refer to table 
Point-to point wiring of electronic equipment where temperatures up to 200ºC are required. 
Meets the requirements of M16878. 

“X” in military number is replaced by color code. 

Black - 0 
Brown - 1 
Red - 2 
Orange - 3 
Yellow - 4 

Green - 5 
Blue - 6 
Violet - 7 
Grey - 8 
White - 9 
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Military Wire 

MIL-W-16878/5 Type EE                
1000 Volts 200ºC  

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01533 30 1 .015 .040 1000 M16878/5-BBA-X 1.53 

T01534 30 7 .015 .042 1000 M16878/5-BBB-X 1.54 

T01536 28 1 .015 .043 1000 M16878/5-BCA-X 1.25 

T01537 28 7 .015 .045 1000 M16878/5-BCB-X 1.87 

T01538 28 19 .015 .045 1000 M16878/5-BCE-X 1.95 

T01539 26 1 .015 .046 1000 M16878/5-BDA-X 2.35 

T01540 26 7 .015 .049 1000 M16878/5-BDB-X 2.37 

T01541 26 19 .015 .049 1000 M16878/5-BDE-X 2.49 

T01542 24 1 .015 .050 1000 M16878/5-BEA-X 3.10 

T01543 24 7 .015 .054 1000 M16878/5-BEB-X 3.12 

T01544 24 19 .015 .054 1000 M16878/5-BEE-X 3.24 

T01545 22 1 .015 .055 1000 M16878/5-BFA-X 4.15 

T01546 22 7 .015 .060 1000 M16878/5-BFB-X 4.18 

T01547 22 19 .015 .060 1000 M16878/5-BGE-X 4.43 

T01548 20 1 .015 .062 1000 M16878/5-BGA-X 5.80 

T01549 20 7 .015 .068 1000 M16878/5-BGB-X 5.83 

T01550 20 19 .015 .068 1000 M16878/5-BGE-X 6.18 

T01551 18 1 .016 .071 1000 M16878/5-BHA-X 8.0 

T01552 18 7 .016 .079 1000 M16878/5-BHB-X 8.33 

T01553 18 19 .018 .079 1000 M16878/5-BHE-X 8.52 

T01555 16 19 .020 .089 1000 M16878/5-BJE-X 10.90 

T01556 14 19 .020 .106 1000 M16878/5-BKE-X 16.30 

T01557 12 19 .020 .125 1000 M16878/5-BLE-X 24.70 

T01558 12 37 .020 .125 1000 M16878/5-BLG-X 25.11 

T01559 10 37 .019 .145 1000 M16878/5-BMG-X 36.70 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Silver Plated Copper 
PTFE 
200ºC 
Refer to table 
Point-to point wiring of electronic equipment where temperatures up to 200ºC are required. 
Meets the requirements of M16878. 

“X” in military number is replaced by color code. 



27 

Military Wire 

MIL-W-16878/6 Type ET                
250 Volts 200ºC  

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01579 30 1 .006 .022 250 M16878/6-BBA-X .665 

T01580 30 7 .006 .024 250 M16878/6-BBB-X .675 

T01582 28 1 .006 .025 250 M16878/6-BCA-X .920 

T01583 28 7 .006 .027 250 M16878/6-BCB-X .925 

T01584 28 19 .006 .027 250 M16878/6-BCE-X .957 

T01585 26 1 .006 .028 250 M16878/6-BDA-X 1.29 

T01586 26 7 .006 .031 250 M16878/6-BDB-X 1.32 

T01587 26 19 .006 .031 250 M16878/6-BDE-X 1.34 

T01588 24 1 .006 .032 250 M16878/6-BEA-X 1.91 

T01589 24 7 .006 .036 250 M16878/6-BEB-X 1.94 

T01590 24 19 .006 .036 250 M16878/6-BEE-X 2.00 

T01591 22 1 .006 .038 250 M16878/6-BFA-X 2.80 

T01592 22 7 .006 .042 250 M16878/6-BFB-X 2.84 

T01593 22 19 .006 .042 250 M16878/6-BFE-X 3.01 

T01594 20 1 .006 .044 250 M16878/6-BGA-X 4.23 

T01595 20 7 .006 .050 250 M16878/6-BGB-X 4.28 

T01596 20 19 .006 .050 250 M16878/6-BGE-X 4.56 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Silver Plated Copper 
PTFE 
200ºC 
Refer to table 
Point-to point wiring of electronic equipment where temperatures up to 200ºC are required. 
Meets the requirements of M16878. 

“X” in military number is replaced by color code. 
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Military Wire 

MIL-W-16878/11 Type K 
600 Volts 200ºC 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Silver Plated Copper 
Extruded FEP 
-65ºC to 200ºC 
600 Volts 
For internal wiring of electronic equipment. 
Meets the requirements of M16878 Type K 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T1896 32 7 .010 .030 600 M16878/11-BAB-X .774 

T1897 30 7 .010 .032 600 M16878/11-BBB-X 1.002 

T1898 30 19 .010 .032 600 M16878/11-BBE-X 1.023 

T1909 28 7 .010 .035 600 M16878/11-BCB-X 1.288 

T1900 28 19 .010 .035 600 M16878/11-BCE-X 1.300 

T1901 26 7 .010 .039 600 M16878/11-BDB-X 1.730 

T1902 26 19 .010 .040 600 M16878/11-BDE-X 1.771 

T1904 24 7 .010 .043 600 M16878/11-BEB-X 2.404 

T1905 24 19 .010 .044 600 M16878/11-BEE-X 2.448 

T1907 22 7 .010 .049 600 M16878/11-BFB-X 3.38 

T1908 22 19 .010 .050 600 M16878/11-BFE-X 3.45 

T1910 20 7 .010 .057 600 M16878/11-BGB-X 4.91 

T1911 20 19 .010 .058 600 M16878/11-BGE-X 5.08 

T1912 18 7 .010 .069 600 M16878/11-BHB-X 7.27 

T1913 18 19 .010 .070 600 M16878/11-BHE-X 7.45 

T1914 16 19 .010 .080 600 M16878/11-BJE-X 9.83 

T1915 14 19 .010 .095 600 M16878/11-BKE-X 14.95 

T1916 12 19 .010 .114 600 M16878/11-BLE-X 22.32 

T1917 10 37 .010 .134 600 M16878/11-BMG-X 33.48 

‘X’ in military number is replaced by color code. 
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Military Wire 

MIL-W-16878/12  
1000 Volts 200ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01402 32 7 .015 .039 1000 M16878/12-BAB-X 1.27 

T01405 30 7 .015 .042 1000 M16878/12-BBB-X 1.54 

T01406 30 19 .015 .042 1000 M16878/12-BBE-X 1.56 

T01408 28 7 .015 .045 1000 M16878/12-BCB-X 1.87 

T01409 28 19 .015 .045 1000 M16878/12-BCE-X 1.95 

T01411 26 7 .015 .049 1000 M16878/12-BDB-X 2.37 

T01412 26 19 .015 .049 1000 M16878/12-BDE-X 2.49 

T01414 24 7 .015 .054 1000 M16878/12-BEB-X 3.12 

T01415 24 19 .015 .054 1000 M16878/12-BEE-X 3.24 

T01417 22 7 .015 .060 1000 M16878/12-BFB-X 4.18 

T01418 22 19 .015 .060 1000 M16878/12-BFE-X 4.43 

T01420 20 7 .015 .068 1000 M16878/12-BGB-X 5.83 

T01421 20 19 .015 .068 1000 M16878/12-BGE-X 6.18 

T01423 18 7 .015 .079 1000 M16878/12-BHB-X 8.33 

T01424 18 19 .015 .079 1000 M16878/12-BHE-X 8.52 

T01427 16 19 .015 .089 1000 M16878/12-BJE-X 10.95 

T01430 14 19 .015 .106 1000 M16878/12-BKE-X 16.27 

T01431 12 19 .015 .125 1000 M16878/12-BLE-X 24.71 

T01432 10 37 .015 .145 1000 M16878/12-BMG-X 36.68 

Conductor: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Specification: 

Silver Plated Copper 
Extruded FEP 
-65ºC to 200ºC 
1000 Volts 
For internal wiring of electronic equipment. 
Meets the requirements of M16878/12 

‘X’ in part number is replaced by color code. 
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Military Wire 

MIL-W-22759/7  
600 Volts 200ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01600 24 19 .020 .062 600 M22759/7-24-X 3.8 

T01601 22 19 .020 .073 600 M22759/7-22-X 5.4 

T01602 20 19 .020 .082 600 M22759/7-20-X 7.3 

T01603 18 19 .020 .096 600 M22759/7-18-X 9.9 

T01604 16 19 .020 .102 600 M22759/7-16-X 13.0 

T01605 14 19 .020 .112 600 M22759/7-14-X 17.9 

T01606 12 19 .020 .134 600 M22759/7-12-X 25.7 

T01607 10 37 .020 .158 600 M22759/7-10-X 38.0 

Conductor: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Specification: 

Stranded, Silver Plated Copper 
Extruded PTFE Reinforced with Abrasion-Resistant Mineral Fillers 
None 
200ºC 
600 Volts 
Conforms to the requirements of MIL-W-22759/7 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01620 24 19 .020 .062 600 M22759/8-24-X 3.8 

T01621 22 19 .020 .073 600 M22759/8-22-X 5.4 

T01622 20 19 .020 .082 600 M22759/8-20-X 7.3 

T01623 18 19 .020 .096 600 M22759/8-18-X 9.9 

T01624 16 19 .020 .102 600 M22759/8-16-X 13.0 

T01625 14 19 .020 .112 600 M22759/8-14-X 17.9 

T01626 12 19 .020 .134 600 M22759/8-12-X 25.7 

T01627 10 37 .020 .158 600 M22759/8-10-X 38.0 

Conductor: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Specification: 

Stranded, Nickel-Plated Copper 
Extruded PTFE Reinforced with Abrasion-Resistant Mineral Fillers 
None 
260ºC 
600 Volts 
Conforms to the requirements of MIL-W-22759/8 

MIL-W-22759/8 
600 Volts 260ºC 
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Military Wire 

MIL-W-22759/9  
1000 Volts 200ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01640 28 7 .015 .043 1000 M22759/9-28-X 1.74 

T01641 26 19 .015 .048 1000 M22759/9-26-X 2.34 

T01642 24 19 .015 .053 1000 M22759/9-24-X 3.07 

T01643 22 19 .015 .060 1000 M22759/9-22-X 4.25 

T01644 20 19 .015 .068 1000 M22759/9-20-X 5.99 

T01645 18 19 .015 .078 1000 M22759/9-18-X 8.51 

T01646 16 19 .015 .085 1000 M22759/9-16-X 10.48 

T01647 14 19 .015 .100 1000 M22759/9-14-X 15.56 

T01648 12 19 .015 .120 1000 M22759/9-12-X 22.87 

T01649 10 37 .015 .141 1000 M22759/9-10-X 34.0 

Conductor: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Specification: 

Stranded, Silver Plated Copper 
Extruded PTFE 
None 
200ºC 
1000 Volts 
Conforms to the requirements of MIL-W-22759/9 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01660 28 7 .015 .043 1000 M22759/10-28-X 1.74 

T01661 26 19 .015 .048 1000 M22759-10-26-X 2.34 

T01662 24 19 .015 .053 1000 M22759/10-24-X 3.07 

T01663 22 19 .015 .060 1000 M22759/10-22-X 4.25 

T01664 20 19 .015 .068 1000 M22759/10-20-X 5.99 

T01665 18 19 .015 .078 1000 M22759/10-18-X 8.51 

T01666 16 19 .015 .085 1000 M22759/10-16-X 10.48 

T01667 14 19 .015 .100 1000 M22759/10-14-X 15.56 

T01668 12 19 .015 .120 1000 M22759/10-12-X 22.87 

T01669 10 37 .015 .141 1000 M22759/10-10-X 34.0 

Conductor: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Specification: 

Stranded, Nickel-Plated Copper 
Extruded PTFE 
None 
260ºC 
1000 Volts 
Conforms to the requirements of MIL-W-22759/10 

MIL-W-22759/10  
1000 Volts 260ºC 
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Military Wire 

MIL-W-22759/11  
600 Volts 200ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01680 28 7 .010 .033 600 M22759/11-28-X 1.18 

T01681 26 19 .010 .038 600 M22759/11-26-X 1.71 

T01682 24 19 .010 .043 600 M22759/11-24-X 2.37 

T01683 22 19 .010 .049 600 M22759/11-22-X 3.37 

T01684 20 19 .010 .058 600 M22759/11-20-X 5.07 

T01685 18 19 .010 .068 600 M22759/11-18-X 7.45 

T01686 16 19 .010 .075 600 M22759/11-16-X 9.31 

T01687 14 19 .010 .090 600 M22759/11-14-X 14.17 

T01688 12 19 .010 .111 600 M22759/11-12-X 21.03 

T01689 10 37 .010 .138 600 M22759-11-10-X 32.03 

Conductor: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Specification: 

Stranded, Silver Plated Copper 
Extruded PTFE 
None 
200ºC 
600 Volts 
Conforms to the requirements of MIL-W-22759/11 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01700 28 7 .010 .033 600 M22759/12-28-X 1.18 

T01701 26 19 .010 .038 600 M22759-12-26-X 1.71 

T01702 24 19 .010 .043 600 M22759/12-24-X 2.37 

T01703 22 19 .010 .049 600 M22759/12-22-X 3.37 

T01704 20 19 .010 .058 600 M22759/12-20-X 5.07 

T01705 18 19 .010 .068 600 M22759/12-18-X 7.45 

T01706 16 19 .010 .075 600 M22759/12-16-X 9.31 

T01707 14 19 .010 .090 600 M22759/12-14-X 14.17 

T01708 12 19 .010 .111 600 M22759/12-12-X 21.03 

T01709 10 37 .010 .139 600 M22759/12-10-X 32.03 

Conductor: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Specification: 

Stranded, Nickel-Plated Copper 
Extruded PTFE 
None 
260ºC 
600 Volts 
Conforms to the requirements of MIL-W-22759/12 

MIL-W-22759/12 
600 Volts 260ºC 
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Military Wire 

MIL-W-22759/13  
600 Volts 135ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01722 24 19 .013 .049 600 M22759/13-24-X 2.6 

T01723 22 19 .011 .051 600 M22759/13-22-X 3.6 

T01724 20 19 .011 .061 600 M22759/13-20-X 5.2 

T01725 18 19 .011 .071 600 M22759/13-18-X 7.5 

T01726 16 19 .011 .078 600 M22759/13-16-X 9.5 

T01727 14 19 .011 .091 600 M22759/13-14-X 14.8 

T01728 12 19 .011 .111 600 M22759/13-12-X 21.8 

T01729 10 37 .010 .138 600 M22759-13-10-X 34 

Conductor: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Specification: 

Stranded, Tin-Plated Copper 
Extruded FEP 
.005” Extruded Polyvinylidene Fluoride 
135ºC 
600 Volts 
Conforms to the requirements of MIL-W-22759/13 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01741 26 19 .009 .037 600 M22759/14-26-X 1.6 

T01742 24 19 .009 .042 600 M22759/14-24-X 2.3 

T01743 22 19 .009 .048 600 M22759/14-22-X 3.3 

T01744 20 19 .009 .056 600 M22759/14-20-X 4.8 

T01745 18 19 .009 .066 600 M22759/14-18-X 7.3 

T01746 16 19 .009 .071 600 M22759/14-16-X 8.8 

T01747 14 19 .009 .087 600 M22759/14-14-X 13.7 

T01748 12 19 .009 .107 600 M22759/14-12-X 21.2 

Conductor: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Specification: 

Stranded, Tin-Plated Copper 
Extruded FEP 
.003” Extruded Clear Polyvinylidene Fluoride 
135ºC 
600 Volts 
Conforms to the requirements of MIL-W-22759/14 

MIL-W-22759/14  
600 Volts 135ºC 
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Military Wire 

MIL-W-22759/15  
600 Volts 135ºC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01761 26 19 .010 .037 600 M16878/15-26-X 1.6 

T01762 24 19 .010 .042 600 M22759/15-24-X 2.3 

T01763 22 19 .010 .048 600 M22759/15-22-X 3.3 

T01764 20 19 .010 .056 600 M22759/15-20-X 4.8 

Conductor: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Specification: 

Stranded, Silver-Plated, High-Strength Copper Alloy 
Extruded FEP 
.003” Extruded Polyvinylidene Fluoride 
135ºC 
600 Volts 
Conforms to the requirements of MIL-W-22759/15 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Voltage 
Rating 

Military 
Number 

Weight 
Lbs/1000’ 

T01770 24 19 .011 .045 600 M22759/16-24-X 2.27 

T01771 22 19 .011 .052 600 M22759/16-22-X 3.32 

T01772 20 19 .011 .060 600 M22759/16-20-X 4.9 

T01773 18 19 .012 .071 600 M22759/16-18-X 7.32 

T01774 16 19 .013 .077 600 M22759/16-16-X 9.24 

T01775 14 19 .013 .091 600 M22759/16-14-X 13.93 

T01776 12 37 .014 .111 600 M22759/16-12-X 20.98 

T01777 10 37 .016 .139 600 M22759/16-10-X 32.63 

T01778 8 133 .017 .199 600 M22759/16-8-X 59.71 

T01779 6 133 .022 .250 600 M22759/16-6-X 94.34 

T01780 4 133 .024 .312 600 M22759/16-4-X 157.0 

T01781 2 665 .025 .388 600 M22759/16-2-X 245.0 

T01782 1 817 .032 .431 600 M22759/16-1-X 314.0 

T01783 0 1045 .030 .479 600 M22759/16-0-X 391.0 

T01784 00 1330 .036 .546 600 M22759/16-00-X 504.0 

Conductor: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Specification: 

Stranded, Tin-Plated Copper 
Extruded ETFE 
None 
150ºC 
600 Volts 
Conforms to the requirements of MIL-W-22759/16 

MIL-W-22759/16 
600 Volts 150ºC 
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Multi-Conductor Cable 
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Audio Control Cable 43-48 

Burial Speaker Shielded 47 
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Multi-Conductor Unshielded Cable 

Audio Control Cable 
UL CM, CSA AWM CMG 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Color 
Chart 

Weight 
Lbs/1000’ 

T5202 2 24 7 .009 .015 .125 1 10 

T5203 3 24 7 .009 .015 .130 1 12 

T5204 4 24 7 .009 .015 .145 1 16 

T5205 5 24 7 .009 .023 .155 1 20 

T5206 6 24 7 .009 .023 .174 1 27 

T5207 7 24 7 .009 .023 .188 1 31 

T5208 8 24 7 .009 .023 .200 1 34 

T5209 9 24 7 .009 .023 .212 1 38 

T5210 10 24 7 .009 .023 .225 1 43 

T5402 2 22 7 .010 .015 .131 Blk/Red 12 

T5403 3 22 7 .010 .015 .139 Blk/Red/Grn 14 

T5404 4 22 7 .010 .015 .152 1 18 

T5405 5 22 7 .010 .015 .160 1 22 

T5406 6 22 7 .010 .023 .192 1 32 

T5407 7 22 7 .010 .023 .203 1 34 

T5408 8 22 7 .010 .023 .215 1 38 

T5409 9 22 7 .010 .023 .225 1 42 

T5410 10 22 7 .010 .023 .234 1 46 

T5411 12 22 7 .010 .023 .251 1 54 

T5412 15 22 7 .010 .023 .275 2 64 

T5413 20 22 7 .010 .030 .323 2 87 

T5414 25 22 7 .010 .030 .354 2 105 

T5415 30 22 7 .010 .030 .381 2 125 

T5416 40 22 7 .010 .030 .432 2 160 

T5417 50 22 7 .010 .035 .493 2 195 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Tin-Plated Copper 
SR-PVC 
Gray PVC 
Conductors Cabled 
UL 80ºC (UL 60°C under 30 mil jacket thickness), CSA 105ºC 
300 Volts UL, 600 Volts CSA 
For point to point wiring of computers, control systems, electronic apparatus and panels. 
UL, CM, CMR 
CSA AWM II A/B, CMG FT4 
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Multi-Conductor Unshielded Cable 

Audio Control Cable 
UL CM, CSA AWM CMG 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Color 
Chart 

Weight 
Lbs/1000’ 

T5430 2 20 7 .010 .015 .146 Blk/Red 14 

T5431 3 20 7 .010 .015 .154 1 18 

T5432 4 20 7 .010 .023 .189 1 30 

T5433 5 20 7 .010 .023 .197 1 34 

T5435 7 20 7 .010 .023 .225 1 46 

T5437 9 20 7 .010 .023 .249 1 57 

T5439 12 20 7 .010 .023 .279 1 71 

T5440 15 20 7 .010 .030 .306 2 93 

T5441 19 20 7 .010 .030 .338 2 114 

T5442 25 20 7 .010 .030 .380 2 145 

T5452 2 18 16 .012 .020 .195 Blk/Red 26 

T3602 2 18 16 .012 .020 .195 1 26 

T5453 3 18 16 .012 .023 .207 1 34 

T5454 4 18 16 .012 .023 .226 1 35 

T5455 5 18 16 .012 .023 .237 1 51 

T5456 6 18 16 .012 .023 .255 1 59 

T5457 7 18 16 .012 .023 .271 1 67 

T5458 8 18 16 .012 .023 .286 1 75 

T5459 9 18 16 .012 .023 .300 1 83 

T5460 10 18 16 .012 .030 .330 1 91 

T5461 12 18 16 .012 .030 .353 2 110 

T5462 15 18 16 .012 .030 .386 2 134 

T5463 19 18 16 .012 .030 .429 2 167 

T5464 25 18 16 .012 .035 .485 2 209 

T5465 30 18 16 .012 .035 .524 2 247 

T5466 40 18 16 .012 .050 .633 2 350 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Tin-Plated Copper 
SR-PVC 
Gray PVC 
Conductors Cabled 
UL 80ºC (UL 60°C under 30 mil jacket thickness), CSA 105ºC 
300 Volts UL, 600 Volts CSA 
For point to point wiring of computers, control systems, electronic apparatus and panels. 
UL, CM 
CSA AWM II A/B, CMG FT4 
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Multi-Conductor Unshielded Cable 

Audio Control Cable 
UL CM, CSA AWM CMG 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Color 
Chart 

Weight 
Lbs/1000’ 

T5480 2 16 26 .015 .023 .226 2 34 

T5481 3 16 26 .015 .023 .240 2 46 

T5482 4 16 26 .015 .023 .263 2 58 

T5483 5 16 26 .015 .023 .277 2 77 

T5485 7 16 26 .015 .030 .343 2 103 

T5486 8 16 26 .015 .030 .353 2 112 

T5487 9 16 26 .015 .030 .380 2 130 

T5489 12 16 26 .015 .030 .430 2 168 

T5490 15 16 26 .015 .035 .473 2 202 

T5491 19 16 26 .015 .035 .524 2 250 

T5492 25 16 26 .015 .050 .633 2 351 

T5252 2 14 41 .030 .030 .336 2 65 

T5253 3 14 41 .030 .030 .357 2 85 

T5254 4 14 41 .030 .030 .392 2 108 

T5255 5 14 41 .030 .030 .415 2 134 

T5257 7 14 41 .030 .030 .470 2 167 

T5258 8 14 41 .030 .030 .507 2 210 

T5259 9 14 41 .030 .030 .534 2 232 

T5262 12 14 41 .030 .050 .637 2 299 

T5265 15 14 41 .030 .050 .701 2 369 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Tin-Plated Copper 
SR-PVC 
Gray PVC 
Conductors Cabled 
UL 80ºC (UL 60°C under 30 mil jacket thickness), CSA 105ºC 
300 Volts UL, 600 Volts CSA 
For point to point wiring of computers, control systems, electronic apparatus and panels. 
UL CM 
CSA AWM II A/B, CMG FT4 
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Multi-Conductor Unshielded Cable 

Audio Control Cable 
UL, CM, CSA AWM CMG 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Color 
Chart 

Weight 
Lbs/1000’ 

T5268 2 12 65 .030 .030 .400 2 95 

T5269 3 12 65 .030 .030 .428 2 130 

T5270 4 12 65 .030 .030 .471 2 165 

T5271 5 12 65 .030 .030 .487 2 177 

T5273 7 12 65 .030 .050 .602 2 262 

T5279 2 10 105 .030 .030 .464 Blk/Red 134 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Tin-Plated Copper 
SR-PVC 
Gray PVC 
Conductors Cabled 
UL 80ºC, CSA 105ºC 
300 Volts UL, 600 Volts CSA 
For point to point wiring of computers, control systems, electronic apparatus and panels. 
UL, CM 
CSA AWM II A/B, CMG FT4 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T3992 2 22 Solid .007 .018 .114 9 

T3993 3 22 Solid .007 .018 .120 12 

T3994 4 22 Solid .007 .020 .130 15 

T3996 6 22 Solid .007 .020 .160 25 

T3998 8 22 Solid .007 .023 .175 31 

T3990 10 22 Solid .007 .023 .190 37 

T3999 12 22 Solid .007 .023 .210 44 

Station ‘Z’ Wire 
CSA CMG FT4 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Colour Code Chart: 
Applications: 
 
Approvals: 

Solid Bare Copper 
SR-PVC 
PVC 
Insulated conductors cabled and jacketed. 
CSA 60ºC 
7 
For wiring residential telephone lines (POTS), and for security control wiring in residential and 
commercial applications. 
CSA CMG, FT4 



Multi-Conductor Unshielded Cable 

In-Wall Speaker Cable Jacketed               
 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T3174 2 16 26 .015 .023 .235 39 

T3175 4 16 26 .015 .023 .273 52 

T3176 2 14 41 .02 .03 .297 62 

T3177 4 14 41 .02 .03 .346 99 

Jacket 
Colour 

Blue 

Blue 

Green 

Green 

T3178 2 12 65 .03 .03 .380 Yellow 80 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Extra Flexible Stranded Bare Copper 
Premium Vinyl 
Premium Quality PVC 
Conductors twisted for maximum flexibility 
75ºC 
1 
300 Volts 
Audio installations, Home Theater, Surround Sound, Cluster Speaker Cable and 
other high quality audio installations. 
CSA FT4 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T4792 2 18 16 .015 .030 .224 28 

T4793 3 18 16 .015 .030 .228 32 

T4794 4 18 16 .015 .030 .247 40 

T4795 5 18 16 .015 .030 .270 48 

T4797 7 18 16 .015 .030 .294 63 

T47972 2 16 26 .015 .030 .240 30 

T47973 3 16 26 .015 .030 .254 44 

T47974 4 16 26 .015 .030 .276 55 

T47982 2 14 41 .020 .030 .288 47 

T47984 4 14 41 .020 .030 .332 84 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Bare of Tinned Copper 
Semi Rigid Polyvinyl Chloride 
High Density Polyethylene 
Conductors twisted for maximum flexibility 
80ºC 
Black, Red, White, Green, Brown, Blue, Orange 
600 Volts 
Outdoor Direct Burial/Arial speaker and communication cable for audio and control. 
RoHS, UV Resistant Black 

Direct Burial Speaker Wire  
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Multi-Conductor Unshielded Cable 

Speaker Wire Parallel              
UL Listed 

Conductors: 
Insulation: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Extra Flexible Stranded Copper  1 tinned 1 bare 
Premium PVC 
Conductors laid parallel 
60ºC 
120 Volts 
Audio Systems, Cluster Speaker Installations, security systems and other low voltage applications. 
UL Listed 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T3001 2 24 7 .016 .055 X .110 6 

T3002 2 22 7 .020 .070 X .145 9 

T3004 2 20 10 .020 .085 X .160 17 

T3005 2 18 16 .025 .100 X .187 21 

T3006 2 16 26 .025 .112 X .224 28 

T3007 2 14 41 .025 .125 X .235 49 

T3008 2 12 65 .030 .160 X .335 65 

T3012 2 12 259 .060 .230 X .470 74 

41 
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Multi-Conductor Unshielded Cable 

Low Voltage Thermostat              
CSA CMG 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T2149 
2 

Flat 
18 Solid .015 .030 .143 X .213 26 

T2150 2 18 Solid .015 .030 .213 26 

T2151 3 18 Solid .015 .030 .225 33 

T2152 4 18 Solid .015 .030 .232 40 

T2153 5 18 Solid .015 .030 .243 51 

T2154 6 18 Solid .015 .030 .261 58 

T2156 8 18 Solid .015 .030 .292 81 

T2158 10 18 Solid .015 .030 .320 100 

T2170 
2 

Flat 
16 Solid .015 .030 .166 X .224 48 

T2173 4 16 Solid .015 .030 .258 61 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Solid Bare Copper 
PVC 
Brown PVC, (Other colors available). 
Conductors cabled except where noted. (Flat items are parallel conductors). 
60ºC 
11 
30 Volts 
Thermostat controls, door bells, security systems and other low voltage remote 
control systems where voltage does not exceed 30 volts. 
CSA LVT CMG FT4 
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Multi-Conductor Shielded Cable 

Audio Control Cable 
UL CM CSA AWM CMG             

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Color 
Chart 

Weight 
Lbs/1000’ 

T2603 3 24 7 .010 .030 .157 1 15 

T2604 4 24 7 .010 .030 .168 1 18 

T2606 6 24 7 .010 .030 .183 1 21 

T2607 7 24 7 .010 .030 .201 1 27 

T2608 8 24 7 .010 .030 .210 1 34 

T2609 9 24 7 .010 .030 .219 1 39 

T2610 10 24 7 .010 .030 .228 1 41 

T2612 12 24 7 .010 .030 .243 1 47 

T2615 15 24 7 .010 .030 .264 2 55 

T2620 20 24 7 .010 .030 .294 2 67 

T2625 25 24 7 .010 .030 .321 2 83 

T2630 30 24 7 .010 .030 .345 2 95 

T2640 40 24 7 .010 .030 .388 2 122 

T2650 50 24 7 .010 .035 .480 2 145 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded Tin-Plated Copper 
PVC 
Aluminum/Polyester Foil Shield with Tinned Copper Drain Wire 
Premium Grade PVC 
Conductors Cabled. 
UL 80ºC, CSA 105ºC 
CSA 600 Volts, UL 300 Volts 
For point to point wiring of computers, control systems, electronic apparatus and panels where  
shielding is required. 
Style 2464,  
UL CM CSA AWM CMG FT4 
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Multi-Conductor Shielded Cable 

Audio Control Cable 
UL CM CSA AWM CMG 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Color 
Chart 

Weight 
Lbs/1000’ 

T5502 2 22 7 .010 .020 .142 1 15 

T5503 3 22 7 .010 .020 .150 1 19 

T5504 4 22 7 .010 .020 .163 1 23 

T5505 5 22 7 .010 .023 .182 1 30 

T5506 6 22 7 .010 .023 .194 1 34 

T5507 7 22 7 .010 .023 .205 1 39 

T5508 8 22 7 .010 .023 .217 1 43 

T5509 9 22 7 .010 .023 .227 1 47 

T5510 10 22 7 .010 .023 .236 1 51 

T5511 12 22 7 .010 .023 .253 1 57 

T5512 15 22 7 .010 .023 .277 2 71 

T5513 20 22 7 .010 .023 .325 2 87 

T5514 25 22 7 .010 .030 .356 2 112 

T5515 30 22 7 .010 .030 .383 2 128 

T5516 40 22 7 .010 .030 .434 2 167 

T5517 50 22 7 .010 .035 .487 2 198 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded Tin-Plated Copper 
PVC 
Aluminum/Polyester Foil Shield with Tinned Copper Drain Wire 
Premium Grade PVC 
Conductors Cabled. 
UL 80ºC, CSA 105ºC 
CSA 600 Volts, UL 300 Volts 
For point to point wiring of computers, control systems, electronic apparatus and panels where 
shielding is required. 
UL CM CSA AWM CMG FT4 



45 

Multi-Conductor Shielded Cable 

Audio Control Cable 
UL CM CSA AWM CMG   

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Color 
Chart 

Weight 
Lbs/1000’ 

T5525 2 20 7 .010 .020 .162 Blk/Red 20 

T5526 3 20 7 .010 .023 .176 1 28 

T5527 4 20 7 .010 .023 .191 1 34 

T5528 5 20 7 .010 .023 .199 2 39 

T5530 7 20 7 .010 .023 .217 2 51 

T5532 9 20 7 .010 .023 .255 2 59 

T5534 12 20 7 .010 .023 .287 2 75 

T5535 15 20 7 .010 .030 .322 2 93 

T5536 19 20 7 .010 .030 .354 2 114 

T5537 25 20 7 .010 .030 .396 2 142 

T5550 2 18 16 .012 .023 .197 Blk/Red 33 

T5551 3 18 16 .012 .023 .209 1 39 

T5552 4 18 16 .012 .023 .228 1 47 

T5553 5 18 16 .012 .023 .233 2 51 

T5554 6 18 16 .012 .023 .251 2 58 

T5555 7 18 16 .012 .023 .267 2 66 

T5557 9 18 16 .012 .023 .296 2 82 

T5559 12 18 16 .012 .030 .355 2 109 

T5560 15 18 16 .012 .030 .388 2 140 

T5561 19 18 16 .012 .030 .431 2 171 

T5562 25 18 16 .012 .035 .486 2 214 

T5563 30 18 16 .012 .035 .541 2 275 

T5564 40 18 16 .012 .050 .620 2 354 

T5565 50 18 16 .012 .050 .744 2 421 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded Tin-Plated Copper 
PVC 
Aluminum/Polyester Foil Shield with Tinned Copper Drain Wire 
Premium Grade PVC 
Conductors Cabled. 
UL 80ºC, CSA 105ºC 
CSA 600 Volts, UL 300 Volts 
For point to point wiring of computers, control systems, electronic apparatus and panels where 
shielding is required. 
UL CM CSA AWM CMG FT4 
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Multi-Conductor Shielded Cable 

Audio Control Cable 
UL CM CSA AWM CMG  

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Color 
Chart 

Weight 
Lbs/1000’ 

T5575 2 16 26 .015 .023 .236 Blk/Red 45 

T5576 3 16 26 .015 .023 .250 1 55 

T5577 4 16 26 .015 .023 .274 1 62 

T5578 5 16 26 .015 .023 .288 2 76 

T5580 7 16 26 .015 .030 .345 2 110 

T5582 9 16 26 .015 .030 .380 2 134 

T5584 12 16 26 .015 .030 .432 2 173 

T5585 15 16 26 .015 .035 .475 2 209 

T5586 19 16 26 .015 .035 .526 2 257 

T5587 25 16 26 .015 .050 .635 2 356 

T8202 2 14 41 .030 .030 .338 6 73 

T8203 3 14 41 .030 .030 .353 2 88 

T8204 4 14 41 .030 .030 .405 2 115 

T8205 5 14 41 .030 .030 .460 2 140 

T8207 7 14 41 .030 .035 .480 2 183 

T8209 9 14 41 .030 .035 .536 2 253 

T8212 12 14 41 .030 .050 .649 2 310 

T8215 15 14 41 .030 .050 .713 2 380 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded Tin-Plated Copper 
PVC 
Aluminum/Polyester Foil Shield with Tinned Copper Drain Wire 
Premium Grade PVC 
Conductors Cabled. 
UL 80ºC, CSA 105ºC 
CSA 600 Volts, UL 300 Volts 
For point to point wiring of computers, control systems, electronic apparatus and panels where 
shielding is required. 
UL CM CSA AWM CMG FT4 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T48002 2 18 16 .015 .030 .227 30 

T48003 3 18 16 .015 .030 .231 34 

T48004 4 18 16 .015 .030 .250 42 

T48005 5 18 16 .015 .030 .272 50 

T48006 7 18 16 .015 .030 .297 65 

T48012 2 16 26 .015 .030 .244 32 

T48013 3 16 26 .015 .030 .258 46 

T48014 4 16 26 .015 .030 .279 57 

T48022 2 14 41 .020 .030 .292 49 

T48024 4 14 41 .020 .030 .354 85 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Bare or Tinned Copper 
Semi Rigid Polyvinyl Chloride 
Aluminum/Polyester tape (100% coverage) with stranded drain wire 
High Density Polyethylene 
Conductors twisted for maximum flexibility 
80ºC 
Black, Red, White, Green, Brown, Blue, Orange 
600 V 
Outdoor direct burial/arial speaker and communication cable for audio and control. 
RoHS, UV Resistant Black 

Multi-Conductor Shielded Cable 

Direct Burial Shielded Communications Cable 
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Multi-Conductor Shielded Cable 

Audio Cable               
Polyethylene / PVC 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T2740 2 22 7 .015 .023 .175 18 

T2741 3 22 7 .015 .023 .184 22 

T2742 4 22 7 .015 .023 .200 24 

T2743 2 20 10 .015 .023 .187 23 

T2744 3 20 10 .015 .023 .197 29 

T2745 4 20 10 .015 .023 .216 37 

T2746 2 18 16 .015 .023 .210 30 

T2747 3 18 16 .015 .023 .222 36 

T2748 4 18 16 .015 .030 .242 47 

T2749 2 16 26 .018 .030 .236 48 

T2750 3 16 26 .018 .030 .329 68 

T2752 2 14 41 .020 .030 .338 65 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded tinned copper. 
Polyethylene 
Overall aluminum/polyester foil facing out with tinned copper drain wire. 
PVC 
Conductors Cabled. 
80ºC 
Chart 9 
300 Volts UL, 600 Volts CSA 
Recording studios, broadcast and sound systems, computers and industrial 
equipment control. 
UL, CM, CL2, cUL CMG FT4 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded tinned copper. 
Polyethylene or Polypropylene 
Overall aluminum/polyester foil facing out with tinned copper drain wire. 
PVC 
Conductors Cabled. 
75ºC 
Chart 10 
300 Volts UL, 600 Volts CSA 
Recording studios, broadcast and sound systems, computers and industrial 
equipment control. 
UL CM, CL2, cUL CMG FT4 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T3222 2 22 Solid .007 .018 .122 12  

T3223 2 22 7 .008 .020 .139  14 

Miniature Audio Cable               
Polyethylene / PVC 
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Composite Cable 

Card/Door Access Control Cable 
NEC Article 800, UL Subject 444, Type CMR, C(ETL)US 

TEVELEC 
NUMBER 

Cable 
Type 

AWG 
Size 

Shielding 
Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T91162 
18/4C US 

Gray 
18[7]BC N/A .179 .445 101 

 
22/3pr 
Orange 

22[7]BC OA Foil .200   

 
22/2C 
White 

22[7]BC N/A .122   

 22/4C Blue 22[1]BC N/A .140   

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Bare or Tinned Copper 
PVC 
PVC Blue or Yellow (custom colors with minimums) 
Composite Cable 
-20°C – +60°C 
300 Volts  
Cable/Door Access 
UL, CM 
NEC Article 800, UL Subject 444, Type CMR, C(ETL)US 
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Multi-Paired Cable 
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Multi-Paired Cable  
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T5842 2 22 7 .010 .023 .216 26 

T5843 3 22 7 .010 .023 .229 34 

T5844 4 22 7 .010 .023 .252 42 

T5846 6 22 7 .010 .023 .287 57 

T5849 9 22 7 .010 .030 .351 83 

T5852 12 22 7 .010 .030 .386 107 

T5853 15 22 7 .010 .030 .421 128 

T5854 19 22 7 .010 .030 .466 158 

T5859 23 22 7 .010 .035 .512 183 

T5855 27 22 7 .010 .035 .560 213 

T5821 1 22 Solid .010 .015 .121 9 

T5822 2 22 Solid .010 .023 .200 24 

T5823 3 22 Solid .010 .023 .213 33 

T5824 4 22 Solid .010 .023 .233 40 

T5826 6 22 Solid .010 .023 .265 53 

T5862 2 20 7 .010 .023 .239 33 

T5863 3 20 7 .010 .023 .254 42 

T5864 4 20 7 .010 .023 .280 53 

T5865 6 20 7 .010 .030 .334 77 

T5866 9 20 7 .010 .030 .391 107 

T5867 12 20 7 .010 .030 .433 140 

T5868 15 20 7 .010 .035 .494 180 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-Plated Copper 
Premium PVC 
Chrome PVC 
Conductors Paired, Pairs Cabled 
CSA 105ºC, UL 60°C 
3 
UL 300 Volts, CSA 600 Volts 
Remote Control,  Signaling, Security Systems, Communications, Intercom and Public Ad-
dress systems, Sound and Audio Applications and Nurse Call Systems. 
UL CM, cUL AWM CMG FT4 

Multi-Paired Cable 

Unshielded Control Cable               
UL CM, CSA AWM CMG 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T5452 1 18 16 .012 .023 .195 26 

T5872 2 18 16 .012 .030 .288 47 

T5873 3 18 16 .012 .030 .321 67 

T5874 4 18 16 .012 .030 .354 93 

T5876 6 18 16 .012 .030 .404 116 

T5879 9 18 16 .012 .035 .480 160 

T5882 12 18 16 .012 .035 .531 232 

T5885 15 18 16 .012 .050 .618 278 

T5889 19 18 16 .012 .050 .682 341 

T5895 25 18 16 .012 .050 .783 437 

T5902 2 16 26 .015 .030 .364 71 

T5903 3 16 26 .015 .030 .388 95 

T5904 4 16 26 .015 .030 .432 124 

T5906 6 16 26 .015 .035 .496 168 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-Plated Copper 
Premium PVC 
Chrome PVC 
Conductors Paired, Pairs Cabled 
CSA 105ºC, UL 60°C 
3 
UL 300 Volts, CSA 600 Volts 
Remote Control,  Signaling, Security Systems, Communications, Intercom and Public Address 
systems, Sound and Audio Applications and Nurse Call Systems. 
UL CM, cUL AWM CMG FT4 

Multi-Paired Cable 

Unshielded Control Cable               
UL CM, CSA AWM CMG 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T2801 1 24 7 .010 .030 .150 15 

T2802 2 24 7 .010 .030 .216 22 

T2803 3 24 7 .010 .030 .227 27 

T2804 4 24 7 .010 .030 .246 32 

T2806 6 24 7 .010 .030 .281 44 

T2808 8 24 7 .010 .030 .307 55 

T2809 9 24 7 .010 .030 .330 61 

T2810 10 24 7 .010 .030 .337 65 

T2812 12 24 7 .010 .030 .350 74 

T2815 15 24 7 .010 .030 .385 89 

T2819 19 24 7 .010 .030 .412 107 

T2825 25 24 7 .010 .030 .481 136 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-Plated Copper 
Premium PVC 
Aluminum/Mylar Foil with Drain Wire 
PVC 
Conductors Paired, Pairs Cabled and shielded overall 
105ºC 
3, 3R 
300 Volts, 600 Volts 
Computer Interconnection, Data Transmission, Control Circuits, Industrial Equipment Control, 
Suitable for EIA RS-232 applications. 
UL 80ºC 300 Volts, CSA CMG FT4 105ºC 600 Volts 

Multi-Pair Cable 

Overall Foil Shield  
UL CM, CSA AWM CMG 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Nominal 
Capacitance 

(pF/ft) 

Weight 
Lbs/1000’ 

T5302 2 24 7 .015 .030 .226 12.5 25 

T5303 3 24 7 .015 .030 .239 12.5 30 

T5304 4 24 7 .015 .030 .262 12.5 36 

T5320 5 24 7 .015 .030 .289 12.5 42 

T5306 6 24 7 .015 .030 .297 12.5 47 

T5308 7.5 24 7 .015 .030 .303 12.5 53 

T5311 10 24 7 .015 .030 .369 12.5 70 

T5313 12.5 24 7 .015 .030 .382 12.5 80 

T5322 25 24 7 .015 .045 .530 12.5 160 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-Plated Copper 
Cellular Polyolefin 
Aluminum/Mylar Foil with Drain Wire 
PVC 
Conductors Paired, Pairs Cabled and shielded overall 
80ºC 
5 
150 Volts 
Computer Interconnection, Data Transmission, Control Circuits, Industrial Equipment Control, 
Suitable for EIA RS-232 applications. 
UL Style 2919 AWM, CSA CMG FT4 

Multi-Pair Cable 

Overall Foil Shielded Low Capacitance  
UL CM, CSA CMG 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T7601 1 22 7 .010 .023 .146 16 

T7602 2 22 7 .010 .023 .218 28 

T7603 3 22 7 .010 .023 .231 36 

T7604 4 22 7 .010 .023 .254 45 

T7606 6 22 7 .010 .023 .283 60 

T7609 9 22 7 .010 .030 .353 87 

T7612 12 22 7 .010 .030 .388 110 

T7615 15 22 7 .010 .030 .423 132 

T7618 19 22 7 .010 .030 .468 161 

T7621 27 22 7 .010 .050 .630 227 

T2901 1 22 Solid .010 .023 .197 15 

T2902 2 22 Solid .010 .023 .202 28 

T2903 3 22 Solid .010 .023 .215 34 

T2904 4 22 Solid .010 .023 .235 43 

T2906 6 22 Solid .010 .023 .267 55 

T2909 9 22 Solid .010 .030 .326 79 

T2912 12 22 Solid .010 .030 .358 98 

T2915 15 22 Solid .010 .030 .388 118 

T2919 19 22 Solid .010 .030 .431 144 

T2927 27 22 Solid .010 .035 .516 195 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-Plated Copper 
Premium PVC 
Aluminum/Mylar Foil with Drain Wire 
PVC 
Conductors Paired, Pairs Cabled and shielded overall 
105ºC 
3 
300 Volts, 600 Volts 
Computer Interconnection, Data Transmission, Control Circuits, Industrial Equipment Control, 
Suitable for EIA RS-232 applications. 
UL 80ºC 300 Volts CM, CSA CMG FT4 105ºC 600 Volts 

Multi-Pair Cable 

Overall Foil Shield  
UL CM, CSA AWM CMG 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T7626 2 20 7 .010 .023 .241 36 

T7627 3 20 7 .010 .023 .256 45 

T7628 4 20 7 .010 .023 .282 57 

T7630 6 20 7 .010 .030 .336 79 

T7633 9 20 7 .010 .030 .393 112 

T7636 12 20 7 .010 .030 .435 142 

T7639 15 20 7 .010 .030 .472 183 

T7651 2 18 16 .012 .023 .290 51 

T7652 3 18 16 .012 .030 .323 69 

T7653 4 18 16 .012 .030 .356 85 

T7655 6 18 16 .012 .030 .406 118 

T7658 9 18 16 .012 .035 .482 165 

T7661 12 18 16 .012 .035 .570 210 

T7664 15 18 16 .012 .050 .620 283 

T7667 19 18 16 .012 .050 .772 335 

T7668 25 18 16 .012 .080 .785 437 

T7676 2 16 26 .015 .030 .366 75 

T7677 3 16 26 .015 .030 .390 100 

T7678 4 16 26 .015 .030 .434 128 

T7680 6 16 26 .015 .035 .495 175 

T7683 9 16 26 .015 .050 .631 274 

T7686 12 16 26 .015 .050 .694 347 

T7689 15 16 26 .015 .050 .754 425 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-Plated Copper 
Premium PVC 
Aluminum/Mylar Foil with Drain Wire 
PVC 
Conductors Paired, Pairs Cabled and shielded overall 
105ºC 
3 
300 Volts, 600 Volts 
Computer Interconnection, Data Transmission, Control Circuits, Industrial Equipment Control, 
Suitable for EIA RS-232 applications. 
UL Style 80ºC 300 Volts CM, CSA CMG FT4 105ºC 600 Volts 

Multi-Pair Cable 

Overall Foil Shield  
UL CM, CSA AWM CMG 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T2852 2 24 7 .010 .023 .218 34 

T2853 3 24 7 .010 .023 .230 39 

T2854 4 24 7 .010 .023 .250 49 

T2856 6 24 7 .010 .023 .281 65 

T2859 9 24 7 .010 .030 .339 85 

T2863 12.5 24 7 .010 .030 .370 106 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-Plated Copper 
PVC 
Overall Aluminum/Polyester Foil Shield and 85% Tinned Copper Braid 
Chrome PVC 
Conductors paired, pairs cabled 
105ºC 
3 
300 Volts / 600 Volts 
Computer interconnection, data transmission, control circuits, industrial equipment control, 
suitable for EIA RS-232 applications. 
UL 80ºC 300 Volts CM, CSA AWM  600 Volts CMG FT4 

Multi-Pair Cable 

Overall Foil & Braid Shield             
UL CM, CSA AWM CMG 

Overall Foil & Braid Shield             
UL CM, CSA CMG Low Capacitance 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-Plated Copper 
Foam Polyolefin 
Overall Aluminum/Polyester Foil Shield and 65% Tinned Copper Braid 
Chrome PVC 
Conductors paired, pairs cabled 
80ºC 
5 
150 Volts 
Computer interconnection, data transmission, control circuits, industrial equipment control, 
suitable for EIA RS-232 applications. 
UL CM, CSA AWM CMG FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Nominal 
Capacitance 

(pF/ft) 

Weight 
Lbs/1000’ 

T3782 2 24 7 .013 .030 .226 12.5 25 

T3783 3 24 7 .013 .030 .239 12.5 30 

T3784 4 24 7 .013 .030 .262 12.5 36 

T3786 6 24 7 .013 .030 .297 12.5 47 

T3788 8 24 7 .013 .030 .342 12.5 58 

T3793 12.5 24 7 .013 .030 .382 12.5 80 
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Multi-Paired Cable 

Overall Foil & Braid Shield             
UL CM, CSA CMG Low Capacitance 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Tin-Plated Copper 
Foam Polyolefin 
Overall Aluminum/Polyester Foil Shield and 65% Tinned Copper Braid 
Chrome PVC 
Conductors paired, pairs cabled 
80ºC 
5 
150 Volts 
Computer interconnection, data transmission, control circuits, industrial equipment control, suitable for EIA RS-232 apps. 
UL 2919 CM, CSA AWM CMG FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Nominal 
Capacitance 

(pF/ft) 

Weight 
Lbs/1000’ 

T2029 2 24 7 .015 .030 .253 15.5 30 

T2030 3 24 7 .015 .030 .279 15.5 35 

T2031 4 24 7 .015 .030 .308 15.5 41 

T2032 5 24 7 .010 .030 .290 15.5 42 

T2039 6 24 7 .010 .030 .295 15.5 47 

T2033 7 24 7 .010 .030 .310 15.5 52 

T2034 9 24 7 .010 .030 .339 15.5 62 

T2035 10 24 7 .010 .030 .346 15.5 70 

T2036 12.5 24 7 .010 .030 .370 15.5 80 

T2037 18 24 7 .010 .030 .420 15.5 106 

T2038 25 24 7 .010 .030 .501 15.5 160 

Overall Foil & Braid Shield 85%             
UL2919, CSA CMG Low Capacitance 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Tin-Plated Copper 
Foamed Polyethylene 
Overall Aluminum/Polyester Foil Shield and 85% Tinned Copper Braid 
Chrome PVC 
Conductors paired, pairs cabled 
80ºC 
5 
300 V CMG, 30V AWM Style 2919 
Computer interconnection, data transmission, control circuits, industrial equipment control, suitable for EIA RS-485 apps. 
UL 2919 AWM 80C, CSA CMG FT4 60C 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Nominal 
Capacitance 

(pF/ft) 

Weight 
Lbs/1000’ 

T2041 1 24 7 .015 .030 .193 12.5 32 

T2042 2 24 7 .015 .030 .238 12.5 45 

T2043 3 24 7 .015 .030 .258 12.5 53 

T2044 4 24 7 .015 .030 .282 12.5 58 

T2046 6 24 7 .015 .030 .312 12.5 75 

T2049 9 24 7 .015 .030 .373 12.5 80 

T2052 12.5 24 7 .015 .030 .402 12.5 98 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

  T3401 ¹ 2 22 7 .010 .018 .165 20 

  T3402 ² 2 22 7 .010 .023 .222 33 

T3403 3 22 7 .010 .023 .235 41 

T3406 6 22 7 .010 .023 .299 69 

T3409 9 22 7 .010 .030 .369 102 

T3412 12 22 7 .010 .030 .412 130 

T3415 15 22 7 .010 .030 .451 161 

T3419 19 22 7 .010 .035 .530 234 

T3427 27 22 7 .010 .050 .654 295 

T3433 3 20 7 .010 .023 .260 51 

T3436 6 20 7 .010 .030 .354 95 

T3439 9 20 7 .010 .030 .411 134 

T3442 12 20 7 .010 .030 .457 175 

T3445 15 20 7 .010 .035 .524 215 

T3452 2 18 16 .015 .030 .326 59 

T3453 3 18 16 .015 .030 .348 79 

T3454 4 18 16 .015 .030 .386 100 

T3456 6 18 16 .015 .030 .447 140 

T3459 9 18 16 .015 .035 .533 195 

T3462 12 18 16 .015 .050 .623 300 

T3465 15 18 16 .015 .050 .750 329 

T3472 2 16 26 .015 .030 .369 81 

T3473 3 16 26 .015 .030 .394 110 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-plated copper 
Polyethylene 
Aluminum/polyester foil shield with tinned copper drain wire. 
PVC 
Conductors paired and shielded.  Shielded pairs cabled. 
80ºC 
Chart 3, except where noted. 
300 Volts 
For interconnection of computers, analog audio and broadcast equipment, process control 
systems and similar applications requiring high isolation between pairs. 
UL or CM,  CSA CMG FT4 

Multi-Paired Cable 

Individually Shielded Pairs       
UL CM, CSA CMG 

¹  Foil facing outwards with one common drain wire. Color chart 10. 
²  Each pair shielded with drain wire and overall shield with drain wire. Color chart 10. 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T3401 2 22 7 .010 .018 .165 20 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-plated copper 
Polyethylene 
Each pair shielded with aluminum/polyester foil facing out, one common 24 AWG tinned copper drain wire. 
PVC 
Conductors paired and shielded.  Shielded pairs cabled. 
80ºC 
Chart 10 
300 Volts 
For interconnection of computers, analog audio and broadcast equipment, process control systems and 
similar applications requiring high isolation between pairs. 
UL or CM,  CSA CMG FT4 

Multi-Paired Cable 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-plated copper 
Polyethylene 
aluminum/polyester foil shield, with 24 AWG tinned copper drain wire. 
PVC 
Conductors paired, one pair shielded one pair unshielded. pairs cabled. 
80ºC 
Chart 10 
300 Volts UL, 600 Volts CSA 
For interconnection of computers, analog audio and broadcast equipment, process control systems 
and similar applications requiring high isolation between pairs. 
UL or CM,  CSA CMG FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6098 2 22 7 .010 .025 .185 30 

Conductors: 
Insulation: 
Shield: 
 
Jacket: 
Construction: 
 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Tin-plated copper 
Polyethylene 
Each pair aluminum/polyester foil shield, with 24 AWG tinned copper drain wire, and overall foil shield 
with 24 AWG tinned copper drain wire. 
PVC 
Conductors paired, each pair shielded with 24 AWG tinned copper drain wire, pairs cabled, overall foil 
shield with 24 AWG tinned copper drain wire. 
80ºC 
Chart 10 
300 Volts UL, 600 Volts CSA 
For interconnection of computers, analog audio and broadcast equipment, process control systems 
and similar applications requiring high isolation between pairs. 
UL or CM,  CSA CMG FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T3402 2 22 7 .010 .023 .222 33 

Individually Shielded Pairs       
UL CM, CSA CMG 
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Building Automation Cables 

Network & Control Cables  

TEVELEC 
NUMBER 

No. of 
Cond. 

AWG 
Size 

Cond. 
Stranding 

Shield 
Jacket 
Color 

Nominal 
O.D. 

Weight 
 

Application 
NEC Location 

 

ALERTION 

T155503 2 18 7/30BC YES Mint Green .164 21 Tux Trunk Sensors Plenum 

T15502 2 22 7/30BC YES Lt. Purple .127 11 Ibex LAN Plenum 

T15504 4 22 7/30BC YES Orange .146 19 Ibex LAN Plenum 

T15453 3 18 7/26BC NO Blue .166 25 Microset Plenum 

T16304 8 24 SOL NO White .150 17 Bactalk Ethernet Plenum 

T16944 8 24 SOL NO Blue .160 19 Bactalk Ethernet Plenum 

T14096 COAX 20 19TC YES White .161 22 Bactalk Ethernet Plenum 

T15502 2 22 7/30BC YES White .127 11 Bactalk Arcnet Plenum 

T15502 2 22 7/30BC YES Raspberry .127 11 BactallkMS/TP Plenum 

T15503 3 22 7/30BC YES White .116 14 Bactalk Microset II Plenum 

T15502 2 22 7/30BC YES Yellow .115 11 
Bactalk Microset 

Sensors 
Plenum 

ANDOVER CONTROLS 

T15301 2 24 7/32TC YES Orange .172 12 
RS232 422 485 

12.5pF/FT 
Plenum 

T15301 2 24 7/32TC YES Blue .172 12 
RS232 422 485 

12.5pF/FT 
Plenum 

T15302 4 24 7/32TC YES Orange .190 19 
RS232 422 485 

12.5pF/FT 
Plenum 

AUTOMATED LOGIC 

T87601 2 22 7/30TC YES Purple .174 18 ARC 156 Plenum 

T87601- 2 22 7/30TC YES Green .174 18 ARC 156 Plenum 

T13994 4 22 SOL NO White .147 14 Logistat Plenum 

T13994 4 22 SOL NO Orange .147 14 Logistat Plenum 

DAIKIN AC 

T15452 2 18 7/26BC NO White .164 21 
Indoor unit to Re-

mote Control 
Plenum 

T15471 2 16 19/29BC NO White .192 25 
Indoor unit to Re-

mote Control 
Plenum 

DELTA CONTROLS 

T15301 2 24 7/32TC YES Orange .190 19 Comm Cable  Plenum 

T15422 2 20 7/28BC NO White .138 12 Sensor Plenum 

T15452 2 18 7/26BC NO Yellow .164 21 Sensor Plenum 

DISTECH CONTROLS 

T15301 2 24 7/32TC YES Blue .172 12 BACnet Comm Cable Plenum 

T83501 2 22 7/30BC NO Green .130 11 LON Comm Cable Plenum 
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TEVELEC 
NUMBER 

No. of 
Cond. 

AWG 
Size 

Cond. 
Stranding 

Shield 
Jacket 
Color 

Nominal 
O.D. 

Weight 
 

Application 
NEC Location 

 

ECHELON LONWORKS® 

T83501 2 22 7/32BC NO White .130 11 LonWorks® Plenum 

T83501 2 22 7/32BC NO Orange .130 11 LonWorks® Plenum 

T83501 2 22 7/32BC NO Blue .130 11 LonWorks® Plenum 

T83501 2 22 7/32BC NO Purple .130 11 LonWorks® Plenum 

T83498 2 22 7/32BC NO Black .160 12 LonWorks® Wet Locations 

T83500 2 22 7/32BC YES Orange .176 22 LonWorks® Plenum 

T83502 4 22 7/32BC YES Blue .190 19 LonWorks® Plenum 

T15471 2 16 19/29BC NO White .192 25 Echelon Plenum 

INFINET 

T15301 2 24 7/32TC YES White .172 12 
RS232 422 485 

12.5pF/FT 
Plenum 

T15301 2 24 7/32TC YES Orange .172 12 
RS232 422 485 

12.5pF/FT 
Plenum 

T5301DB 2 24 7/32TC YES Black .172 16 
RS232 422 485 

12.5pF/FT 
Wet Locations 

JOHNSON 

T15551 3 18 7/26BC YES Blue .168 29 N2 Plenum 

T15503 3 22 7/30BC YES Blue .134 15 FC Bus Cable Plenum 

T15402 2 22 7/30BC NO Various .114 11 Metasys 2 Cond Plenum 

T15403 3 22 7/30BC NO Various .125 16 Metasys 3 Cond Plenum 

T92042 4 22 7/30BC YES Brown .194 19 SA Bus Cable Plenum 

T15550 2 18 7/26BC YES White .158 21 Multi-purpose Plenum 

T15550 2 18 7/26BC YES Orange .158 21 Binary Input Plenum 

T15550 2 18 7/26BC YES Yellow .158 21 Analog Input Plenum 

T15550 2 18 7/26BC YES Gray .158 21 24V AC Plenum 

T15550 2 18 7/26BC YES Purple .158 21 Binary Output Plenum 

T83928 8 24 7/32TC NO White Satin .068 x .335 29 Metastat Plenum 

T16303 6 24 SOL NO White .150 13 Metasys T-Stat Plenum 

MITSUBISHI ELECTRIC 

T15592 2 16 19/29BC YES White .178 26 Multi-purpose Plenum 

PHOENIX CONTROLS 

T15503 3 22 7/30BC YES Yellow .172  20 BACnet 3C MS/TP Plenum 

T16182- 2 18 7/26TC YES Pink .179 25 EIA-485 Plenum 

T87601 2 22 7/30TC YES Raspberry .173 18 EIA-485 Plenum 

T87599 3 22 7/30TC YES Raspberry .177 23 EIA-485 Plenum 

RELIABLE CONTROLS 

Building Automation Cables 

Network & Control Cables  
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Building Automation Cables 

Network & Control Cables  
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TEVELEC 
NUMBER 

No. of 
Cond. 

AWG 
Size 

Cond. 
Stranding 

Shield 
Jacket 
Color 

Nominal 
O.D. 

Weight 
 

Application 
NEC Loca-

tion 
 

SIEMENS 

T15301 2 24 7/30TC YES Orange .108 14 
BLN 2 Cond. Low Cap 

Comm 
Plenum 

T15301 2 24 7/30TC YES Orange/Blue .108 14 
FLN 2 Cond. Low Cap 

Comm 
Plenum 

T15300 3 24 7/30TC YES Orange .203 19 
BLN 3 Cond. Low Cap 

Comm 
Plenum 

T16303 6 24 SOL NO White .150 13 TEC Stat Plenum 

T15422 2 20 7/28BC NO Blue .138 12 TEC V / D 2 Cond. Plenum 

T83501 2 22 7/30BC NO Orange/White .122 12 LON Plenum 

T15452 2 18 7/26BC NO Blue .156 17 DI, DO, AI, AO 2C Plenum 

T15453 3 18 7/26BC NO Blue .166 25 DI, DO, AI, AO 3C Plenum 

T15476 2 14 19/.0147BC NO Blue .216 37 Power Plenum 

TAC 

T15502 2 22 7/30BC YES Orange .122 10 C LAN Plenum 

T15502 2 22 7/30BC YES Blue .122 10 SUB Lan Plenum 

T83501 2 22 7/30BC NO Purple .130 12 TAC Vista Echelon Plenum 

T15504 4 22 7/30BC YES Yellow .142 16 TAC Stat 4S Plenum 

T15506 6 22 7/30BC YES Yellow .164 26 TAC Stat 6S Plenum 

TRANE 

T16182 2 18 16/30TC YES Purple .179 25 Comm. 3 &4, 25 Pft/ft Plenum 

T16182 2 18 16/30TC YES Neon Green .179 25 Comm. 3 &4, 25 Pft/ft Plenum 

T2746 2 18 16/30TC YES Gray .219 31 Comm. 3 &4, 25 Pft/ft CM 

T8499 2 18 16/30TC YES Black .270 31 Comm. 3 &4, 25 Pft/ft Wet Locations 

T15503 3 22 7/30BC YES Blue .134 15 Sensor Plenum 

T15550 2 18 7/26BC YES White .156 17 Sensor Plenum 

T15551 3 18 7/26BC YES White .168 28 Sensor Plenum 

T15552 4 18 7/26BC YES White .185 36 Sensor Plenum 

T83501 2 22 7/30BC NO Blue .122 12 Comm. 5 LON Plenum 

TREND 

T13401 4 22 7/30BC YES Orange .135 20 Current Loop LAN 2 Pr Plenum 

T3401 4 22 7/30BC YES Gray/Orange .160 21 Current Loop LAN 2 Pr CM 

T14547 2 22 7/30BC YES Black .307 35 Current Loop LAN 1 Pr Plenum 

T4547 2 22 7/30BC YES Black .360 45 Current Loop LAN 1 Pr CM 

T15592 2 16 19/.0117BC NO Orange .166 28 LON Plenum 

T3612 2 16 19/.0117TC NO Gray .266 43 LON CM 

T15301 2 24 7/32TC YES Orange .108 29 MS/TP BACnet Plenum 
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Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Bare Copper Conductors 
SR-PVC 
PVC 
Insulated conductors cabled and jacketed. 
8 
Used for wiring small commercial telephone lines (POTS), and for security control wiring in residential and 
commercial applications, and for intercom and music systems. 
CSA CMG, FT4 60ºC 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T3992 2 22 Solid .007 .018 .114 9 

T3993 3 22 Solid .007 .018 .120 12 

T3994 4 22 Solid .007 .020 .130 15 

JKTN 
Solid Bare Copper 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Bare Copper Conductors 
SR-PVC 
PVC 
Insulated conductors cabled and jacketed. 
7 
Used for wiring residential telephone lines (POTS), and for security control wiring in residential and  
commercial applications. 
CSA CMG, FT4 60ºC 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T3986 2 20 Solid .010 .020 .151 17 

T3987 3 20 Solid .010 .020 .159 22 

T3988 4 20 Solid .010 .020 .173 27 

Voice Communication Cable 

Station ‘Z’ Wire 
Solid Bare Copper 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6302 2 24 Solid .008 .020 .130 9 

T6303 3 24 Solid .008 .020 .150 13 

T6304 4 24 Solid .008 .020 .160 16 

T6306 6 24 Solid .008 .020 .170 23 

T6312 12 24 Solid .008 .020 .280 47 

T6325 25 24 Solid .008 .020 .390 105 

T6350 50 24 Solid .008 .020 .520 185 

T6300 100 24 Solid .008 .020 .740 375 

T6382 200 24 Solid .008 .040 1.02 724 

T6383 300 24 Solid .008 .030 1.23 1077 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

24 AWG solid bare copper 
Flame retardant semi-rigid PVC 
PVC 
Conductors paired, two twists per foot minimum. 
5 
Used for voice telephone and fractional T1 lines, 10 Base-T (IEEE 802.3),  4 Mbps Token Ring (IEEE 
802.5), 52 Mbps ATM, 100 VG-AnyLAN, IBM Type 3. 
UL MPR/CMR, cUL CMG  FT4 

Data Communications Cable 

Category 3               
Data Grade 

Category 3               
Data Grade Shielded 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

24 AWG solid bare copper 
Flame retardant semi-rigid PVC 
Aluminum/polyester foil shield with 24 AWG solid tinned copper drain wire. 
PVC 
Conductors paired, two twists per foot minimum. 
5 
Used for voice telephone and fractional T1 lines, 10 Base-T (IEEE 802.3),  4 Mbps Token Ring (IEEE 
802.5), 52 Mbps ATM, 100 VG-AnyLAN, IBM Type 3. 
UL MPR/CMR, cUL CMG  FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T3732 2 24 Solid .008 .020 .190 18 

T3733 3 24 Solid .008 .020 .220 23 

T3734 4 24 Solid .008 .020 .240 28 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T8844 4 24 Solid .009 .020 .220 21 

T8865 25 24 Solid .009 .030 .500 130 

Data Communications Cable 

Category 5e               
UTP 100 MHz 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
 
Approvals: 

Solid bare copper 
Polyolefin 
Flame retardant PVC (Available in several colors.) 
Conductors paired with varying short lay (T8844 features 1000-0 footage markers.) 
4R. (T8865 Color chart 5) 
Used for voice, data, 10 BASE-T (IEEE 802.3), 4/16 Mbps Token Ring (IEEE 802.5), 52/155 Mbps ATM, 
100 VG AnyLan, 100 Mbps TP-PMD (ANSI X3T9.5), 100 BASE-T (IEEE 802.3), 1000 BASE-T (IEEE 
802.3ab) and T1 applications. 
UL MPR/CMR, cUL CMG FT4, ANSI/ICEA S-90-661 Category 5, ANSI/TIA/EIA 568A-5 Category 5e, 
NEMA WC63.1 Category 5 

Category 5e               
UTP 350MHz 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
Polyolefin 
Flame retardant PVC (Available in several colors.) 
Conductors paired with varying short lay. 
4R 
Used for voice, data, 10 BASE-T (IEEE 802.3), 4/16 Mbps Token Ring (IEEE 802.5), 52/155 Mbps ATM, 100 VG 
AnyLan, 100 Mbps TP-PMD (ANSI X3T9.5), 100 BASE-T (IEEE 802.3), 52/155 Mbps ATM and T1 applications. 
UL CM, cUL CMG FT4, ANSI/TIA/EIA 568A 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6944 4 24 Solid .009 .020 .200 21 
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Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
 
Approvals: 

Stranded bare copper 
Polyolefin 
Flame retardant PVC (Available in several colors) 
Conductors paired with varying short lay 
4R 
Used for voice, data, 10 BASE-T (IEEE 802.3), 4/16 Mbps Token Ring (IEEE 802.5), 52/155 Mbps ATM,  
100 VG AnyLan, 100 Mbps TP-PMD (ANSI X3T9.5), 100 BASE-T (IEEE 802.3), 52/155 Mbps ATM and T1 
applications. 
UL CM, cUL CMG FT4, ANSI/TIA/EIA 568A 

Data Communications Cable 

Category 5e                
Flexible Patch Cable 350 MHz 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T8834 4 24 7 .007 .021 .215 26 

Category 5e                
Outdoor Aerial Burial 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 

Solid Bare Copper 
Polyolefin 
Polyethylene 
Conductors paired with varying short lay. Pairs cabled. 
4R 
Used for voice, data up to 100 BASE-T analog and digital video outdoors or for extensions between  
buildings in aerial and burial applications. 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Jacket 

Nominal 
O.D. 

Options 
Weight 

Lbs/1000’ 

T6938 4 24 Solid .030 .235 Aerial/Burial 25 

T6939 4 24 Solid .035 .250 
Gel Filled 

Direct Burial 
28 

Category 5e               
ScTP 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
Polyolefin 
Aluminum/Polyester Foil shield with 24 AWG solid tinned copper drain wire. 
Flame retardant PVC (Available in several colors.) 
Conductors paired with varying short lay. 
4R 
Used for voice, data, 10 BASE-T (IEEE 802.3), 4/16 Mbps Token Ring (IEEE 802.5), 52/155 Mbps ATM, 100 VG 
AnyLan, 100 Mbps TP-PMD (ANSI X3T9.5), 100 BASE-T (IEEE 802.3), 52/155 Mbps ATM and T1 applications. 
UL CM, cUL CMG FT4, ANSI/TIA/EIA 568A 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T8324 4 24 Solid .009 .020 .200 21 
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Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
 
Approvals: 

Solid bare copper 
Polyolefin 
Polyethylene  
Conductors paired with varying short lay. 
4R 
Used for voice, data, 10 BASE-T, 4/16 Mbps Token Ring (IEEE 802.5), 52/155 Mbps ATM, 100 Mbps TP-PMD 
(ANSI X3T9.5), 1000 BASE-T (Gigabit Ethernet), 52/155 Mbps ATM , 622 Mbps ATM, 1.2 Gbps ATM, and T1 
applications. 
Supports digital video, broadband and base-band analog video., ANSI/TIA/EIA 568C.2 Category 6 

Data Communications Cable 

Category 6/Direct Burial/Flooded  
UTP 250 MHz 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6950 4 23 1 .009 .030 .260 45 

Category 6 Enhanced  
UTP 550 MHz 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
 
Approvals: 

Solid bare copper 
Polyolefin 
Flame retardant PVC  
Conductors paired with varying short lay with cross web design for increased signal stability. 
4R 
Used for voice, data, 10 BASE-T, 4/16 Mbps Token Ring (IEEE 802.5), 52/155 Mbps ATM, 100 Mbps TP-
PMD (ANSI X3T9.5), 1000 BASE-T (Gigabit Ethernet), 52/155 Mbps ATM , 622 Mbps ATM, 1.2 Gbps ATM, 
and T1 applications. 
Supports digital video, broadband and base-band analog video., UL CMR, cUL CMG FT4, ANSI/TIA/EIA 568A 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T8864 4 23 1 .009 .020 .260 33 

Category 6                
Flexible Patch Cable 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Stranded bare copper 
Polyolefin 
Flame retardant PVC (Available in several colors) 
Conductors paired with varying short lay 
4R 
Used for data, 10 BASE-T, 100 Base-T, 1000 Base-T, T1 applications, broadband and baseband analog 
video and digital video. 
UL CM, cUL CMG FT4, TIA Category 6 and ISO 11801 Class E 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6963 4 23 7 .039 .020 .220 26 
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Data Communications Cable 

Category 6A  
500 MHz UTP 10 G 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
Approvals: 

Solid bare copper 
FEP 
Low Smoke Polymer  
Conductors twisted in varying lays, pairs cabled. 
Chart 4R 
For use in 100 Base, TX1000 Base, TX networks, Broadband and Base-band, analog video. 
NEC CMR FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6969 4 23 Solid .320 44 

Category 6A Overall Foil Shield 
500 MHz STP 10 G 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
Approvals: 

Solid bare copper 
FEP 
Low Smoke Polymer  
Conductors twisted in varying lays with cross web design for increased signal stability. 
Chart 4R 
For use in 100 Base, TX1000 Base, TX networks, Broadband and Base-band, analog video. 
NEC CMR CUL CMR FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6971 4 23 Solid .325 50 



Data Communications Cable 

Category 5e Armored PVC Jacketed Blue 
UTP 100 MHz 
Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
Polyolefin 
Flame retardant PVC  
Conductors are paired  
4R 
Data and voice applications and are ideal for installing in the ground, in ducts, tray and direct burial  
applications. 
CSA CMG FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6984AJ 4 24 Solid .008 .200 .485 269 

T6982AJ 8 24 Solid .008 .200 .700 443 

Category 5e Armored PVC Jacketed Blue 
UTP 350 MHz 
Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
Polyolefin 
Aluminum/Polyester Foil shield with 24AWG solid copper drain wire.  
Conductors are paired  
105°C 
4R 
Data and voice applications and are ideal for installing in the ground, in ducts, tray and direct burial  
applications. 
CSA CMG FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T8324AJ 4 24 Solid .008 .240 .570 392 
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Data Communications Cable 

Category 6 Armored PVC Jacketed Blue 
UTP 250 MHz 
Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
Polyolefin 
Flame retardant PVC  
Conductors are paired  
105°C 
4R 
Data and voice applications and are ideal for installing in the ground, in ducts, tray and direct burial  
applications. 
CSA CMG FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6964AJ 4 23 Solid .008 .245 .512 379 

T6962AJ 8 23 Solid .008 .245 .710 460 
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Category 6 Armored PVC Jacketed Blue 
Shielded 250 MHz 
Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
Polyolefin 
Aluminum/Polyester Foil shield with 24AWG solid copper drain wire.  
Conductors are paired  
105°C 
4R 
Data and voice applications and are ideal for installing in the ground, in ducts, tray and direct burial  
applications. 
CSA CMG FT4 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T8364AJ 4 23 Solid .008 .305 .550 414 
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Index 

Coaxial Cable 
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Precision Video Cable 79 
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Home Automation/Multimedia 
Cable 

81 
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By RG Type 

Coaxial Cable  

TEVELEC 
NUMBER 

RG 
Type 

AWG 
Size 
+ 

D.C.R 

Dielectric 
+ 

O.D. 

Shield 
Type 
+ 

D.C.R. 

Nom. 
Jkt. 
O.D. 

Nom. 
Imp. 

(Ohms) 

Vel. 
Prop. 
% 

Nom. 
Cap/Ft 

MHz 
Atten. 
dB 

T4563 
 

CMG 
FT1 

6 18 
Solid 
Bare 

Copper 
6.5 

Cellular 
Polyolefin 

Bonded  
Foil 
+ 

40% 
Alum 
Braid 

.270 
 

PVC 

75 78 17.3 50 
100 
200 
1000 
1800 
2200 
3000 

1.46 
2.05 
2.83 
6.88 
8.5 
9.5 

11.55 

T4662 
 

CMG 
FT4 
 

6 18 
Solid 
CCS 

 

Cellular 
Polyolefin 

Bonded  
Foil 
+ 

60% 
Alum 
Braid 

.270 
 

PVC 

75 78 17.3 50 
100 
200 
1000 
1800 
2200 
3000 

1.46 
2.05 
2.83 
6.88 
8.5 
9.5 

11.55 

T4521 
 

CMG 
FT4 

6 18 
Solid 
Bare 

Copper 
6.5 

Cellular 
Polyolefin 

 

Bonded 
Foil 
+ 

61% TC 
Braid 

.270 
 

PVC 

75 78 17.3 1 
10 
50 

100 
200 
300 
500 
600 
1000 

.26 

.81 
1.46 
2.05 
2.83 
3.49 
4.53 
5.04 
6.59 

T4708 
 

CMG 
FT4 

6 18 
Solid 
Bare 

Copper 
6.5 

Cellular 
Polyolefin 

95% 
BC 

Braid 

.275 
 

PVC 

75 78 17.3 10 
50 

100 
200 
400 
700 
1000 

.8 
1.5 
2.1 
3.1 
4.5 
5.9 
7.3 

T4566 
CM 
FT1 

6 18 
Solid 
Bare 

Copper 
6.5 

Cellular 
Polyolefin 

Double 
98% BC 
Braids 

.290 
 

PVC 

75 78 17.3 50 
100 
200 
500 
900 

1.5 
2.1 
3.1 
5.0 
8.3 

T4561 
 

Digital 
Video 
FT1 

6 18 
Solid 
Bare 

Copper 
6.5 

Cellular 
Polyolefin 

Bonded 
Foil 
+ 

95% TC 
Braid 

.275 
 

PVC 

75 82 16.2 1 
10 

100 
200 
400 
700 
1000 

.24 

.72 
2.0 
2.9 
4.3 
5.2 
6.2 

T04508 
 

Quad 
Shield 
CATV 
FT4 

6 
 

18 
Solid 
Bare 

Copper 
6.5 

Cellular 
Polyolefin 

 
.180 

Bonded 
Foil + 

60% Al + 
Foil + 

40% Al 

.307 
 

PVC 

75 82 16.2 1 
10 
50 

100 
400 
900 
1000 
2200 

.26 

.81 
1.46 
2.05 
4.05 
6.23 
6.59 
9.77 

The Tevelec line of coaxial cables are made to perform under the various conditions they were designed for.  If you have 
an application which requires coaxial cable and are unsure which cable would be most suitable, please contact our tech-
nical sales department for assistance. 



76 

By RG Type 

Coaxial Cable  

TEVELEC 
NUMBER 

RG 
Type 

AWG 
Size 
+ 

D.C.R 

Dielectric 
+ 

O.D. 

Shield 
Type 

Nom. 
Jkt. 
O.D. 

Nom. 
Imp. 

(Ohms) 

Vel. 
Prop. 

Nom. 
Cap/Ft 

MHz 
Atten. 
dB 

100 ft 

T04509 
Dual 
Quad 

CL2/CATV 
FT4 

6 
 
 

18 
Solid 
Bare 

Copper 
6.5 

Cellular 
Polyolefin 

 
.180 

Bonded 
Foil + 

60% Al + 
Foil + 

40% Al 

.300 
x 

.617 
 

PVC 

75 82% 16.2 1 
10 
50 

100 
400 
900 
1000 
2200 

.26 

.81 
1.46 
2.05 
4.05 
6.23 
6.59 
9.77 

T4696 
 

Direct Burial 
 

6 18 
Solid 
Bare 

Copper 
6.5 

Foam 
Polyolefin 

.175 

95% 
BC 

Braid 

.265 
PE 

75 78% 17.4 1 
5 
10 
50 

100 
400 
750 
1000 

.35 
.5 
.7 
1.5 
2.0 
4.3 
6.4 
7.5 

T4010 
 

UL1354 
JAN-C-17A 
CSA FT1 

8 13 
(7X21) 
Bare 

Copper 
1.9 

Solid 
Polyethylene 

95% 
Bare 

Copper 
Braid 

.405 
PVC 

50 66% 29.5 1 
10 
50 

100 
200 
500 
1000 

.16 

.56 
1.3 
1.9 
2.8 
4.7 
7.4 

T4579 
 

FT4 
CATV 

 

11 14 
Solid 
Bare 

Copper 
2.6 

 

Cellular 
Polyolefin 

.280 

Foil 
+ 

60% 
Alum 
Braid 

.405 
Flame 

Retardant 
PVC 

75 82% 16.2 1 
10 
50 

100 
400 
1000 

.18 

.35 

.81 
1.14 
2.35 
3.83 

T4513 
 

FT1 
CL2 

11 14 
Solid 
Bare 

Copper 
2.6 

Cellular 
Polyolefin 

.280 

95% 
Bare 

Copper 
Braid 

.405 
Flame 

Retardant 
PVC 

75 82% 16.2 1 
10 
50 

100 
500 
700 
1000 

.2 
.35 
1.0 
1.5 
4.1 
4.7 
5.4 

T4095 
 

RG 58/U 
Jan-C-17A 

UL1354 

58 20 
Solid 
Bare 

Copper 
10.1 

PE 
.116 

95% 
Tinned 
Copper 
Braid 

.195 
PVC 

50 66% 30 1 
10 
50 

100 
200 
500 
1000 

.4 
1.2 
2.9 
4.2 
6.0 

10.17 
16.50 

T4098 
 

RG 58C/U 
MIL-C-17D 

58 20 
19 X .0071 

Tinned 
Copper 

10.8 

PE 
.116 

95% 
Tinned 
Copper 
Braid 

.195 
NCPVC 

50 66% 30.8 1 
10 
50 

100 
200 
500 
1000 

.42 
1.5 
3.7 
5.4 
8.1 

13.86 
22.80 

T4511 
 

Thinnet 

58 20 
(19) 

Tinned 
Copper 

9.5 

Cellular 
Polyolefin 

.114 

95% 
Tinned 
Copper 
Braid 

.195 
PVC 

50 78% 26 50 
100 
200 
500 
1000 

3.20 
4.50 
6.40 
10.06 
14.50 
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By RG Type 

Coaxial Cable  

TEVELEC 
NUMBER 

RG 
Type 

AWG 
Size 
+ 

D.C.R 

Dielectric 
+ 

O.D. 

Shield 
Type 
+ 

D.C.R. 

Nom. 
Jkt. 
O.D. 

Nom. 
Imp. 

(Ohms) 

Vel. 
Prop. 

Nom. 
Cap/Ft 

MHz 
Atten. 
dB 

T4501 
 

UL1354 
NEC CL2 
CXC FT1 

 

59 .023 
Solid 
CCS 
68.5 

PE 
.146 

95% 
Bare 

Copper 
Braid 

.242 
PVC 
Black 
White 
Grey 

75 66% 21 1 
10 
50 

100 
200 
500 
1000 

.44 
1.02 
2.44 
3.55 
5.18 
8.59 
13.56 

T4507 
 

UL1354 
CXC FT4 

59 .023 
Solid 
CCS 
68.5 

PE 
.146 

95% 
Bare 

Copper 
Braid 

.242 
PVC 
Black 

75 66% 21 1 
10 
50 

100 
200 
500 
1000 

.44 
1.02 
2.44 
3.55 
5.18 
8.59 
13.56 

T4502 
 

NEC CL2 
FT4 

59 22 
Solid 
Bare 

Copper 

Cellular 
Polyolefin 

.146 

95% 
Bare 

Copper 
Braid 

.242 
PVC 
Black 

80 78% 16.3 1 
10 
50 

100 
200 
500 
1000 

.42 

.92 
2.1 
2.9 
4.1 
6.6 
9.3 

T4541 
 

NEC CL2 
FT4 

59 20 
Solid 
Bare 

Copper 
10.1 

Cellular 
Polyolefin 

.146 

95% 
Bare 

Copper 
Braid 

.242 
PVC 
Black 
White 

75 78% 16.2 1 
10 
50 

100 
200 
500 
1000 

.25 

.77 
1.9 

2.78 
3.96 
6.34 
9.14 

T4530 
FLEX 

NEC CL2 
CXC FT1 

 

59 22 
7 X 30 
Bare 

Copper 
14.8 

Cellular 
Polyolefin 

.146 

95% 
Bare 

Copper 
Braid 

.242 
PVC 
Black 

76 78% 17 1 
10 
50 

100 
200 
500 

.26 

.91 
2.09 
3.00 
4.33 
7.03 

T4710 
 

Ultra-Flex 
 
 

59 22 
(65 X 40) 

Bare 
Copper 

17.0 

Cellular 
Polyolefin 

.142 

95% 
Bare 

Copper 
Braid 

.242 
TPE 
Blue 

75 82% 16.2 1 
10 
50 

100 
200 
500 
700 
900 

.5 

.9 
1.9 
2.4 
4.0 
7.9 

10.0 
11.6 

T4721 
 

Flooded 
Direct 
Burial 

59 20 
Solid 
Bare 

Copper 
10.1 

Cellular 
Polyolefin 

.142 

95% 
Bare 

Copper 
Braid 

.242 
HDPE 
Black 

75 82% 16.2 1 
10 
50 

100 
400 
750 
1000 

.5 

.9 
1.8 
2.2 
5.6 
7.2 
9.1 
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By RG Type 

Coaxial Cable  

TEVELEC 
NUMBER 

RG 
Type 

AWG 
Size 
+ 

D.C.R 

Dielectric 
+ 

O.D. 

Shield 
Type 
+ 

D.C.R. 

Nom. 
Jkt. 
O.D. 

Nom. 
Imp. 

(Ohms) 

Vel. 
Prop. 

Nom. 
Cap/Ft 

MHz 
Atten. 
dB 

T4717 
 

Direct 
Burial 

59 20 
Solid 
Bare 

Copper 
10.1 

Cellular 
Polyolefin + 
Tape Barrier 

.142 
 

95% 
Bare 

Copper 
Braid 

Inner 
PVC 
.242 

Outer 
Poly 
.292 

75 82% 16.2 1 
10 
50 

100 
400 
750 
1000 

.5 

.9 
1.8 
2.2 
5.6 
7.2 
9.1 

T4719 
 

Direct 
Burial 

59 20 
Solid 
Bare 

Copper 
10.1 

Cellular 
Polyolefin + 
Tape Barrier 

.142 

APA Foil 
+ 

95% 
Tinned 
Copper 
Braid 

.242 
Sunlight 
Resistant 

PVC 
Black 

75 82% 16.2 1 
5 
50 

150 
275 
700 
1000 
2000 

.29 

.55 
1.8 
3.0 
4.0 
6.4 
7.8 

11.28 

T4725 
 

Direct  
Burial 

59 
 
 
 
 
 

20 
Solid 
BC 

10.1 
 
 

1 PR 
18(7) 

Cellular 
Polyolefin 

.146 
 
 
 

PVC 

95% 
Bare 

Copper 
Braid 

 
 

unshielded 

.242 
X 

.430 
Sunlight 
Resistant 

PVC 
Black 

75 78% 16.3 1 
5 
10 
50 

100 
400 
750 
1000 

.5 

.7 

.9 
1.8 
2.2 
5.6 
7.2 
9.1 

T4611 
 

CSA FT4 

59 20 
Solid 
BCW 

 
 

1 PR 
18(7) 

Cellular 
Polyolefin 

.146 
 
 

PVC 

95% 
Bare 

Copper 
Braid 

 
Foil 

w/Drain 

.242 
X 

.430 
PVC 
Black 

80 78% 16.3 1 
10 
50 

100 
200 
500 
1000 

.42 

.92 
2.1 
2.9 
4.1 
6.6 
9.3 

T4130 
JAN-C-17A 

UL1354 
CSA  FT1 

62A .0253 
CCS 
73.4 

Semi-Solid 
Poly 
.146 

95% 
Bare  

Copper  
Braid 

.242 
PVC 
Black 

93 84% 13.5 1 
10 
50 

100 
200 
500 
1000 

.38 

.85 
1.90 
2.70 
3.80 
5.90 
8.70 

T4292 
 

UL1354 
CSA FT1 

174 26 
(7X34) 
CCS 
97.0 

Solid 
Polyethylene 

.060 

95% 
Tinned 
Copper 
Braid 

.103 
PVC 
Black 

50 66% 30.8 1 
10 
50 

100 
200 
500 
1000 

1.90 
3.30 
5.80 
8.40 
12.50 
21.21 
34.00 

T4344 
 

UL1354 
CSA FT1 

213 13 
(7X21) 
Bare 

Copper 
1.7 

Solid 
Polyethylene 

.285 

95% 
Bare 

Copper 
Braid 

.405 
PVC 
Black 

50 66% 30.8 50 
100 
200 
500 
1000 

1.50 
2.10 
3.00 
5.03 
8.20 

T4539 
 

UL1354 
CSA FT1 

 
 

214 
Comm. 

13 
(7X21) 
Tinned 
Copper 

 

Solid 
Polyethylene 

.285 

Double 96% 
Tinned 
Copper 
Braids 

.425 
PVC 
Black 

50 66% 29.5 50 
100 
400 
700 
900 
1000  

1.6 
2.3 
5.0 
6.9 
8.0 
9.0  
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Other Coaxial and Triaxial Cable  

Coaxial Cable  

TEVELEC 
NUMBER 

RG 
Type 

AWG 
Size 
+ 

D.C.R 

Dielectric 
+ 

O.D. 

Shield 
Type 
+ 

D.C.R. 

Nom. 
Jkt. 
O.D. 

Nom. 
Imp. 

(Ohms) 

Vel. 
Prop. 

Nom. 
Cap/Ft 

MHz 
Atten. 
dB 

T4516 
 

Outdoor 

Precise 
Video 

20 
Solid 
Bare 

Copper 
9.9 

Solid 
Polyethylene 

.200 

98% 
Tinned 
Copper 
Double 
Braid 

.305 
Poly 
Blue 

75 66% 20.5 1 
10 
50 

100 
200 
400 
700  

0.4 
1.1 
2.0 
2.9 
4.3 
6.4 
9.0  

T4556 
 

Indoor 
UL1354 

CSA FT4 

Precise 
Video 

20 
Solid 
Bare 

Copper 
9.9 

Solid 
Polyethylene 

.200 

98% 
Tinned 
Copper 
Double 
Braid 

.305 
Flame 

Retardant 
PVC 
Blue 

75 66% 20.5 1 
10 
50 

100 
200 
400 
700  

0.4 
1.1 
2.0 
2.9 
4.3 
6.4 
9.0  

T4565 
 

UL1354 
CSA FT4 

 

Sub-
Miniax 

27 
(7X35) 
CCS 
120.0 

Solid 
Polyethylene 

.100 

93% 
Tinned 
Copper 
Braid 

.150 
Flame 

Retardant 
PVC 
Black 

75 66% 20.5 10 
50 

100 
200 
400 
700 
1000 

2.40 
4.20 
5.70 
8.30 
12.01 
16.50 
20.00 

T4607 
 

CM CL2 

Pro 
Video 

Minimax 

25 
Solid 
Bare 

Copper 
30.0 

Cellular 
Polyethylene 

.085 

95% 
Bare 

Copper 
Braid 

.146 
PVC 

6 
Colors 

75 82% 16.2 1 
5 
10 
50 

100 

.5 
1.3 
1.8 
3.6 
5.3 

T4623 
 

CM 
 
 
 
 
 

Pro 
Video 

Minimax 
SDI 

Digital 
Video 

25 
Solid 
Bare 

Copper 
30.0 

Cellular 
Polyethylene 

.085 

APA Foil 
+ 

95% 
Tinned 
Copper 
Braid 

.146 
PVC 

6 
Colors 

75 82% 16.2 1 
5 
10 
33 
50 

100 
500 

1.44 
4.26 
5.9 
9.8 

11.81 
16.73 
37.72 

T4536 
 

UL1354 
CSA FT1 

59 
Triax 

20 
Solid 
Bare 

Copper 
9.9 

Cellular 
Polyethylene 

.142 

95% 
BC Braid + 

.020 
Separator + 

95% 
BC Braid 

.315 
PVC 

Jacket 
Black 

75 82% 16.2 1 
10 
50 

100 
400 
750 
1000 

.5 

.9 
1.8 
2.2 
5.6 
7.2 
9.1 
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Broadcast Cable 
RGB/Sync/Composite 

Coaxial Cable  

TEVELEC 
NUMBER 

RG 
Type 

AWG 
Size 
+ 

D.C.R 

Dielectric 
+ 

O.D. 

Shield 
Type 
+ 

D.C.R. 

Nom. 
Jkt. 
O.D. 

Nom. 
Imp. 

(Ohms) 

Vel. 
Prop. 

Nom. 
Cap/Ft 

MHz 
Atten. 
dB 

T4614 
 

CM 

Pro 
Video 

 
4 

Coax 
Units 

25 
Solid 
Bare 

Copper 
30.0 

.085 
GID 
PE 

APA 
Foil + 
95% 

Tinned 
Copper 
Braid 

.146 
PVC 
Coax 

 
.421 

Cable 
OA/Foil 
+ Drain 

PVC 

75 82% 16.2 1 
5 
10 
33 
50 

100 
500 

.5 
1.3 
1.8 
3.0 
3.6 
5.1 

11.5 
 

T4615 
 

CM 
 

Pro 
Video 

 
5 

Coax 
Units 

25 
Solid 
Bare 

Copper 
30.0 

.085 
GID 
PE 

APA 
Foil + 
95% 

Tinned 
Copper 
Braid 

.146 
PVC 
Coax 

 
.474 

Cable 
OA/Foil 
+ Drain 

PVC 

75 82% 16.2 1 
5 
10 
33 
50 

100 
500 

.5 
1.3 
1.8 
3.0 
3.6 
5.1 

11.5 

T4616 
 

CM 

Pro 
Video 

 
6 

Coax 
Units + 
1 Pair 

22 
AWG 
Foil 

Shield 

25 
Solid 
Bare 

Copper 
30.0 

.085 
GID 
PE 

APA 
Foil + 
95% 

Tinned 
Copper 
Braid 

.146 
PVC 
Coax 

 
.498 

Cable 
OA/Foil 
+ Drain 

PVC 

75 82% 16.2 1 
5 
10 
33 
50 

100 
500 

.5 
1.3 
1.8 
3.0 
3.6 
5.1 

11.5 

Coax 1 Red 

Coaxial Subunit 
Color Codes 

Coax 2 Green 

Coax 3 Blue 

Coax 4 White 

Coax 5 Yellow 

Coax 6 Black 

Standard spool sizes are 1000 feet, spool lengths are one piece, but length may vary ± 10% 
All above cables are 100% sweep tested. 



TEVELEC 
NUMBER 

Cable 
Type 

No. of 
Cables 

Cond. 
Size 

Nominal 
O.D. 

Master 
Cable O.D.  

Weight 
Lbs/500’  Reel 

T4730  
 
 
 
 
 

RG 6 QUAD 
SHIELD 

2 18 Solid .295 
.650 
PVC 

Jacket 
75 

Cat 5E 
4 Pair 

2 24 Solid .190 

T4735  
 
 
 
 
 

RG 6 QUAD 
SHIELD 

2 18 Solid .295 
.620 

Speed 
Binder Cat 5E 

4 Pair 
2 24 Solid .190 

70 

81 

Conductors: 
Jacket: 
Construction: 
Applications: 
Approvals: 

Bare copper 
PVC 
Two RG6 Quad shield cables (T04508) and two Cat 5E cables (T8844), under a master jacket or speed bound. 
Wiring for “Smart Home” systems. 
NEC CM, cUL CMG FT4 

Coaxial Cable 

Home Multimedia Cable 
Broadband Composite 

Conductors: 
Jacket: 
Construction: 
 
Applications: 
Approvals: 

Bare copper 
PVC 
Two RG6 Quad shield cables (T04508) and two Cat 5E cables (T8844), two multimode FFDI fiber optic 
cables, under a master jacket or speed bound. 
Wiring for “Smart Home” systems. 
NEC CM, cUL CMG FT4 

Home Multimedia Cable 
Broadband Composite Hybrid 

TEVELEC 
NUMBER 

Cable 
Type 

No. of 
Cables 

Cond. 
Size 

Nominal 
O.D. 

Master 
Cable O.D.  

Weight 
Lbs/500’  Reel 

T4796 RG 6 QUAD 
SHIELD 

2 18 Solid .295 

.680 
PVC 

Jacket 
95 

Cat 5E 
4 Pair 

2 24 Solid .190 

T4798 RG 6 QUAD 
SHIELD 

2 18 Solid .295 

.630 
Speed 
Binder 

Cat 5E 
4 Pair 

2 24 Solid .190 90 

Multi-Mode 
Fiber 

2 62.5/125 .118 

Multi-Mode 
Fiber 

2 62.5/125 .118 
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Twinax Cable 
 

Coaxial Cable  

TEVELEC 
NUMBER 

AWG 
Size 
+ 

D.C.R 

No. of 
Conds 

Dielectric 
+ 

O.D. 

Shield 
Type 
+ 

D.C.R. 

Nom. 
Jkt. 
O.D. 

Nom. 
Imp. 

(Ohms) 

Vel. 
Prop. 

Nom. 
Cap/Ft 

MHz 
Atten. 
dB 

T4525 
 

UL 2498 
CSA CM 

 
 
 
 

20 
(7) 

 
9.5 

1 
 Tinned 
Copper 
1 Bare 
Copper 

Solid 
Poly 

Twisted 
Solid 
Poly 
.022 

Alum. 
Foil 

+ 90% 
Tinned 
Copper 
Braid 

.330 
PVC 
Black 

100 66% 15.5 1 
10 
50 

100 
200 
400 

.40 
1.10 
2.50 
4.10 
6.40 
10.20 

T4545 
 

UL2582 
CSA CM 

 
 
 
 

20 
(7) 
TC 

 
9.5 

2 Solid 
Poly 
.020 

Color Code 
Natural 

Blue 
 

Alum. 
Foil + 
57% 
TC 

Braid + 
22(7) TC 

Drain 
Wire 

.242 
PVC 
Blue 

78 66% 19.7 1 
10 
50 

100 
200 
400 

.60 
1.10 
5.00 
7.50 
11.00 
16.00 

T4547 
 

UL2668 
 

ALSO 

AVAILABLE 
CSA CM 

 

 
 
 

 

22 
(19) 
TC 

 
15.0 

2 Cellular 
Polyethylene 

.051 

Alum. 
Foil 
+ 

22 TC 
Drain 
Wire 

.350 
PVC 
Black 

150 78% 8.8 1 
10 
50 

100 
200 
400 

.40 
1.20 
2.65 
4.30 
6.20 
8.80 
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Index 

Fire Alarm Cable 
 

Product Page No. 

CSA Fire Alarm  

Multi-Conductor Unshielded 84 

Multi-Conductor Unshielded  
Armoured 

86 

Multi-Conductor Shielded 85 

Multi-Conductor Shielded  
Armoured 

86 

Multi-Paired Unshielded 85 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6616 2 flat 18 Solid .015 .030 .131 X .203 23 

T6617 2 18 Solid .015 .030 .209 28 

T6618 3 18 Solid .015 .030 .224 37 

T6619 4 18 Solid .015 .030 .238 45 

T6620 5 18 Solid .015 .030 .255 53 

T6621 6 18 Solid .015 .032 .271 61 

T6623 8 18 Solid .015 .032 .302 77 

T6625 10 18 Solid .015 .032 .330 94 

T6627 20 18 Solid .015 .040 .454 181 

T6629 30 18 Solid .015 .040 .535 257 

T6632 2 16 Solid .015 .030 .230 37 

T6634 4 16 Solid .015 .030 .263 59 

T6635 5 16 Solid .015 .032 .299 71 

T6647 2 14 Solid .015 .030 .256 50 

T6649 4 14 Solid .015 .032 .297 83 

T6650 2 12 Solid .020 .032 .314 73 

T6633 3 16 Solid .015 .030 .252 48 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Solid bare copper 
PVC 105 
PVC 105 
Conductors cabled except where noted 
105ºC 
Chart 6 
300 Volts 
Wiring of fire alarms, fire protective circuits, burglar alarms, smoke alarms, and voice communications. 
CSA FAS 105 

Fire Alarm Cable 

Multi-Conductor Unshielded              
105ºC, CSA FAS 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6667 2 18 Solid .015 .030 .211 31 

T6668 3 18 Solid .015 .030 .226 40 

T6669 4 18 Solid .015 .030 .240 47 

T6670 5 18 Solid .015 .030 .255 56 

T6682 2 16 Solid .015 .030 .232 39 

T6683 3 16 Solid .015 .030 .247 61 

T6684 4 16 Solid .015 .030 .265 77 

T6697 2 14 Solid .015 .030 .262 53 

T6699 4 14 Solid .015 .030 .342 84 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Solid bare copper 
PVC 105 
Overall aluminum/polyester foil shield with solid tinned copper 22 AWG drain wire. 
PVC 105 
Conductors cabled. 
105ºC 
Chart 6 
300 Volts 
Wiring of fire alarms, fire protective circuits, burglar alarms, smoke alarms, and voice communications. 
CSA FAS 105 

Fire Alarm Cable 

Multi-Conductor Shielded              
105ºC, CSA FAS 

Multi-Paired Unshielded         
105ºC, CSA FAS 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Solid bare copper 
PVC 105 
PVC 105 
Conductors paired, pairs cabled. 
105ºC 
Chart 14 
300 Volts 
Wiring of fire alarms, fire protective circuits, burglar alarms, smoke alarms, and voice communications. 
CSA FAS 105 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6703 3 22 Solid .012 .035 .255 33 

T6706 6 22 Solid .012 .040 .376 56 

T6709 9 22 Solid .012 .040 .345 89 

T6712 12 22 Solid .012 .045 .435 104 

T6715 15 22 Solid .012 .045 .459 119 

T6727 27 22 Solid .015 .045 .595 201 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6803 3 18 Solid .015 .030 .420 81 

T6804 4 18 Solid .015 .030 .438 98 

T6805 5 18 Solid .015 .030 .449 104 

T6806 6 18 Solid .015 .032 .471 118 

T6808 8 18 Solid .015 .032 .495 132 

T6843 3 16 Solid .015 .032 .428 96 

T6845 5 16 Solid .015 .032 .515 127 

T6810 10 18 Solid .015 .032 .530 162 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Solid bare copper 
PVC 105 
PVC 105 
Conductors cabled 
105ºC 
Chart 6 
300 Volts 
Wiring of fire alarms, fire protective circuits, burglar alarms, smoke alarms, and voice communications where 
mechanical protection is required, or for areas without installed conduit. 
CSA FAS 105 

Fire Alarm Cable 

Multi-Conductor Unshielded Armoured               
Heavy Duty 105ºC  

Multi-Conductor Shielded Armoured               
Heavy Duty 105ºC  

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Solid bare copper 
PVC 105 
Overall aluminum/polyester foil shield with 22 AWG solid tinned copper drain wire. 
PVC 105 
Conductors cabled 
105ºC 
Chart 6 
300 Volts 
Wiring of fire alarms, fire protective circuits, burglar alarms, smoke alarms, and voice communications where 
mechanical protection and shielding is required, or for areas without installed conduit. 
CSA FAS 105 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T6823 3 18 Solid .015 .030 .422 81 

T6824 4 18 Solid .015 .030 .440 98 

T6825 5 18 Solid .015 .030 .451 104 

T6828 8 18 Solid .015 .032 .516 122 

T6863 3 16 Solid .015 .030 .444 99 

T6865 5 16 Solid .015 .032 .482 170 
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Index 

Plenum Cable 
 

Product Page No. 

Control Cable Plenum  

Multi-Conductor Unshielded 88-89 

Multi-Conductor Shielded 90-91 

Multi-Paired Overall Shielded 92 

Multi-Paired Individually 
Shielded 

93 

Coaxial Plenum Cable 94 

Network Category Cables 

Category 3 Plenum 95 

Category 5e Plenum 96 

Category 6 Plenum 97 

Station ‘Z’ Plenum 88 

Card/Door Access Control 99 

Category 6a Plenum 98 
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Plenum Cable 

Multi-Conductor Unshielded 
Solid and Stranded 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs./1000’ 

Color 
Chart 

T13992 2 22 1 .006 .014 .116 8 7 

T13994 4 22 1 .006 .014 .124 12 7 

T15402 2 22 7 .006 .014 .127 8 1 

T15404 4 22 7 .006 .014 .136 16 1 

T15406 6 22 7 .006 .014 .156 24 1 

T15408 8 22 7 .006 .014 .176 27 1 

T15410 10 22 7 .006 .014 .193 32 1 

T15412 12 22 7 .006 .014 .209 46 1 

T15422 2 20 7 .006 .014 .145 13 1 

T15424 4 20 7 .006 .014 .156 26 1 

T15426 6 20 7 .006 .014 .178 39 1 

T15428 8 20 7 .006 .014 .202 52 1 

T15430 10 20 7 .006 .014 .223 65 1 

T15452 2 18 7 .006 .014 .162 16 6 

T15453 3 18 7 .006 .014 .169 24 1 

T15454 * 4 18 7 .006 .014 .175 30 1 

T15456 6 18 7 .006 .014 .201 44 1 

T15458 8 18 7 .006 .014 .228 64 1 

T15460 10 18 7 .006 .014 .252 72 1 

T15462 12 18 7 .006 .014 .272 86 1 

T15480 2 16 7 .006 .014 .188 26 2 

T15482 4 16 7 .006 .014 .195 36 1 

T15492 2 14 7 .006 .014 .222 34 1 

T15493 3 14 7 .006 .013 .231 48 1 

T15494 4 14 7 .006 .014 .240 64 1 

T15496 2 12 7 .006 .014 .264 51 1 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
 
Approvals: 

Bare or Tinned Copper 
Low smoke Polymer 
Low smoke Polymer grey, * White also available. 
Conductors Cabled 
75ºC 
See below 
300V 
Power limited circuit and communication cable for  use in air plenums without conduit for  Remote  
control, Signaling, Security Systems, Communications, Intercom & P.A. Systems, Sound, Audio and 
nurse call systems. 
CMP FT6 

* Special Jacket Colours Upon Request 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T12782 2 18 Solid .008 .016 .143 16 

T12783 3 18 Solid .008 .016 .151 22 

T12784 4 18 Solid .008 .016 .165 29 

T12785 5 18 Solid .008 .016 .174 36 

T12786 6 18 Solid .008 .016 .188 42 

T12788 8 18 Solid .008 .016 .212 57 

T12790 10 18 Solid .008 .016 .271 66 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
 
Approvals: 

Solid bare copper 
Low smoke PVC 
Low smoke PVC 
Conductor cabled 
11 
Power limited circuit and communication cable for use in air handling plenums without conduit for remote  
control, signaling, security systems, communications, intercom & P.A. systems, sound, audio and nurse call 
systems, 
NEC CL2P or CMP, cUL CMP FT6 

Plenum Cable 

Multi-Conductor Unshielded               
Solid Conductors 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T12603 3 24 7 .008 .013 .128 15 

T12604 4 24 7 .008 .013 .150 18 

T12606 6 24 7 .008 .013 .175 24 

T12607 7 24 7 .008 .013 .185 27 

T12608 8 24 7 .008 .013 .190 34 

T12609 9 24 7 .008 .013 .200 38 

T12610 10 24 7 .008 .013 .210 40 

T12612 12 24 7 .008 .013 .230 47 

T12615 15 24 7 .008 .013 .250 55 

T12620 20 24 7 .008 .013 .270 67 

T12625 25 24 7 .008 .013 .320 83 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Tinned or Bare Copper 
Low smoke PVC 
Aluminum/polyester foil with 24 AWG tinned copper drain wire 
Low Smoke PVC 
Conductors Cabled 
75ºC 
1-12 conductors Chart 1, 13-25 conductors chart 2 
300 Volts 
For use as computer cable, signaling, remote sensors, miniature control cable and sound system controls. 
CMP FT6 

Plenum Cable 

Multi-Conductor Shielded               
Overall Foil Shield 

Multi-Conductor Shielded               
Overall Foil Shield 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Applications: 
Approvals: 

Bare Copper 
Low smoke PVC 
Aluminum/polyester foil with 24 AWG tinned copper drain wire 
Low Smoke PVC 
Conductors Cabled 
75ºC 
1 
For use in signaling, remote sensors, miniature control cable and clock system controls. 
CMP FT6 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T13242 2 22 1 .008 .013 .127 8 

T13244 4 22 1 .008 .013 .136 12 
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Plenum Cable 

Multi-Conductor Shielded  
Overall Foil Shield 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs./1000’ 

Color 
Chart 

*T15502 2 22 7 .008 .013 .131 12 1 

T15503 3 22 7 .008 .013 .136 14 1 

T15504 4 22 7 .008 .013 .140 18 1 

T15505 5 22 7 .008 .013 .150 20 1 

T15506 6 22 7 .008 .013 .160 24 1 

T15508 8 22 7 .008 .013 .179 30 1 

T15510 10 22 7 .008 .013 .197 38 1 

T15512 12 22 7 .008 .013 .213 48 1 

T15525 2 20 7 .008 .013 .120 14 6 

T15526 3 20 7 .008 .013 .132 21 1 

T15527 4 20 7 .008 .013 .153 28 1 

**T15550 2 18 7 .008 .013 .166 20 6 

***T15551 3 18 7 .008 .013 .173 26 1 

T15552 4 18 7 .008 .013 .179 38 1 

T15553 5 18 7 .008 .013 .190 44 1 

T15554 6 18 7 .008 .013 .205 52 1 

T15556 8 18 7 .008 .013 .232 65 1 

T15558 10 18 7 .008 .013 .256 86 1 

T15575 2 16 7 .008 .013 .192 30 1 

T15577 4 16 7 .008 .013 .207 60 1 

T15602 2 14 7 .008 .013 .226 34 1 

T15603 3 14 7 .008 .013 .238 51 1 

T15604 4 14 7 .008 .013 .244 68 1 

T15612 2 12 7 .008 .013 .268 51 1 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
 
Approvals: 

Bare or Tinned Copper 
Low smoke polymer 
Overall aluminum Mylar shield with tinned copper drain wire 
Low smoke polymer 
Conductors Cabled 
75ºC 
See Table 
300V 
Power limited circuit and communication cable for  use in air plenums without conduit for Remote control, 
Signaling, Security Systems, Communications, Intercom & P.A. Systems, Sound, Audio and nurse call 
systems. 
NEC Types CL2P, CL3P, CMP or CSA CMP FT6 

*Also available with white jacket 
**Also available with white jacket or yellow jacket 
***Also available with yellow jacket 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T12802 2 24 7 .008 .016 .159 14 

T12803 3 24 7 .008 .016 .169 18 

T12804 4 24 7 .008 .016 .186 23 

T12806 6 24 7 .008 .016 .213 33 

T17602 2 22 7 .008 .016 .178 18 

T17603 3 22 7 .008 .016 .190 25 

T17604 4 22 7 .008 .016 .210 33 

T17606 6 22 7 .008 .016 .241 46 

T12901 1 22 Solid .008 .016 .108 11 

T12902 2 22 Solid .008 .016 .164 13 

T12903 3 22 Solid .008 .016 .171 17 

T12904 4 22 Solid .008 .016 .195 32 

T12906 6 22 Solid .008 .016 .209 45 

T17651 2 18 7 .008 .016 .244 39 

T17652 3 18 7 .008 .016 .261 54 

T17653 4 18 7 .008 .016 .290 69 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Tinned or bare copper 
Low smoke polymer 
Aluminum/polyester foil shield with tinned copper drain wire 
Low smoke polymer 
Conductors paired, pairs cabled. 
75ºC 
Chart 3 
300 Volts 
Process control, computer interconnection, security and communications. 
UL CMP, CSA FT6 

Plenum Cable 

Multi-Pair Shielded  
Overall Foil Shield 



Plenum Cable 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs./1000’ 

  T13401 ¹ 2 22 7 .008 .014 .190 22 

  T13402 2 2 22 7 .008 .014 .202 26 

T13403 3 22 7 .008 .014 .206 34 

T13406 6 22 7 .008 .014 .211 65 

T13452 2 18 7 .008 .014 .265 38 

T13453 3 18 7 .008 .014 .550 50 

T13456 6 18 7 .008 .014 .565 95 

Conductors: 
Insulation: 
Shield: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
 
Approvals: 

Tinned or Bare Copper 
Low smoke polymer 
Each pair overall aluminum Mylar shielded with tinned copper drain wire 
Low smoke polymer 
Conductors paired, Pairs cabled 
60ºC 
Chart 3 except where noted. 
300V 
Power limited circuit and communication cable for use in plenums without conduit for Remote  
control, Signaling, Security Systems, Communications, Intercom & P.A. Systems, Sound, Audio and 
nurse call systems. 
NEC Types CL2P, or CMP,  CSA CMP FT6 

Multi-Pair Cable  
Individual Foil Shields 

¹  Individually shielded pairs with common drain wire. Color chart 10. 
2  Each pair shielded with a drain wire, overall shield and drain. Color chart 10. 

93 



94 

Closed Circuit Video Cable 
CCTV  

Plenum Coaxial Cable  

TEVELEC 
NUMBER 

RG 
Type 

AWG 
Size 
+ 

D.C.R 

Dielectric 
+ 

O.D. 

Shield 
Type 
+ 

D.C.R. 

Nom. 
Jkt. 
O.D. 

Nom. 
Imp. 

(Ohms) 

Vel. 
Prop. 

Nom. 
Cap/Ft 

MHz 
Atten. 
dB 

T14541 
 

CL2P 
FT6 

59 20 
Solid 
Bare 

Copper 
10.1 

Ω/MFT 

Foam 
FEP 
.140 

95% 
Bare 

Copper 
Braid 
2.62 

Ω/MFT 

Polymer 
.208 

 
White 

75 
 

82% 16.3 50 
100 
200 
400 
900 
1000 

1.8 
2.6 
3.8 
5.6 
8.8 
9.4 

T14704 
 

Siamese 
Camera 
Cable 
CL2P 

59 
+  

1 pair 
 
 
 
 
 
 

20 
Solid 
Bare 

Copper 
10.1 

Ω/MFT 
 

18/2 
Unshielded 

Foam 
FEP 
.140 

95% 
Bare 

Copper 
Braid 
2.62 

Ω/MFT 

Polymer 
.216 

X 
.385 

75 82% 16.3 10 
50 

100 
400 
750 
1000 

1.8 
2.6 
3.8 
5.6 
8.8 
9.4 

T14611 
 

Siamese 
Camera 
Cable 
CMP 
FT6 

 

59 
+  

1 pair 

20 
Solid 
Bare 

Copper 
10.1 

Ω/MFT 
 

18/2 
Shielded 

Foam 
FEP 
.140 

 
 
 
 

Foil 
Shielded 

95% 
Bare 

Copper 
Braid 
2.62 

Ω/MFT 

Polymer 
.216 

X 
.385 

75 82% 16.3 10 
50 

100 
400 
750 
1000 

1.8 
2.6 
3.8 
5.6 
8.8 
9.4 

T14561 
 

CMP 
FT6 

 
Digital 
Video 

6 18 
Solid 
Bare 

Copper 
6.5 

Ω/MFT 
 
 

Foam 
FEP 
.176 

Bonded 
Foil + 
95% 

Tinned 
Copper 
Braid 

Polymer 
.245 

75 82% 16.5 10 
50 

100 
400 
500 
700 
1000 
2000 

.75 
1.5 
2.1 
4.4 
5.1 
6.0 
7.9 

16.2 

T14708 
 

CMP 
FT6 

6 18 
Solid 
Bare 

Copper 
6.5 

Ω/MFT 

Foam  
FEP 
.176 

 

95% 
Bare 

Copper 
Braid 
2.0 

Ω/MFT 

Polymer 
.245 

75 82% 16.5 50 
100 
200 
500 
700 

1.5 
2.0 
3.0 
5.2 
6.0 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

T16302 2 24 Solid .120 9 

T16303 3 24 Solid .140 12 

T16304 4 24 Solid .160 15 

T16306 6 24 Solid .190 22 

T16325 25 24 Solid .330 80 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
Approvals: 

Solid bare copper 
Low Smoke Polymer 
Low Smoke Polymer 
Conductors twisted with varying lay, pairs cabled. 
Chart 5 
For use in telephone and 10 Base-T network applications.  
NEC CMP or MPP cUL CMP FT6 

Voice & Data Plenum Cable 

Category 3              
UTP 

Category 3              
ScTP 

Conductors: 
Insulation: 
Shielding: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
Approvals: 

Solid bare copper 
Low Smoke Polymer 
Aluminum/Polyester foil with tinned copper drain wire. 
Low Smoke Polymer 
Conductors twisted with varying lay, pairs cabled. 
Chart 5 
For use in telephone and 10 Base-T network applications.  
NEC CMP or MPP cUL CMP FT6 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

T13732 2 24 Solid .130 14 

T13733 3 24 Solid .150 18 

T13734 4 24 Solid .170 23 

T13736 6 24 Solid .200 32 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

T18844 4 24 Solid .200 26 

T16984 4 24 Solid .200 26 

T18865 25 24 Solid .500 135 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
Approvals: 

Solid bare copper 
FEP 
Low Smoke Polymer 
Conductors paired with varying short lay.   
Chart 4R 
For use in 100 Base-T networks where run in air handling plenums. 
NEC CMP cUL CMP  FT6 

Voice & Data Plenum Cable 

Category 5e  
100MHz UTP 

Category 5e 
100MHz STP 

Conductors: 
Insulation: 
Shielding: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
FEP 
Aluminum/Polyester foil with tinned copper drain wire. 
Low Smoke Polymer 
Conductors twisted in varying lays, pairs cabled. 
Chart 4R 
For use in 100 Base-T networks when protection against interference is necessary and where run in air  
handling plenums. 
NEC CMP cUL CMP  FT6 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

T18324 4 24 Solid .200 26 

T18331 25 24 Solid .500 135 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

T16964 4 24 Solid .215 21 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
FEP 
Low Smoke Polymer 
Conductors twisted in varying lays, pairs cabled. 
Chart 4R 
For use in 100 Base-T, 1000 Base-T networks, Broadband and Base-band  analog video, Digital video 
where run in air handling plenums. 
NEC CMP cUL CMP FT6 

Voice & Data Plenum Cable 

Category 6 
250MHz UTP 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

T18864 4 23 Solid .235 23 

Category 6 Enhanced 
550MHz UTP 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
FEP 
Low Smoke Polymer 
Conductors twisted in varying short lays with cross web design for increased signal stability. 
Chart 4R 
For use in 100 Base-T, 1000 Base-T networks, Broadband and Base-band  analog video, Digital video 
where run in air handling plenums. 
NEC CMP cUL CMP FT6 
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TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

T16969 4 24 Solid .320 48 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
FEP 
Low Smoke Polymer 
Conductors twisted in varying lays, pairs cabled. 
Chart 4R 
For use in 100 Base, 1000 Base networks, Broadband and Base-band  analog video, Digital video where 
run in air handling plenums. 
NEC CMP cUL CMP FT6 

Voice & Data Plenum Cable 

Category 6A 
500MHz 10G 

TEVELEC 
NUMBER 

No. of 
Pairs 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

T16971 4 24 Solid .325 50 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Color Code Chart: 
Applications: 
 
Approvals: 

Solid bare copper 
FEP 
Low Smoke Polymer 
Conductors twisted in varying lays, pairs cabled. 
Chart 4R 
For use in 100 Base-TX, 1000 Base-TX networks, Broadband and Base-band  analog video, Digital video 
where run in air handling plenums. 
NEC CMP cUL CMP FT6 

Category 6A Overall Shield 
500MHz STP 10G 
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Composite Cable 

Card/Door Access Control Cable Plenum 
NEC Article 800, UL Subject 444, Type CMR, C(ETL)US 

TEVELEC 
NUMBER 

Cable 
Type 

AWG 
Size 

Shielding 
Nominal 
Jacket 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

T191162 
18/4C US 

Gray 
18[7]BC N/A .179 .410 99 

 
22/3pr 
Orange 

22[7]BC OA Foil .200   

 
22/2C 
White 

22[7]BC N/A .122   

 22/4C Blue 22[1]BC N/A .140   

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
Approvals: 

Bare or Tinned Copper 
Low Smoke PVC 
Low Smoke PVC Yellow 
Composite Cable 
-20°C – 60°C 
300 Volts  
Cable/Door Access 
UL, CM 
NEC Article 800, UL Subject 444, Type CMP, C(ETL)US 
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Index 

Electrical Wire 
 

Product Page No. 

Portable Cords and Cables Rubber  

Diesel Locomotive Cable (DLO) 112 

G & GGC Cable 116 

HPN Cordage 101 

Portable Power Cable/PPE  113 

SJOOW Cordage 104 

SOOW Cordage 105 

SOOW Control Cable 106-107 

Stage Lighting Cable 111 

SVO, SJ 102 

W Cable 114-115 

Welding Cable 110 

Portable Cords Thermoplastic  

SEOOW 109 

SJEOOW 103 

SJT 119 

SJTW 120 

SPT 117 

STW 121 

SVT 118 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

Black 

T2013 2 18 41 .030 .148 x .285 33 10 

T2015 2 16 65 .045 .161 x .310 43 15 

T2016 3 16 65 .045 .161 x .370 56 15 

T2017 2 14 104 .045 .194 x .468 78 18 

T2018 3 14 104 .045 .194 x .562 88 18 

White 

T2045 2 18 41 .030 .148 x .285 33 10 

T2047 2 16 65 .045 .161 x .310 43 15 

T2048 3 16 65 .045 .161 x .370 56 15 

T2049 2 14 104 .045 .194 x .468 78 18 

T2050 3 14 104 .045 .194 x .562 88 18 

Conductors: 
Insulation: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded bare copper 
CPE 
Conductors laid parallel 
90ºC 
300 Volts 
For use as power supply cord in portable appliances.  Also used as speaker cable where abrasion  
resistance is necessary. 
UL & CSA HPN 

Electrical Cable 

Portable Cords               
HPN 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T33182 2 18 16 .030 .295 59 10 

T33183 3 18 16 .030 .320 63 10 

T33184 4 18 16 .030 .355 67 7 

T33162 2 16 26 .030 .320 71 13 

T33163 3 16 26 .030 .345 83 13 

T33164 4 16 26 .030 .385 102 10 

T33142 2 14 41 .030 .350 75 18 

T33143 3 14 41 .030 .380 103 18 

T33144 4 14 41 .030 .415 123 15 

T33122 2 12 65 .030 .425 137 25 

T33123 3 12 65 .030 .450 172 25 

T33124 4 12 65 .030 .500 213 20 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Bare Copper 
Synthetic Rubber 
Oil resistant rubber 
Conductors cabled with fillers. 
-40ºC to +90ºC 
Black, White, Green. 
300 Volts 
For use as vacuum cleaner cords, or where a small extra flexible cord may be required. 
UL & CSA Type SVO 

Electrical Cable 

Portable Cords       
SVO 

Portable Cords       
SJ 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Bare Copper 
Synthetic Rubber 
Synthetic Rubber 
Conductors cabled with fillers. 
-40ºC to +60ºC 
Black, White, Green, Red 
300 Volts 
For use as power service cord where voltage does not exceed 300 volts. 
UL & CSA Type SJ 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T32182 2 18 41 .016 .245 41 10 

T32183 3 18 41 .016 .255 49 10 



TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T34222 2 18 16/30 0.030 0.285 37 10 

T34223 3 18 16/30 0.030 0.308 49 10 

T34224 4 18 16/30 0.030 0.328 59 7 

T34232 2 16 26/30 0.030 0.310 46 13 

T34233 3 16 26/30 0.030 0.328 59 13 

T34234 4 16 26/30 0.030 0.353 73 10 

T34242 2 14 41/30 0.030 0.340 60 18 

T34243 3 14 41/30 0.030 0.363 79 18 

T34244 4 14 41/30 0.030 0.393 98 15 

T34252 2 12 65/30 0.030 0.410 90 25 

T34253 3 12 65/30 0.030 0.428 116 25 

T34254 4 12 65/30 0.030 0.468 150 20 

T34262 2 10 104/30 0.045 0.545 155 30 

T34263 3 10 104/30 0.045 0.573 200 30 

T34264 4 10 104/30 0.045 0.628 257 25 

Conductors: 
Insulation: 
Jacket: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded Bare Copper 
Oil resistant Thermoplastic Elastomer (TPE) 
Water, sunlight & oil resistant. Black Thermoplastic Elastomer (TPE) 
-50ºC to +105ºC 
Black (other colours available upon request) 
300 Volts 
For temporary power. Indoor & outdoor. 
UL, CSA, MSHA 

Electrical Cable 

Portable Cords             
SJEOOW 

103 



104 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T35182 2 18 16 .030 .310 50 10 

T35183 3 18 16 .030 .330 60 10 

T35184 4 18 16 .030 .360 70 7 

T35162 2 16 26 .030 .330 60 13 

T35163 3 16 26 .030 .355 75 13 

T35164 4 16 26 .030 .390 95 10 

T35142 2 14 41 .030 .370 75 18 

T35143 3 14 41 .030 .390 105 18 

T35144 4 14 41 .030 .420 125 15 

T35122 2 12 65 .030 .410 105 25 

T35123 3 12 65 .030 .430 140 25 

T35124 4 12 65 .030 .475 190 20 

T35102 2 10 105 .045 .560 210 30 

T35103 3 10 105 .045 .610 240 30 

T35104 4 10 105 .045 .655 325 25 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded Bare Copper 
Oil resistant thermoset. 
Black oil resistant thermoset. 
Conductors cabled with fillers. 
-40ºC to +90ºC 
Black, white, Green, Red. 
300 Volts 
For use as portable power cord where voltage does not exceed 300 Volts and oil and water resistance is  
desirable. 
UL & CSA SJOOW 

Electrical Cable 

Portable Cords             
SJOOW 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T38182 2 18 16 .030 .345 70 10 

T38183 3 18 16 .030 .365 80 10 

T38184 4 18 16 .030 .390 95 7 

T38162 2 16 26 .030 .370 80 13 

T38163 3 16 26 .030 .390 95 13 

T38164 4 16 26 .030 .420 115 10 

T38142 2 14 41 .045 .530 135 18 

T38143 3 14 41 .045 .560 170 18 

T38144 4 14 41 .045 .575 205 15 

T38122 2 12 65 .045 .570 195 25 

T38123 3 12 65 .045 .595 225 25 

T38124 4 12 65 .045 .650 270 20 

T38102 2 10 104 .045 .620 250 30 

T38103 3 10 104 .045 .660 290 30 

T38104 4 10 104 .045 .715 355 25 

T38083 3 8 133 .060 .855 485 40 

T38084 4 8 133 .060 .980 670 35 

T38085 5 8 133 .060 1.075 790 28 

T38063 3 6 133 .060 .980 700 55 

T38064 4 6 133 .060 1.090 875 45 

T38065 5 6 133 .060 1.200 1015 36 

T38043 3 4 133 .060 1.140 920 70 

T38044 4 4 133 .060 1.260 1150 60 

T38045 5 4 133 .060 1.365 1400 48 

T38023 3 2 133 .060 1.330 1355 95 

T38024 4 2 133 .060 1.460 1690 80 

T38025 5 2 133 .060 1.580 1960 64 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded bare copper 
Oil resistant thermoset rubber. 
Black oil resistant thermoset rubber 
Insulated conductors cabled with fillers. 
-40ºC TO +90ºC 
Black, White, Green, Red 
600 Volts 
For use as power supply cable for portable appliances. 
UL & CSA SOOW 

Electrical Cable 

Portable Cords               
SOOW 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T61805 5 18 16 X 30 .030 .482 119 5.6 

T61806 6 18 16 X 30 .030 .517 137 5.6 

T61807 7 18 16 X 30 .030 .517 147 4.9 

T61808 8 18 16 X 30 .030 .554 158 4.9 

T61810 10 18 16 X 30 .030 .635 207 3.5 

T61812 12 18 16 X 30 .030 .654 232 3.5 

T61814 14 18 16 X 30 .030 .713 265 3.5 

T61816 16 18 16 X 30 .030 .749 300 3.5 

T61818 18 18 16 X 30 .030 .783 340 3.5 

T61820 20 18 16 X 30 .030 .820 380 3.5 

T61822 22 18 16 X 30 .030 .855 400 3.5 

T61824 24 18 16 X 30 .030 .901 420 3.1 

T61827 27 18 16 X 30 .030 .920 465 3.1 

T61830 30 18 16 X 30 .030 .950 510 3.1 

T61836 36 18 16 X 30 .030 1.050 580 2.8 

T61605 5 16 26 X 30 .030 .513 157 8 

T61606 6 16 26 X 30 .030 .553 180 8 

T61607 7 16 26 X 30 .030 .553 190 7 

T61608 8 16 26 X 30 .030 .594 210 7 

T61609 9 16 26 X 30 .030 .633 225 7 

T61610 10 16 26 X 30 .030 .715 254 5 

T61612 12 16 26 X 30 .030 .735 308 5 

T61616 16 16 26 X 30 .030 .806 404 5 

T61620 20 16 26 X 30 .030 .884 486 5 

T61624 24 16 26 X 30 .030 1.003 557 4.5 

T61630 30 16 26 X 30 .030 1.053 731 4.5 

T61636 36 16 26 X 30 .030 1.133 810 4 

T61640 40 16 26 X 30 .030 1.180 850 4 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded bare copper 
Oil resistant thermo-set rubber. 
Black oil resistant thermo-set rubber. 
Conductors cabled. 
90ºC 
ICEA NEMA 
600 Volts 
For use on tools, heavy industrial, processing and construction equipment. 
UL & CSA or cUL Flexible cords, OSHA Acceptable, MSHA approved 

Electrical Cable 

Portable Control Cable               
SOOW 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T61405 5 14 41 X 30 .045 .636 255 12 

T61406 6 14 41 X 30 .045 .720 317 12 

T61407 7 14 41 X 30 .045 .720 346 10.5 

T61408 8 14 41 X 30 .045 .775 374 10.5 

T61409 9 14 41 X 30 .045 .825 425 10.5 

T61410 10 14 41 X 30 .045 .895 467 7.5 

T61412 12 14 41 X 30 .045 .925 529 7.5 

T61414 14 14 41 X 30 .045 .965 595 7.5 

T61416 16 14 41 X 30 .045 1.050 693 7.5 

T61418 18 14 41 X 30 .045 1.100 760 7.5 

T61420 20 14 41 X 30 .045 1.155 814 7.5 

T61424 24 14 41 X 30 .045 1.300 965 6.8 

T61430 30 14 41 X 30 .045 1.380 1314 6 

T61437 37 14 41 X 30 .045 1.500 1350 6 

T61205 5 12 65 X 30 .045 .735 349 16 

T61206 6 12 65 X 30 .045 .790 386 16 

T61207 7 12 65 X 30 .045 .790 412 14 

T61208 8 12 65 X 30 .045 .855 483 14 

T61209 9 12 65 X 30 .045 .915 528 14 

T61210 10 12 65 X 30 .045 1.020 577 10 

T61212 12 12 65 X 30 .045 1.055 676 10 

T61216 16 12 65 X 30 .045 1.165 890 10 

T61220 20 12 65 X 30 .045 1.315 1050 10 

T61224 24 12 65 X 30 .045 1.453 1200 9 

T61230 30 12 65 X 30 .045 1.535 1450 9 

T61236 36 12 65 X 30 .045 1.635 1710 8 

T61240 40 12 65 X 30 .045 1.700 1972 8 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded bare copper 
Oil resistant thermo-set rubber. 
Black oil resistant thermo-set rubber. 
Conductors cabled. 
90ºC 
ICEA NEMA 
600 Volts 
For use on tools, heavy industrial, processing and construction equipment. 
UL & CSA or cUL Flexible cords, OSHA Acceptable, MSHA approved 

Electrical Cable 

Portable Control Cable               
SOOW 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T61005 5 10 105 X 30 .045 .830 461 20 

T61006 6 10 105 X 30 .045 .865 511 20 

T61007 7 10 105 X 30 .045 .865 565 17.5 

T61008 8 10 105 X 30 .045 .935 645 17.5 

T61010 10 10 105 X 30 .045 1.120 775 12.5 

T61012 12 10 105 X 30 .045 1.150 895 12.5 

T61016 16 10 105 X 30 .045 1.305 1125 12.5 

T61020 20 10 105 X 30 .045 1.440 1395 12.5 

T61024 24 10 105 X 30 .045 1.592 1763 11.25 

T61026 26 10 105 X 30 .045 1.592 1850 11.25 

T61030 30 10 105 X 30 .045 1.662 2124 15 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded bare copper 
Oil resistant thermo-set rubber. 
Black oil resistant thermo-set rubber. 
Conductors cabled. 
90ºC 
ICEA NEMA 
600 Volts 
For use on tools, heavy industrial, processing and construction equipment. 
UL & CSA or cUL Flexible cords, OSHA Acceptable, MSHA approved 

Electrical Cable 

Portable Control Cable               
SOOW 

Tevelec Can Supply 

Control Cables for Special Applications 

Cat Tracks 
Continuous Flex Applications 
Cranes 
Flat Festoon Cables 
High Flex Coiled Retractile Cables 
High Temperature Cables 
Pendant and Reel Cables 
Process Control Cables 
Reduced Diameter Cables 
Robotics Cables 

Many Cables available in various configurations. 

Multi-Conductor 
Multi-Paired 
Overall Shield 
Individually Shielded Pairs 

Call your local Tevelec Sales Office for Information on These Cables. 



TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T38382 18 2 16/30 0.030 0.345 53 10 

T38383 18 3 16/30 0.030 0.365 63 10 

T38384 18 4 16/30 0.030 0.390 79 7 

T38385 18 5 16/30 0.030 0.465 108 5 

T38392 16 2 26/30 0.030 0.370 64 13 

T38393 16 3 26/30 0.030 0.390 78 13 

T38394 16 4 26/30 0.030 0.415 93 10 

T38395 16 5 26/30 0.030 0.495 129 8 

T38402 14 2 41/30 0.045 0.500 115 18 

T38403 14 3 41/30 0.045 0.525 138 18 

T38404 14 4 41/30 0.045 0.565 166 15 

T38405 14 5 41/30 0.045 0.645 212 12 

T38412 12 2 65/30 0.045 0.570 151 25 

T38413 12 3 65/30 0.045 0.595 185 25 

T38414 12 4 65/30 0.045 0.645 227 20 

T38415 12 5 65/30 0.045 0.710 271 16 

T38422 10 2 104/30 0.045 0.620 192 30 

T38423 10 3 104/30 0.045 0.655 244 30 

T38424 10 4 104/30 0.045 0.705 300 25 

T38425* 10 5 104/30 0.045 0.765 358 20 

T38433* 8 3 133/29 0.060 0.859 419 40 

T38434* 8 4 133/29 0.060 0.940 530 35 

T38435* 8 5 133/29 0.060 1.050 666 28 

T38443* 6 3 133/27 0.060 0.980 579 55 

T38444* 6 4 133/27 0.060 1.080 735 45 

T38445* 6 5 133/27 0.060 1.185 871 36 

T38453* 4 3 133/.0177 0.060 1.270 1072 60 

T38454* 4 4 133/.0177 0.060 1.270 1072 60 

T38455* 4 5 133/.0177 0.060 1.390 1278 48 

T38463* 2 3 133/.0233 0.060 1.305 1157 95 

T38464* 2 4 133/.0223 0.060 1.460 1502 80 

T38465* 2 5 133/.0223 0.060 1.556 1735 64 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Applications: 
 
Approvals: 

Stranded bare copper 
Oil resistant Thermoplastic Elastomer (TPE) 
Water, sunlight, and oil resistant, flame-retardant Thermoplastic Elastomer (TPE) 
Conductors cabled. 
-50ºC to +105ºC 
ICEA NEMA 
Portable industrial machinery and compressors, food processing & wash down facilities, indoor & outdoor tem-
porary power uses. 
UL & CSA, RoHS, MSHA 

Electrical Cable 

Portable Control Cable               
SEOOW/STOOW 
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TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T75006 6 264 .365 152 85 

T75004 4 418 .410 211 110 

T75002 2 660 .480 302 150 

T75001 1 836 .515 364 170 

T75010 1/0 1056 .590 464 200 

T75020 2/0 1320 .630 549 235 

T75030 3/0 1672 .695 682 275 

T75040 4/0 2090 .805 871 315 

Conductors: 
Insulation: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded bare copper 
Oil resistant synthetic rubber 
-40ºC to +90ºC 
600 Volts 
Power supply applications not exceeding 600 volts A.C. including portable lighting systems,  
entertainment industry lighting cable, mobile communications vans,  spotlights and sound systems. 
Consult NEC for other than welding applications. 

Electrical Cable 

Welding Cable               
Neoprene Class K 

Length in feet for total circuit** for secondary voltages only.  
Do not use this table for 600 volt applications 

AMPS 100’ 150’ 200’ 250’ 300’ 350’ 400’ 

100 4 4 2 2 1 1/0 1/0 

150 4 2 1 1/0 2/0 3/0 3/0 

200 2 1 1/0 2/0 3/0 4/0 4/0 

250 1 1/0 2/0 3/0 4/0   

300 1/0 2/0 3/0 4/0    

350 1/0 3/0 4/0     

400 2/0 3/0      

450 2/0 4/0      

500 3/0 4/0      

550 3/0 4/0      

600 4/0 

** The total circuit length includes  both welding and ground leads (Based on 4 volt drop) 60% 
duty cycle. 

Required cable sizes shown in AWG numbers  

Welding Cable Ampacities 
Single Conductor 
For Welding Applications 
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Conductors: 
Separator: 
Insulation: 
Construction: 
 
Applications: 
 
Approvals: 

Bare copper 
Water resistant separator  
Thermoplastic Rubber 
Bare copper conductor is rope stranded and covered with a water resistant safety separator, insulation is thermoplastic 
rubber. 
Portable power cable for use in motion picture, television studios, theatre and similar locations with temperatures  
ranging from  -30ºC to + 105ºC. 
UL listed PPE/TPE 600 Volts, 105ºC dry, 90ºC outdoor, and 75ºC immersed in water. Passes UL854 Flame Test.  
NEC Article 520 and 530 
cUL PPC 600 Volts, 90ºC indoor and outdoor use. FT5 Oil resistant,  Water resistant 

Electrical Wire and Cable 

Stage & Lighting Cable  
EISL UL PPE/TPE  cUL PPC 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Conductor  

O.D. 

Nominal 
Cable 
O.D. 

Weight 
Lbs/1000’ Ampacity 

*
 

T78008 8 168 .150 .260 130 80 

T78006 6 266 .202 .412 155 105 

T78004 4 420 .254 .465 205 140 

T78002 2 665 .326 .538 295 190 

T78001 1 833 .360 .615 390 200 

T78010 1/0 1064 .410 .660 460 260 

T78020 2/0 1330 .456 .720 585 300 

T78030 3/0 1672 .510 .770 720 350 

T78040 4/0 2109 .580 .830 870 405 

*  Values given are for a single conductor in free air @ 30ºC ambient temperature. 
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TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
Jacket 

Nominal 
O.D. 

  AMPS 1 
Weight 

Lbs/1000’ 

T54051 14 19 .045 .030 .224 35 35 

T54052 12 19 .045 .030 .244 40 45 

T54053 10 27 .045 .030 .278 55 65 

T54054 8 37 .060 .030 .327 80 89 

T54055 6 61 .060 .030 .387 105 130 

T54056 5 91 .060 .030 .431 125 176 

T54057 4 105 .060 .030 .451 140 197 

T54058 3 125 .060 .030 .475 165 227 

T54059 2 150 .060 .030 .501 190 263 

T54060 1 225 .080 .045 .647 220 415 

T54061 1/0 275 .080 .045 .697 260 492 

T54062 2/0 325 .080 .045 .734 300 564 

T54063 3/0 450 .080 .045 .812 350 741 

T54064 4/0 550 .080 .045 .867 405 881 

T54065 262 650 .095 .065 .987 470 1089 

T54066 313 775 .095 .065 1.052 510 1268 

T54067 373 925 .095 .065 1.122 590 1479 

T54068 444 1110 .095 .065 1.197 655 1737 

T54069 535 1325 .110 .065 1.305 730 2081 

T54070 646 1600 .110 .065 1.397 815 2461 

T54071 777 1925 .110 .065 1.487 905 2903 

T54072 929 2300 .110 .065 1.594 1005 3417 

T54073 1111 2750 .125 .065 1.756 1115 4084 

Conductors: 
Separator: 
Insulation: 
Jacket: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
 
Approvals: 
 

Tin Plated Copper 
Tape separator 
EP 90ºC 
CPE rubber meeting ICEA S-68-516 
90ºC Dry or Wet 
DLO 2000 Volts, RW90 1000 Volts, RHH/RHW-2 2000 Volts 
Portable power leads, motor leads, diesel-electric locomotives, railroad and transit cars, earth moving  
equipment, drilling rigs, storage batteries, charging equipment and as flexible wiring for installation in open air 
or conduit. 
UL RHH/RHW-2 600 volts LS VW-1 for CT use, cUL certified as RW-90 or R-90 1 Kv 90ºC FT-4 rated, Type 
DLO 2000V P-7K-254020-MSHA . 

Electrical Wire and Cable 

Diesel Locomotive Cable               
2000 Volts 90ºC LS, VW-1, FT-4. 

1  Ampacities are based on single conductor in free air, 30ºC ambient air  temperature, 90ºC conductor temperature per Table 310-17 of the NEC. 
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Conductors: 
Separator: 
Insulation: 
Construction: 
Applications: 
 
Approvals: 

Bare copper 
Water resistant separator between conductor and insulation. 
Thermoplastic Rubber. Resistant to water, oil, acid, ozone, and many chemicals. 
Bare copper conductors rope lay with water barrier and extruded thermoplastic elastomer insulation. 
For use with industrial equipment, including portable generators, chillers, air conditioning units, motor and welding leads, 
submersible wells, grounding, heavy tools, power extensions, marine dockside, mining and oil drilling applications. 
UL Type PPE 2000 Volts 90ºC 75ºC wet 
cUL PPC/TPE 600 Volts 90ºC FT-5 

Electrical Cable 

Portable Power Cable 
UL PPE/TPE 90ºC 2000 Volts, cUL PPC/TPE 90ºC 600 Volts 

TEVELEC 
NUMBER 

AWG 
Size 

Stranding 
Nominal 
Conductor 

O.D. 

Nominal 
Cable 
Jacket 

Weight 
Lbs/1000’ 

Ampacity * 

T54001 8 168 .150 .485 162 80 

T54002 6 266 .192 .525 197 105 

T54003 4 420 .252 .582 204 140 

T54004 2 665 .320 .650 315 190 

T54005 1 833 .354 .725 376 200 

T54006 1/0 1064 .397 .775 480 260 

T54007 2/0 1330 .450 .820 603 300 

T54008 3/0 1672 .510 .880 716 350 

T54009 4/0 2109 .580 .965 895 405 

*  Values listed are for single conductor in free air @ 30ºC ambient temperature. 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 

   Amps  
1
 

T51208 2 8 133 .060 .770 365 74 

T51206 2 6 259 .060 .910 515 99 

T51204 2 4 259 .060 1.040 730 130 

T51202 2 2 259 .060 1.220 1000 174 

T51201 2 1 259 .080 1.440 1490 202 

T51210 2 1/0 259 .080 1.520 1710 234 

T51220 2 2/0 259 .080 1.650 1880 271 

T51230 2 3/0 259 .080 1.770 2420 313 

T51240 2 4/0 259 .080 1.920 2490 361 

        

T51308 3 8 133 .060 .925 525 74 

T51306 3  6 259 .060 .995 660 99 

T51304 3 4 259 .060 1.125 900 130 

T51302 3 2 259 .080 1.285 1300 174 

T51301 3 1 259 .080 1.490 1600 202 

T51310 3 1/0 259 .080 1.650 2280 234 

T51320 3 2/0 259 .080 1.750 2680 271 

T51330 3 3/0 259 .080 1.890 3220 313 

T51340 3 4/0 259 .095 2.040 3900 361 

T51341 3 250 627 .095 2.390 5070 402 

T51343 3 350 855 .095 2.680 6570 495 

T51350 3 500 1235 .095 3.030 8700 613 

        

T51408 4 8 133 .060 .985 620 65 

T51406 4 6 259 .060 1.090 825 87 

T51404 4 4 259 .060 1.220 1175 114 

T51402 4 2 259 .080 1.420 1650 152 

T51401 4 1 259 .080 1.680 2450 177 

T51410 4 1/0 259 .080 1.790 2570 205 

T51420 4 2/0 259 .080 1.930 3450 237 

T51430 4 3/0 259 .080 2.070 4050 274 

T51440 4 4/0 259 .080 2.260 4970 316 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded bare copper 
EPDM 
CPE 
Conductors cabled. 
-40ºC to 90ºC 
Black, White, Green, Red, Orange 
600/2000 Volts 
Heavy duty service as power supply cable, motor and battery leads, mining cable, mobile and portable  
electrical equipment where grounding is not required. 
MSHA, ICEA, NEMA, UL, CSA 

Electrical Cable 

Portable Power Cable             
Type W 

1  Ampacities based on 90ºC Conductor and 30ºC Ambient temperature per table 400-5 of the NEC 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 

    Amps  
1
 

T51508 5 8 133 .060 1.050 710 52 

T51506 5 6 259 .060 1.205 1010 69 

T51504 5 4 259 .060 1.550 1400 91 

T51502 5 2 259 .060 1.610 2340 121 

T51501 5 1 259 .080 1.880 3040 141 

T51510 5 1/0 259 .080 1.960 3460 164 

T51520 5 2/0 259 .080 2.130 4180 189 

T51530 5 3/0 259 .080 2.260 4900 219 

T51540 5 4/0 259 .080 2.460 5980 252 

TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 

    Amps   
2
 

T51108 1 8 133 .070 .485 160 80 

T51106 1 6 259 .070 .565 220 105 

T51104 1 4 259 .070 .605 290 140 

T51102 1 2 259 .070 .680 395 190 

T51101 1 1 259 .090 .765 490 220 

T51110 1 1/0 259 .090 .810 575 260 

T51120 1 2/0 259 .090 .885 700 300 

T51130 1 3/0 259 .090 .930 820 350 

T51140 1 4/0 259 .090 .980 1000 405 

T51141 1 250 627 .105 1.045 1170 455 

T51143 1 350 855 .105 1.145 1520 570 

T51150 1 500 1235 .105 1.310 2090 700 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded bare copper 
EPDM 
CPE 
Conductors cabled. 
-40ºC to 90ºC 
Black, White, Green, Red, Orange 
600/2000 Volts 
Heavy duty service as power supply cable, motor and battery leads, mining cable, mobile and portable  
electrical equipment where grounding is not required. 
MSHA, ICEA, NEMA, UL, CSA   

Electrical Cable 

Portable Power Cable             
Type W 

2  Ampacities based on 90ºC Conductor and 30ºC Ambient temperature based on table 310-17 NEC for RHH/RHW with not more                      
than 3 current carrying conductors in free air. 

1  Ampacities based on 90ºC Conductor and 30ºC Ambient temperature per table 400-5 of the NEC 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG & 
Stranding 

Ground 
Conds. 

Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T52308 3 8/133 2-#10 .060 1.005 693 59 

T52306 3 6/259 2-#10 .060 1.085 870 79 

T52304 3 4/259 2-#8 .060 1.190 1260 104 

T52303 3 3/329 2-#8 .060 1.250 1460 120 

T52302 3 2-259 2-#7 .060 1.340 1650 138 

T52301 3 1-259 2-#6 .080 1.510 2100 161 

T52310 3 1/0-259 2-#5 .080 1.650 2550 186 

T52320 3 2/0-259 2-#4 .080 1.750 3020 215 

T52330 3 3/0-259 2-#3 .080 1.890 3660 249 

T52340 3 4/0-259 2-#2 .080 2.040 4410 287 

T52341 3 250-627 2-#2 .095 2.390 6060 320 

T52342 3 300-741 2-#1 .095 2.560 6700 357 

T52343 3 350-855 2-#1/0 .095 2.680 7400 394 

T52344 3 400-988 2-#1/0 .095 2.820 8350 430 

T52350 3 500-1235 2-#2/0 .095 3.030 10100 487 

        

T52408 4 8/133 4-#12 .060 1.025 830 54 

T52406 4 6/259 4-#12 .060 1.135 1030 72 

T52404 4 4/259 4-#10 .060 1.270 1480 93 

T52403 4 3/329 4-#10 .060 1.340 1830 106 

T52402 4 2-259 4-#9 .060 1.480 2070 122 

T52401 4 1-259 4-#8 .080 1.680 2660 143 

T52410 4 1/0-259 4-#7 .080 1.790 3140 165 

T52420 4 2/0-259 4-#6 .080 1.930 3780 192 

T52430 4 3/0-259 4-#5 .080 2.070 4500 221 

T52440 4 4/0-259 4-#4 .080 2.260 5520 255 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded bare copper 
EPDM 
CPE 
Conductors cabled with fillers. 
90ºC to -40ºC 
Black, white, red, orange 
600/2000 Volts 
Heavy duty power supply cable for mobile or portable electrical equipment. 
ICEA S-68-526 NEMA WC-8, ICEA S-19-81 NEMA WC-3 

Electrical Cable 

Portable Cables               
Type G or GGC 
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TEVELECTEVELECTEVELECTEVELEC    
NUMBERNUMBERNUMBERNUMBER    
60ºC60ºC60ºC60ºC    

TEVELECTEVELECTEVELECTEVELEC    
NUMBERNUMBERNUMBERNUMBER    
105ºC105ºC105ºC105ºC    

No. ofNo. ofNo. ofNo. of    
Conds.Conds.Conds.Conds.    

AWGAWGAWGAWG    
SizeSizeSizeSize    

StrandingStrandingStrandingStranding    
NominalNominalNominalNominal    
InsulationInsulationInsulationInsulation    

NominalNominalNominalNominal    
O.D.O.D.O.D.O.D.    

WeightWeightWeightWeight    
Lbs/1000’Lbs/1000’Lbs/1000’Lbs/1000’    

InsulationInsulationInsulationInsulation    
ColorColorColorColor    

SPTSPTSPTSPT----1111    

T3058 T2938 2 18 41X 34 .030 .108 X.204 22 Solid 

T20503 T21503 2 18 41X 34 .030 .108 X.204 22 Clear 

T3052 T2939 3 18 41 X 34 .030 .120 X .296 35 Solid 

T20504 T21504 3 18 41 X 34 .030 .120 X .296 35 Clear 

SPTSPTSPTSPT----2222    

T3064 T2945 2 18 41X 34 .045 .140 X .265 31 Solid 

T20512 T21512 2 18 41X 34 .045 .140 X .265 31 Clear 

T3069 T2946 3 18 41X 34 .045 .140 X .265 40 Solid 

T20513 T21513 3 18 41X 34 .045 .140 X .265 40 Clear 

T3065 T2947 2 16 65 X 34 .045 .156 X .302 43 Solid 

T20514 T21514 2 16 65 X 34 .045 .156 X .302 43 Clear 

T3070 T2948 3 16 65 X 34 .045 .156 X .302 57 Solid 

T20515 T21515 3 16 65 X 34 .045 .156 X .302 57 Clear 

T3088 T2955 2 18 16 X 30 .045 .175 X .335 44 Solid 

T20522 T21522 2 18 16 X 30 .045 .175 X .335 44 Clear 

T3089 T2956 3 18 16 X 30 .045 .175 X .335 56 Solid 

T20523 T21523 3 18 16 X 30 .045 .175 X .335 56 Clear 

T3090 T2957 2 16 26 X 30 .045 .191 X .359 54 Solid 

T20524 T21524 2 16 26 X 30 .045 .191 X .359 54 Clear 

T3091 T2958 3 16 26 X 30 .045 .191 X .430 69 Solid 

T20525 T21525 3 16 26 X 30 .045 .191 X .430 69 Clear 

T3092 T2959 2 14 41 X 30 .080 .234 X .423 79 Solid 

T20526 T21526 2 14 41 X 30 .080 .234 X .423 79 Clear 

T3095 T2962 3 12 65 X 30 .090 .290 X .605 161 Solid 

T3097 T2964 3 10 105 X 30 .110 .357 X .720 241 Solid 

SPT-3 

Conductors: 
Insulation: 
Construction: 
Temperature Rating: 
Operating Voltage: 
Applications: 
 
Approvals: 

Stranded bare copper 
PVC 
Conductors laid parallel 
See Table for temperature rating 
300 Volts 
Power supply cordage for lamps and lighting fixtures, small appliances and equipment not exceeding  
300 volts. 
UL, CSA AS NOTED. 

Electrical Cable 

Portable Cords               
SPT 
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TEVELEC 
NUMBER 
60ºC 

TEVELEC 
NUMBER 
105ºC 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Color 
Chart 

Weight 
Lbs/1000’ 

Current 
Amps 

T20182 T21182 2 18 41X34 .030 .245 N.A. 37 10 

T20183 T21183 3 18 41X34 .030 .255 N.A. 39 10 

T20282 T21282 2 18 41X34 .030 .245 CEE 37 10 

T20283 T21283 3 18 41X34 .030 .255 CEE 39 10 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded bare copper 
PVC 
PVC 
Conductors cabled with fillers. 
See Table for temperature rating 
See Table for color chart. 
300 Volts 
Power supply cordage for vacuum cleaners, small appliances and equipment not exceeding 300 volts. 
UL, CSA SVT 

Electrical Cable 

Portable Cords               
SVT 

N.A. 
Color Code 

Cond. Color 

1 Black 

2 White 

3 Green 

CEE 
Color Code 

Cond. Color 

1 Brown 

2 Blue 

3 Green/Yellow 
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TEVELEC 
NUMBER 
60ºC 

TEVELEC 
NUMBER 
105ºC 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Color 
Chart 

Weight 
Lbs/1000’ 

Current 
Amps 

T22082 T22182 2 18 41X34 .030 .245 N.A. 48 10 

T22083 T22183 3 18 41X34 .030 .255 N.A. 64 10 

T22062 T22162 2 16 26X30 .030 .325 N.A. 64 13 

T22063 T22163 3 16 26X30 .030 .325 N.A. 83 13 

T22042 T22142 2 14 41X30 .080 .515 N.A. 80 18 

T22043 T22143 3 14 41X30 .080 .560 N.A. 106 18 

T22022 T22122 2 12 65X30 .095 .600 N.A. 135 25 

T22023 T22123 3 12 65X30 .095 .625 N.A 162 25 

T22282 T22382 2 18 41X34 .030 .245 CEE 48 10 

T22283 T22383 3 18 41X34 .030 .255 CEE 64 10 

T22262 T22362 2 16 26X30 .030 .325 CEE 64 13 

T22263 T22363 3 16 26X30 .030 .325 CEE 83 13 

T22242 T22342 2 14 41X30 .080 .515 CEE 80 18 

T22243 T22343 3 14 41X30 .080 .560 CEE 106 18 

T22222 T22322 2 12 65X30 .095 .600 CEE 135 25 

T22223 T22323 3 12 65X30 .095 .625 CEE 162 25 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded bare copper 
PVC 
PVC 
Conductors cabled with fillers. 
See Table for temperature rating 
See Table for color chart. 
300 Volts 
Power supply cordage for vacuum cleaners, small appliances and equipment not exceeding 300 volts. 
UL, CSA SJT 

Electrical Cable 

Portable Cords               
SJT 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T23182 2 18 16X30 .030 .245 43 10 

T23183 3 18 16X30 .030 .255 55 10 

T23162 2 16 26X30 .030 .325 53 13 

T23163 3 16 26X30 .030 .325 67 13 

T23142 2 14 41X30 .080 .515 70 18 

T23143 3 14 41X30 .080 .560 86 18 

T23122 2 12 65X30 .095 .600 105 25 

T23123 3 12 65X30 .095 .625 126 25 

T23102 2 10 105X30 .060 .560 177 30 

T23103 3 10 105X30 .060 .590 218 30 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded bare copper 
PVC 
PVC 
Conductors cabled with non-hygroscopic fillers. 
-40ºC to +60ºC 
Black, White, Green 
300 Volts 
Power supply cordage for small appliances and equipment not exceeding 300 volts in wet or dry locations. 
UL, CSA SJTW 

Electrical Cable 

Portable Cords               
SJTW 
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TEVELEC 
NUMBER 

No. of 
Conds. 

AWG 
Size 

Stranding 
Nominal 
Insulation 

Nominal 
O.D. 

Weight 
Lbs/1000’ 

Current 
Amps 

T29182 2 18 16X30 .060 .365 63 10 

T29183 3 18 16X30 .060 .380 74 10 

T29162 2 16 26X30 .060 .380 71 13 

T29163 3 16 26X30 .060 .405 90 13 

T29142 2 14 41X30 .080 .515 123 18 

T29143 3 14 41X30 .080 .560 162 18 

T29122 2 12 65X30 .095 .600 174 25 

T29123 3 12 65X30 .095 .625 214 25 

T29102 2 10 105X30 .095 .640 204 30 

T29103 3 10 105X30 .095 .690 274 30 

Conductors: 
Insulation: 
Jacket: 
Construction: 
Temperature Rating: 
Color Code Chart: 
Operating Voltage: 
Applications: 
Approvals: 

Stranded bare copper 
PVC 
PVC 
Conductors cabled with non-hygroscopic fillers. 
-40ºC to 60ºC 
Black, White, Green 
600 Volts 
Power supply cordage for appliances and equipment not exceeding 600 volts in wet or dry locations. 
UL, CSA STW 

Electrical Cable 

Portable Cords               
STW 
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Reference Section 

Colour Code Charts               

Cond. # Colour 

1 Black 

2 White 

3 Red 

4 Green 

5 Brown 

6 Blue 

7 Orange 

8 Yellow 

9 Purple 

10 Grey 

11 Pink 

12 Tan 

 Colour Chart # 1 

Cond. # Colour Cond. # Colour 

1 Black 26 Orange/Black/White 

2 White 27 Blue/Black/White 

3 Red 28 Black/Red/Green 

4 Green 29 White/Red/Green 

5 Orange 30 Red/Black/Green 

6 Blue 31 Green/Black/Orange 

7 White/Black 32 Orange/Black/Green 

8 Red/Black 33 Blue/White/Orange 

9 Green/Black 34 Black/White/Orange 

10 Orange/Black 35 White/Red/Orange 

11 Blue/Black 36 Orange/White/Blue 

12 Black/White 37 White/Red/Blue 

13 Red/White 38 Black/White/Green 

14 Green/White 39 White/Black/Green 

15 Blue/White 40 Red/White/Green 

16 Black/Red 41 Green/White/Blue 

17 White/Red 42 Orange/Red/Green 

18 Orange/Red 43 Blue/Red/Green 

19 Blue/Red 44 Black/White/Blue 

20 Red/Green 45 White/Black/Blue 

21 Orange/Green 46 Red/White/Blue 

22 Black/White/Red 47 Green/Orange/Red 

23 White/Black/Red 48 Orange/Red/Blue 

24 Red/Black/White 49 Blue/Red/Orange 

25 Green/Black/White 50 Black/orange/Red 

 Colour Chart # 2 

Pair # Colour Code Pair # Colour Code Pair # Colour Code 

1 Black paired with Red 14 Green paired with White 27 Brown paired with Orange 

2 Black paired with White 15 Green paired with Blue 28 Orange paired with Yellow 

3 Black paired with Green 16 Green paired with Yellow 29 Purple paired with Orange 

4 Black paired with Blue 17 Green paired with Brown 30 Purple paired with Red 

5 Black paired with Yellow 18 Green paired with Orange 31 Purple paired with White 

6 Black paired with Brown 19 White paired with Blue 32 Purple paired with Green 

7 Black paired with Orange 20 White paired with Yellow 33 Purple paired with Blue 

8 Red paired with White 21 White paired with Brown 34 Purple paired with Yellow 

9 Red paired with Green 22 White paired with Orange 35 Purple paired with Brown 

10 Red paired with Blue 23 Blue paired with Yellow 36 Purple paired with Black 

11 Red paired with Yellow 24 Blue paired with Brown 37 Grey paired with White 

12 Red paired with Brown 25 Blue paired with Orange   

13 Red paired with Orange 26 Brown paired with Yellow   

 Colour Chart # 3 
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Reference Section 

Colour Code Charts               

Pair # Colour Code Pair  # Colour Code 

1 Black/Red paired with Red/Black 20 White/Yellow paired with Yellow/White 

2 Black/White paired with White/Black 21 White/Brown paired with Brown/White 

3 Black/Green paired with Green/Black 22 White/Orange paired with Orange/White 

4 Black/Blue paired with Blue/Black 23 Blue/Yellow paired with Yellow/Blue 

5 Black/Yellow paired with Yellow/Black 24 Blue/Brown paired with Brown/Blue 

6 Black/Brown paired with Brown/Black 25 Blue/Orange paired with Orange/Blue 

7 Black/Orange paired with Orange/Black 26 Brown/Yellow paired with Yellow/Brown 

8 Red/White paired with White/Red 27 Brown/Orange paired with Orange/Brown 

9 Red/Green paired with Green/Red 28 Orange/Yellow paired with Yellow/Orange 

10 Red/Blue paired with Blue/Red 29 Purple/Orange paired with Orange/Purple 

11 Red/Yellow paired with Yellow/Red 30 Purple/Red paired with Red/Purple 

12 Red/Brown paired with Brown/Red 31 Purple/White paired with White/Purple 

13 Red/Orange paired with Orange/Red 32 Purple/Green paired with Green/Purple 

14 Green/White paired with White/Green 33 Purple/Lt Blue paired with Lt Blue/Purple 

15 Green/Blue paired with Blue/Green 34 Purple/Yellow paired with Yellow/Purple 

16 Green/Yellow paired with Yellow/Green 35 Purple/Brown paired with Brown/Purple 

17 Green/Brown paired with Brown/Green 36 Purple/Black paired with Black/Purple 

18 Green/Orange paired with Orange/Green 37 Grey/White paired with White/Grey 

19 White/Blue paired with Blue/White   

    Colour Chart # 3R    

Pair # Colour Code Pair # Colour Code Pair # Colour Code 

1 Blue paired with White 10 Slate paired with Red 19 Brown paired with Yellow 

2 Orange paired with White 11 Blue paired with Black 20 Slate paired with Yellow 

3 Green paired with White 12 Orange paired with Black 21 Blue paired with Violet 

4 Brown paired with White 13 Green paired with Black 22 Orange paired with Violet 

5 Slate paired with White 14 Brown paired with Black 23 Green paired with Violet 

6 Blue paired with Red 15 Slate paired with Black 24 Brown paired with Violet 

7 Orange paired with Red 16 Blue paired with Yellow 25 Slate paired with Violet 

 Colour Chart # 4 

8 Green paired with Red 17 Orange paired with Yellow   

9 Brown paired with Red 18 Green paired with Yellow   

Pair # Colour Code Pair # Colour Code 

1 Blue paired with White/Blue 4 Brown paired with White/Brown 

2 Orange paired with White/Orange 5 Slate paired with White/Slate 

3 Green paired with White/Green 6 Blue paired with Red/Blue 

Colour Chart # 4R 
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Reference Section 

Colour Code Charts               

Colour Chart # 5 

Pair # Colour Code 

1 Blue/White paired with White/Blue 

2 Orange/White paired with White/Orange 

3 Green/White paired with White/Green 

4 Brown/White paired with White/Brown 

5 Slate/White paired with White/Slate 

6 Blue/Red paired with Red/Blue 

7 Orange/Red paired with Red/Orange 

8 Green/Red paired with Red/Green 

9 Brown/Red paired with Red/Brown 

10 Slate/Red paired with Red/Slate 

11 Blue/Black paired with Black/Blue 

12 Orange/Black paired with Black/Orange 

13 Green/Black paired with Black/Green 

14 Brown/Black paired with Black/Brown 

15 Slate/Black paired with Black/Slate 

16 Blue/Yellow paired with Yellow/Blue 

17 Orange/Yellow paired with Yellow/Orange 

18 Green/Yellow paired with Yellow/Green 

19 Brown/Yellow paired with Yellow/Brown 

20 Slate/Yellow paired with Yellow/Slate 

21 Blue/Violet paired with Violet/Blue 

22 Orange/Violet paired with Violet/Orange 

23 Green/Violet paired with Violet/Green 

24 Brown/Violet paired with Violet/Brown 

25 Slate/Violet paired with Violet/Slate 

Colours repeat for cables with more than 25 pairs 

Colour Chart # 6 

Cond. 
# 

Colour Code 

1 Black 

2 Red 

3 Green 

4 Blue 

5 Brown 

6 Orange 

7 Black/White 

8 Red/White 

9 Green/White 

10 Yellow/White 

11 Red/Black 

12 Green/Black 

13 Yellow/Black 

14 Green/Red 

15 Yellow/Red 

16 White/Brown 

17 Green/Brown 

18 Yellow/Brown 

19 White/Orange 

20 Black/Orange 

21 Red/Orange 

22 Green/Orange 

23 Brown/Orange 

24 White/Blue 

25 Red/Blue 

26 Yellow/Blue 

27 Brown/Blue 

28 Black/Red 

29 White/Red 

30 Brown/Red 

Colour Chart # 7 

Cond. 
# 

Colour Code 

1 Red 

2 Green 

3 Yellow 

4 Black 

5 White 

6 Blue 

7 Orange 

8 Brown 

9 Violet 

10 Grey 

11 Pink 

12 Tan 

Colour Chart # 8 

Cond. 
# 

Colour Code 

1 Yellow 

2 Red 

3 Green 

4 Black 

5 White 

6 Brown 

Colour Chart # 9 

Cond. 
# 

Colour Code 

1 Black 

2 Natural 

3 Red 

4 Green 

Colour Chart # 10 

Cond. 
# 

Colour Code 

1 Black 

2 Red 

3 White 

4 Green 
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Colour Chart # 11 

Cond. # Colour Code 

1 Black 

2 White 

3 Red 

4 Green 

5 Orange 

6 Blue 

7 Yellow 

8 Brown 

9 Violet 

10 Grey 

11 Pink 

12 Tan 

Colour Chart # 12 

Cond. # Colour Code 

1 White 

2 Red 

3 Green 

4 Blue 

5 Yellow 

6 Brown 

7 Orange 

8 Black 

9 Purple 

10 Grey 

Colour Chart # 13 

Cond. # Colour Code 

1 Black 

2 White 

3 Red 

4 Green 

5 Yellow 

6 Blue 

7 Brown 

8 Orange 

Pair # Colour Code Pair # Colour Code 

1 Black paired with Red 15 White paired with Yellow 

2 Black paired with White 16 White paired with Brown 

3 Black paired with Grey 17 White paired with Orange 

4 Black paired with Blue 18 Blue paired with Yellow 

5 Black paired with Yellow 19 Blue paired with Brown 

6 Black paired with Brown 20 Blue paired with Orange 

7 Black paired with Orange 21 Brown paired with Yellow 

8 Black paired with Purple 22 Brown paired with Orange 

9 Red paired with White 23 Purple paired with Red 

10 Red paired with Blue 24 Purple paired with White 

11 Red paired with Yellow 25 Purple paired with Blue 

12 Red paired with Brown 26 Purple paired with Brown 

13 Red paired with Orange 27 Purple paired with Yellow 

14 White paired with Blue   

Colour Chart # 14 
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Colour Chart # 17 

1 Black 18 White/Brown 35 Red/Beige 

2 Red 19 White/Yellow 36 Green/Black 

3 White 20 White/Purple 37 Green/White 

4 Green 21 White/Gray 38 Green/Red 

5 Brown 22 Black/Red 39 Green/Brown 

6 Blue 23 Black/Green 40 Green/Blue 

7 Orange 24 Black/Yellow 41 Green/Orange 

8 Yellow 25 Black/Blue 42 Green/Yellow 

9 Purple 26 Black/Brown 43 Green/Purple 

10 Gray 27 Black/Orange 44 Green/Gray 

11 Pink 28 Black/Gray 45 Green/Pink 

12 Beige 29 Black/Purple 46 Green/Beige 

13 White/Black 30 Red/Green 47 Blue/Black 

14 White/Red 31 Red/Brown 48 Blue/Red 

15 White/Green 32 Red/Blue 49 Blue/White 

16 White/Orange 33 Red/Yellow 50 Blue/Green 

17 White/Blue 34 Red/Gray   

Cond. # Colour Cond. # Colour Cond. # Colour 
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T0080 23 T0668 21 T1062 6 T1235 24 T1433 16 T1661 9 T1836 12 

T0082 23 T0669 21 T1063 6 T1237 24 T1434 16 T1662 9 T1837 12 

T0085 23 T0813 4 T1064 6 T1238 24 T1435 16 T1663 9 T1838 12 

T0092 23 T0814 4 T1065 6 T1239 24 T1436 16 T1664 9 T1839 12 

T0129 23 T0815 4 T1066 6 T1240 24 T1437 16 T1665 9 T1840 12 

T0130 23 T0816 4 T1067 6 T1314 7 T1438 16 T1666 9 T1841 12 

T0131 23 T0817 4 T1068 6 T1315 7 T1439 16 T1672 9 T1842 12 

T0132 23 T0818 4 T1069 6 T1316 7 T1440 16 T1673 9 T1843 12 

T0133 23 T0819 4 T1072 6 T1332 7 T1441 16 T1674 9 T1844 12 

T0137 23 T0820 4 T1073 6 T1333 7 T1442 16 T1675 9 T1845 12 

T0138 23 T0821 4 T1075 6 T1376 17 T1443 16 T1676 9 T1846 12 

T0148 23 T0822 4 T1076 6 T1378 17 T1444 16 T1677 9 T1852 8 

T0149 23 T0823 4 T1077 6 T1379 17 T1445 16 T1678 9 T1853 8 

T0150 23 T0824 4 T1078 6 T1380 17 T1446 16 T1681 9 T1860 8 

T0194 22 T0831 4 T1079 6 T1381 17 T1447 16 T1682 9 T1861 8 

T0195 22 T0832 4 T1080 6 T1382 17 T1448 16 T1683 9 T1862 8 

T0196 22 T0833 4 T1081 6 T1383 17 T1449 16 T1684 9 T1863 8 

T0197 22 T0834 4 T1082 6 T1384 17 T1450 16 T1685 9 T1896 28 

T0198 22 T0835 4 T1083 6 T1385 17 T1451 16 T1686 9 T1897 28 

T0199 22 T0836 4 T1102 6 T1386 17 T1452 16 T1687 9 T1898 28 

T0290 19 T0850 4 T1103 6 T1387 17 T1455 16 T1694 10 T1900 28 

T0291 19 T0851 4 T1107 5 T1388 17 T1458 16 T1695 10 T1901 28 

T0292 19 T0852 4 T1108 5 T1389 17 T1460 16 T1696 10 T1902 28 

T0293 19 T0853 4 T1109 5 T1390 17 T1461 16 T1697 10 T1904 28 

T0294 19 T1008 3 T1110 5 T1391 17 T1602 20 T1698 10 T1905 28 

T0295 19 T1009 3 T1114 5 T1392 17 T1609 20 T1699 10 T1907 28 

T0296 19 T1010 3 T1115 5 T1393 17 T1610 20 T1700 10 T1908 28 

T0297 19 T1011 3 T1116 5 T1399 17 T1611 20 T1701 10 T1909 28 

T0327 19 T1014 3 T1117 5 T1402 15 T1612 20 T1702 10 T1910 28 

T0328 19 T1015 3 T1118 5 T1403 15 T1613 20 T1786 10 T1911 28 

T0329 19 T1016 3 T1119 5 T1404 15 T1614 20 T1787 10 T1912 28 

T0330 19 T1018 3 T1120 5 T1405 15 T1615 20 T1788 10 T1913 28 

T0331 19 T1021 3 T1121 5 T1406 15 T1616 20 T1789 10 T1914 28 

T0332 19 T1022 3 T1144 24 T1407 15 T1617 20 T1790 10 T1915 28 

T0333 19 T1023 3 T1146 24 T1408 15 T1618 20 T1793 11 T1916 28 

T0334 19 T1024 3 T1148 24 T1409 15 T1641 20 T1794 11 T1917 28 

T0361 21 T1025 3 T1151 24 T1410 15 T1642 20 T1795 11 T1941 18 

T0362 21 T1033 6 T1152 24 T1411 15 T1643 20 T1796 11 T1943 18 

T0363 21 T1034 6 T1153 24 T1412 15 T1644 20 T1797 11 T1946 18 

T0364 21 T1035 6 T1170 24 T1413 15 T1645 20 T1798 11 T1949 18 

T0365 21 T1036 6 T1171 24 T1414 15 T1646 20 T1799 11 T1952 18 

T0366 21 T1042 6 T1172 24 T1415 15 T1647 20 T1800 11 T1956 18 

T0662 21 T1043 6 T1173 24 T1416 15 T1648 20 T1801 11 T1959 18 

T0663 21 T1057 6 T1175 24 T1417 15 T1649 20 T1831 12 T1962 18 

T0664 21 T1058 6 T1176 24 T1418 15 T1651 20 T1832 12 T1966 18 

T0665 21 T1059 6 T1177 24 T1419 15 T1652 20 T1833 12 T1970 18 

T0666 21 T1060 6 T1231 24 T1420 15 T1653 20 T1834 12 T1973 18 

T0667 21 T1061 6 T1233 24 T1423 15 T1660 9 T1835 12 T1976 18 
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T1978 18 T2156 42 T2863 57 T3177 40 T3993 39 T4725 78 T5304 54 

T1979 18 T2158 42 T2901 55 T3178 40 T3993 66 T4730 81 T5306 54 

T1980 18 T2170 42 T2902 55 T3222 48 T3994 39 T4735 81 T5308 54 

T1981 18 T2173 42 T2903 55 T3223 48 T3994 66 T4792 40 T5311 54 

T1982 18 T2603 43 T2904 55 T3401 59 T3996 39 T4793 40 T5313 54 

T1983 18 T2604 43 T2906 55 T3401 60 T3998 39 T4794 40 T5320 54 

T1984 18 T2606 43 T2909 55 T3401 64 T3999 39 T4795 40 T5322 54 

T1985 18 T2607 43 T2912 55 T3402 59 T4010 76 T4797 40 T5402 36 

T1994 17 T2608 43 T2915 55 T3402 60 T4095 76 T4796 81 T5403 36 

T1995 17 T2609 43 T2919 55 T3403 59 T4098 76 T4798 81 T5404 36 

T1996 17 T2610 43 T2927 55 T3406 59 T4130 78 T4814 7 T5405 36 

T1997 17 T2612 43 T2938 117 T3409 59 T4292 78 T4816 7 T5406 36 

T1998 17 T2615 43 T2939 117 T3412 59 T4344 78 T4818 7 T5407 36 

T1999 17 T2620 43 T2945 117 T3415 59 T4501 77 T4820 7 T5408 36 

T2013 101 T2625 43 T2946 117 T3419 59 T4502 77 T4822 7 T5409 36 

T2015 101 T2630 43 T2947 117 T3427 59 T4507 77 T4824 7 T5410 36 

T2016 101 T2640 43 T2948 117 T3433 59 T4511 76 T4826 7 T5411 36 

T2017 101 T2650 43 T2955 117 T3436 59 T4513 76 T4828 7 T5412 36 

T2018 101 T2740 48 T2956 117 T3439 59 T4516 79 T4830 7 T5413 36 

T2029 58 T2741 48 T2957 117 T3442 59 T4521 75 T4832 7 T5414 36 

T2030 58 T2742 48 T2958 117 T3445 59 T4525 82 T4834 7 T5415 36 

T2031 58 T2743 48 T2959 117 T3452 59 T4530 77 T5202 36 T5416 36 

T2032 58 T2744 48 T2962 117 T3453 59 T4536 79 T5203 36 T5417 36 

T2033 58 T2745 48 T2964 117 T3454 59 T4539 78 T5204 36 T5430 37 

T2034 58 T2746 48 T3001 41 T3456 59 T4541 77 T5205 36 T5431 37 

T2035 58 T2746 64 T3002 41 T3459 59 T4545 82 T5206 36 T5432 37 

T2036 58 T2747 48 T3004 41 T3462 59 T4547 82 T5207 36 T5433 37 

T2037 58 T2748 48 T3005 41 T3465 59 T4547 64 T5208 36 T5435 37 

T2038 58 T2749 48 T3006 41 T3472 59 T4556 79 T5209 36 T5437 37 

T2039 58 T2750 48 T3007 41 T3473 59 T4561 75 T5210 36 T5439 37 

T2041 58 T2752 48 T3008 41 T3498 63 T4563 75 T5252 38 T5440 37 

T2042 58 T2801 53 T3012 41 T3602 37 T4565 79 T5253 38 T5441 37 

T2043 58 T2802 53 T3052 117 T3612 64 T4566 75 T5254 38 T5442 37 

T2044 58 T2803 53 T3058 117 T3732 67 T4579 76 T5255 38 T5452 37 

T2045 101 T2804 53 T3064 117 T3733 67 T4607 79 T5257 38 T5452 52 

T2046 58 T2806 53 T3065 117 T3734 67 T4611 78 T5258 38 T5453 37 

T2047 101 T2808 53 T3069 117 T3782 57 T4614 80 T5259 38 T5454 37 

T2048 101 T2809 53 T3070 117 T3783 57 T4615 80 T5262 38 T5455 37 

T2049 101 T2810 53 T3088 117 T3784 57 T4616 80 T5265 38 T5456 37 

T2050 101 T2812 53 T3089 117 T3786 57 T4623 79 T5268 39 T5457 37 

T2052 58 T2815 53 T3090 117 T3788 57 T4662 75 T5269 39 T5458 37 

T2149 101 T2819 53 T3091 117 T3793 57 T4696 76 T5270 39 T5459 37 

T2149 42 T2825 53 T3092 117 T3986 66 T4708 75 T5271 39 T5460 37 

T2150 42 T2852 57 T3095 117 T3987 66 T4710 77 T5273 39 T5461 37 

T2151 42 T2853 57 T3097 117 T3988 66 T4717 78 T5279 39 T5462 37 

T2152 42 T2854 57 T3174 40 T3990 39 T4719 78 T5301DB 63 T5463 37 

T2153 42 T2856 57 T3175 40 T3992 39 T4721 77 T5302 54 T5464 37 

T2154 42 T2859 57 T3176 40 T3992 66 T4723 80 T5303 54 T5465 37 
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T5466 37 T5562 45 T5906 52 T6808 86 T7677 56 T01511 25 T01586 27 

T5480 38 T5563 45 T6098 60 T6810 86 T7678 56 T01512 25 T01587 27 

T5481 38 T5564 45 T6300 67 T6823 86 T7680 56 T01513 25 T01588 27 

T5482 38 T5565 45 T6302 67 T6824 86 T7683 56 T01514 25 T01589 27 

T5483 38 T5575 46 T6303 67 T6825 86 T7686 56 T01515 25 T01590 27 

T5485 38 T5576 46 T6304 67 T6828 86 T7689 56 T01516 25 T01591 27 

T5486 38 T5577 46 T6306 67 T6843 86 T8202 46 T01517 25 T01592 27 

T5487 38 T5578 46 T6312 67 T6845 86 T8203 46 T01518 25 T01593 27 

T5489 38 T5580 46 T6325 67 T6863 86 T8204 46 T01519 25 T01594 27 

T5490 38 T5582 46 T6350 67 T6865 86 T8205 46 T01520 25 T01595 27 

T5491 38 T5584 46 T6382 67 T6938 69 T8207 46 T01521 25 T01596 27 

T5492 38 T5585 46 T6383 67 T6939 69 T8209 46 T01522 25 T01600 30 

T5502 44 T5586 46 T6616 84 T6944 68 T8212 46 T01523 25 T01601 30 

T5503 44 T5587 46 T6617 84 T6950 70 T8215 46 T01525 25 T01602 30 

T5504 44 T5821 51 T6618 84 T6962AJ 73 T8324 69 T01526 25 T01603 30 

T5505 44 T5822 51 T6619 84 T6963 70 T8324AJ 72 T01527 25 T01604 30 

T5506 44 T5823 51 T6620 84 T6964AJ 73 T8364AJ 73 T01528 25 T01605 30 

T5507 44 T5824 51 T6621 84 T6969 71 T8499 64 T01533 26 T01606 30 

T5508 44 T5826 51 T6623 84 T6971 71 T8834 69 T01534 26 T01607 30 

T5509 44 T5842 51 T6625 84 T6982AJ 72 T8844 68 T01536 26 T01620 30 

T5510 44 T5843 51 T6627 84 T6984AJ 72 T8864 70 T01537 26 T01621 30 

T5511 44 T5844 51 T6629 84 T7601 55 T8865 68 T01538 26 T01622 30 

T5512 44 T5846 51 T6632 84 T7602 55 T01402 29 T01539 26 T01623 30 

T5513 44 T5849 51 T6633 84 T7603 55 T01405 29 T01540 26 T01624 30 

T5514 44 T5852 51 T6634 84 T7604 55 T01406 29 T01541 26 T01625 30 

T5515 44 T5853 51 T6635 84 T7606 55 T01408 29 T01542 26 T01626 30 

T5516 44 T5854 51 T6647 84 T7609 55 T01409 29 T01543 26 T01627 30 

T5517 44 T5855 51 T6649 84 T7612 55 T01411 29 T01544 26 T01640 31 

T5525 45 T5859 51 T6650 84 T7615 55 T01412 29 T01545 26 T01641 31 

T5526 45 T5862 51 T6667 85 T7618 55 T01414 29 T01546 26 T01642 31 

T5527 45 T5863 51 T6668 85 T7621 55 T01415 29 T01547 26 T01643 31 

T5528 45 T5864 51 T6669 85 T7626 56 T01417 29 T01548 26 T01644 31 

T5530 45 T5865 51 T6670 85 T7627 56 T01418 29 T01549 26 T01645 31 

T5532 45 T5866 51 T6682 85 T7628 56 T01420 29 T01550 26 T01646 31 

T5534 45 T5867 51 T6683 85 T7630 56 T01421 29 T01551 26 T01647 31 

T5535 45 T5868 51 T6684 85 T7633 56 T01423 29 T01552 26 T01648 31 

T5536 45 T5872 52 T6697 85 T7636 56 T01424 29 T01553 26 T01649 31 

T5537 45 T5873 52 T6699 85 T7639 56 T01427 29 T01555 26 T01660 31 

T5550 45 T5874 52 T6703 85 T7651 56 T01430 29 T01556 26 T01661 31 

T5551 45 T5876 52 T6706 85 T7652 56 T01431 29 T01557 26 T01662 31 

T5552 45 T5879 52 T6709 85 T7653 56 T01432 29 T01558 26 T01663 31 

T5553 45 T5882 52 T6712 85 T7655 56 T01503 25 T01559 26 T01664 31 

T5554 45 T5885 52 T6715 85 T7658 56 T01504 25 T01579 27 T01665 31 

T5555 45 T5889 52 T6727 85 T7661 56 T01506 25 T01580 27 T01666 31 

T5557 45 T5895 52 T6803 86 T7664 56 T01507 25 T01582 27 T01667 31 

T5559 45 T5902 52 T6804 86 T7667 56 T01508 25 T01583 27 T01668 31 

T5560 45 T5903 52 T6805 86 T7668 56 T01509 25 T01584 27 T01669 31 

T5561 45 T5904 52 T6806 86 T7676 56 T01510 25 T01585 27 T01680 32 
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T01681 32 T01779 34 T12786 89 T15412 88 T15550 62 T20282 118 T22262 119 

T01682 32 T01780 34 T12788 89 T15422 62 T15550 63 T20283 118 T22263 119 

T01683 32 T01781 34 T12790 89 T15422 64 T15550 64 T20503 117 T22282 119 

T01684 32 T01782 34 T12802 92 T15422 88 T15550 91 T20504 117 T22283 119 

T01685 32 T01783 34 T12803 92 T15424 88 T15551 63 T20512 117 T22322 119 

T01686 32 T01784 34 T12804 92 T15426 88 T15551 64 T20513 117 T22323 119 

T01687 32 T04508 75 T12806 92 T15428 88 T15551 91 T20514 117 T22342 119 

T01688 32 T04509 76 T12901 92 T15430 88 T15552 64 T20515 117 T22343 119 

T01689 32 T10010 14 T12902 92 T15452 62 T15552 91 T20522 117 T22362 119 

T01700 32 T10012 14 T12903 92 T15452 64 T15553 91 T20523 117 T22363 119 

T01701 32 T10014 14 T12904 92 T15452 88 T15554 91 T20524 117 T22382 119 

T01702 32 T10016 14 T12906 92 T15453 62 T15556 91 T20525 117 T22383 119 

T01703 32 T10019 14 T13242 90 T15453 64 T15558 91 T20526 117 T23102 120 

T01704 32 T10020 14 T13244 90 T15453 88 T15575 91 T21182 118 T23103 120 

T01705 32 T10022 14 T13401 64 T15454 88 T15577 91 T21183 118 T23122 120 

T01706 32 T10023 14 T13401 93 T15456 88 T15592 63 T21282 118 T23123 120 

T01707 32 T10025 14 T13402 93 T15458 88 T15592 64 T21283 118 T23142 120 

T01708 32 T10026 14 T13403 93 T15460 88 T15602 91 T21503 117 T23143 120 

T01709 32 T10028 14 T13406 93 T15462 88 T15603 91 T21504 117 T23162 120 

T01722 33 T10029 14 T13452 93 T15471 62 T15604 91 T21512 117 T23163 120 

T01723 33 T10031 14 T13453 93 T15471 63 T15612 91 T21513 117 T23182 120 

T01724 33 T10032 14 T13456 93 T15476 64 T16182 63 T21514 117 T23183 120 

T01725 33 T10034 14 T13732 95 T15480 88 T16182 64 T21515 117 T29102 121 

T01726 33 T10037 14 T13733 95 T15482 88 T16302 95 T21522 117 T29103 121 

T01727 33 T10040 14 T13734 95 T15492 88 T16303 63 T21523 117 T29122 121 

T01728 33 T10062 13 T13736 95 T15493 88 T16303 95 T21524 117 T29123 121 

T01729 33 T10066 13 T13992 88 T15494 88 T16304 95 T21525 117 T29142 121 

T01741 33 T10070 13 T13994 62 T15496 88 T16306 95 T21526 117 T29143 121 

T01742 33 T10073 13 T13994 88 T15502 62 T16325 95 T22022 119 T29162 121 

T01743 33 T10076 13 T14096 62 T15502 64 T16944 62 T22023 119 T29163 121 

T01744 33 T10079 13 T14541 94 T15502 91 T16964 97 T22042 119 T29182 121 

T01745 33 T10082 13 T14547 62 T15503 62 T16969 98 T22043 119 T29183 121 

T01746 33 T10084 13 T14561 94 T15503 63 T16971 98 T22062 119 T32182 102 

T01747 33 T12603 90 T14611 94 T15503 64 T16984 96 T22063 119 T32183 102 

T01748 33 T12604 90 T14704 94 T15503 91 T17602 92 T22082 119 T33122 102 

T01761 34 T12606 90 T14708 94 T15504 62 T17603 92 T22083 119 T33123 102 

T01762 34 T12607 90 T15300 64 T15504 64 T17604 92 T22122 119 T33124 102 

T01763 34 T12608 90 T15301 62 T15504 91 T17606 92 T22123 119 T33142 102 

T01764 34 T12609 90 T15301 63 T15505 91 T17651 92 T22142 119 T33143 102 

T01770 34 T12610 90 T15301 64 T15506 64 T17652 92 T22143 119 T33144 102 

T01771 34 T12612 90 T15302 62 T15506 91 T17653 92 T22162 119 T33162 102 

T01772 34 T12615 90 T15402 63 T15508 91 T18324 96 T22163 119 T33163 102 

T01773 34 T12620 90 T15402 88 T15510 91 T18331 96 T22182 119 T33164 102 

T01774 34 T12625 90 T15403 63 T15512 91 T18844 96 T22183 119 T33182 102 

T01775 34 T12782 89 T15404 88 T15525 91 T18864 97 T22222 119 T33183 102 

T01776 34 T12783 89 T15406 88 T15526 91 T18865 96 T22223 119 T33184 102 

T01777 34 T12784 89 T15408 88 T15527 91 T20182 118 T22242 119 T34222 103 

T01778 34 T12785 89 T15410 88   T20183 118 T22243 119 T34223 103 
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T34224 103 T38144 105 T48006 47 T51501 115 T54056 112 T61412 107 

T34232 103 T38162 105 T48012 47 T51502 115 T54057 112 T61414 107 

T34233 103 T38163 105 T48013 47 T51504 115 T54058 112 T61416 107 

T34234 103 T38164 105 T48014 47 T51506 115 T54059 112 T61418 107 

T34242 103 T38182 105 T48022 47 T51508 115 T54060 112 T61420 107 

T34243 103 T38183 105 T48024 47 T51510 115 T54061 112 T61424 107 

T34244 103 T38184 105 T51101 115 T51520 115 T54062 112 T61430 107 

T34252 103 T38382 109 T51102 115 T51530 115 T54063 112 T61437 107 

T34253 103 T38383 109 T51104 115 T51540 115 T54064 112 T61605 106 

T34254 103 T38384 109 T51106 115 T52301 116 T54065 112 T61606 106 

T34262 103 T38385 109 T51108 115 T52302 116 T54066 112 T61607 106 

T34263 103 T38392 109 T51110 115 T52303 116 T54067 112 T61608 106 

T34264 103 T38393 109 T51120 115 T52304 116 T54068 112 T61609 106 

T35102 104 T38394 109 T51130 115 T52306 116 T54069 112 T61610 106 

T35103 104 T38395 109 T51140 115 T52308 116 T54070 112 T61612 106 

T35104 104 T38402 109 T51141 115 T52310 116 T54071 112 T61616 106 

T35122 104 T38403 109 T51143 115 T52320 116 T54072 112 T61620 106 

T35123 104 T38404 109 T51150 115 T52330 116 T54073 112 T61624 106 

T35124 104 T38405 109 T51201 114 T52340 116 T61005 108 T61630 106 

T35142 104 T38412 109 T51202 114 T52341 116 T61006 108 T61636 106 

T35143 104 T38413 109 T51204 114 T52342 116 T61007 108 T61640 106 

T35144 104 T38414 109 T51206 114 T52343 116 T61008 108 T61805 106 

T35162 104 T38415 109 T51208 114 T52344 116 T61010 108 T61806 106 

T35163 104 T38422 109 T51210 114 T52350 116 T61012 108 T61807 106 

T35164 104 T38423 109 T51220 114 T52401 116 T61016 108 T61808 106 

T35182 104 T38424 109 T51230 114 T52402 116 T61020 108 T61810 106 

T35183 104 T38425 109 T51240 114 T52403 116 T61024 108 T61812 106 

T35184 104 T38433 109 T51301 114 T52404 116 T61026 108 T61814 106 

T38023 105 T38434 109 T51302 114 T52406 116 T61030 108 T61816 106 

T38024 105 T38435 109 T51304 114 T52408 116 T61205 107 T61818 106 

T38025 105 T38443 109 T51306 114 T52410 116 T61206 107 T61820 106 

T38043 105 T38444 109 T51308 114 T52420 116 T61207 107 T61822 106 

T38044 105 T38445 109 T51310 114 T52430 116 T61208 107 T61824 106 

T38045 105 T38453 109 T51320 114 T52440 116 T61209 107 T61827 106 

T38063 105 T38454 109 T51330 114 T54001 113 T61210 107 T61830 106 

T38064 105 T38455 109 T51340 114 T54002 113 T61212 107 T61836 106 

T38065 105 T38463 109 T51341 114 T54003 113 T61216 107 T75001 110 

T38083 105 T38464 109 T51343 114 T54004 113 T61220 107 T75002 110 

T38084 105 T38465 109 T51350 114 T54005 113 T61224 107 T75004 110 

T38085 105 T47972 40 T51401 114 T54006 113 T61230 107 T75006 110 

T38102 105 T47973 40 T51402 114 T54007 113 T61236 107 T75010 110 

T38103 105 T47974 40 T51404 114 T54008 113 T61240 107 T75020 110 

T38104 105 T47982 40 T51406 114 T54009 113 T61405 107 T75030 110 

T38122 105 T47984 40 T51408 114 T54051 112 T61406 107 T75040 110 

T38123 105 T48002 47 T51410 114 T54052 112 T61407 107 T78001 111 

T18124 105 T48003 47 T51420 114 T54053 112 T61408 107 T78002 111 

T38142 105 T48004 47 T51430 114 T54054 112 T61409 107 T78004 111 

T38143 105 T48005 47 T51440 114 T54055 112 T61410 107 T78006 111 



TEVELEC PAGE 

T78008 111 

T78010 111 

T78020 111 

T78030 111 

T78040 111 

T83501 62 

T83501 63 

T83501 64 

T83502 63 

T83928 63 

T87599 63 

T87601 62 

T87601 63 

T91162 49 

T92042 63 

T191162 49 
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